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Book Descriptions:

canon l75 faxphone manual

Further, Canon U.S.A. reserves the right to make changes in the specifications of the products
described in this guide at any time without notice and without obligation to notify any person of such
changes. A dedicated extension off a PBX machine without “Call Waiting” can be used with your
FAXPHONE L75. Key telephone systems are not recommended because they send nonstandard
signals to individual telephones for ringing and special codes, which may cause a fax error. Users
should contact Canon Authorized Service Facilities for servicing of equipment. Information
regarding Authorized Service Facility locations can be obtained by calling the Canon Customer Care
Center. Preface Canon U.S.A. A dedicated extension off a PBX machine without “Camp On” signals is
also permissible with your FAXPHONE L75. Key telephone systems are not recommended because
they send nonstandard signals to individual telephones for ringing and special codes, which may
cause a fax error. It also explains how to get the most out of the documentation provided, and gives
important safety instructions. Welcome.12 Main Features of the FAXPHONE.13 Using Your
Documentation.14 How to Use This Guide.14 Type Conventions Used in This Guide.15 Customer
Support.16. Your machine is a complete multifunction system for your home or small office. It
combines the following essential office machines into a single, convenient desktop machine. There is
also information on selecting and loading print media and documents, instructions on machine
maintenance, and a troubleshooting section to refer to if you have difficulties operating your
machine. If you still have questions on how to use your machine, please contact the Canon Customer
Care Center. They will be happy to answer your questions. The warranty information describes
Canon’s limited warranty for its products. Be sure to read this warranty
information.http://www.viva-web.de/uploads/infinity-spa-owner-s-manual.xml

canon faxphone l75 manual, canon faxphone l75 user manual, canon faxphone l75
super g3 manual, canon l75 faxphone manual, canon l75 faxphone manual download,
canon l75 faxphone manual pdf, canon l75 faxphone manual downloads, canon l75
faxphone manual instructions.

If you have a problem with the machine’s operation, try to solve it by referring to the information in
Chapter 13. For all service, contact the Canon Customer Care Center.Keep the area free so you can
reach the outlet quickly. If you notice anything unusual smoke, strange odors, noises around the
machine, unplug the machine immediately. Contact the Canon Customer Care Center. You will find
instructions for unpacking, assembling, and connecting your machine, and learn how to install the
cartridge and load paper. Choosing a Location for the FAXPHONE.22 Dimensions.22 Unpacking the
FAXPHONE.23 Do You Have Everything.23. When lifting the machine out of the box or when moving
it, lift it from the recessed areas on the sides of the machine. Keep them in case you need to
transport the machine in the future. Remove all shipping tapes from the machine. The actual
shipping materials may differ in shape, quantity, and position from the ones shown above. Insert the
ends of the document support into the slots on the machine. Setting Up Insert the tabs of one of the
support trays into the corresponding slots above the face. Then connect the other end into a
properly grounded 120 V AC threeprong outlet. Lift the latch and open the front cover. Do not try to
open the front cover without lifting the latch since this may damage your machine. Remove the new
FX3 cartridge from its protective bag. Hold the cartridge by its handle and insert it into the machine
as far as it will go, making sure that its tabs are aligned with the rails inside the machine. For
complete details on paper and other print media for use with your machine, see Chapter 5. Before
loading paper, be sure to read the following The laser printing process uses high temperatures to
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fuse toner to the paper. Prepare a stack of paper by tapping it on a flat surface to even its edges.
Open the paper guides to the approximate width of the stack. Adjust the paper delivery selector if
necessary 1 p. 57.http://delannahotel.com/user_img/infinity-sm-82-manual.xml

For details on how to change the paper size setting, see p.59. Testing the FAXPHONE Once you have
assembled your machine, installed the cartridge, and loaded paper, you can make sure your machine
is printing properly by making several copies of a. You will also find instructions for registering the
sender information that you are required to enter. Guidelines for Entering Numbers, Letters, and
Symbols.32 Correcting a Mistake.34 Registering Required Sender Information.35 What is Sender
Information.35 Registering Your Sender Information.36 Setting the Telephone Line Type.38.
Registering Information CANEN CANON Chapter 3. Press Data Registration.If you are unsure of
your telephone line type, check with your local telephone company. Your machine is factoryset to
operate for tone dialing TOUCH TONE setting. If you need to change this setting for pulse dialing
ROTARY PULSE setting, follow this procedure Open the onetouch speed dialing panel. You can
select whether the time information in your machine changes to match the daylight saving time
system and set the day and time when the daylight saving time starts and ends. Document
Requirements.42 Scanned Area of a Document.42 Loading Documents.43 Adding Pages to the
Document in the ADF.44 Chapter 4 Chapter 4 Document Handling Document Handling. The last and
first page should overlap by about one inch 2.5 cm. Print Media Requirements.52 Printable Areas.53
Selecting and Loading Print Media.54 Paper.54 Envelopes.54 Transparencies.56 Selecting FaceUp
or FaceDown Delivery.57 Changing the Paper Size Setting.59 Adjusting the Toner Saver Setting.511
Chapter 5. However, Canon cannot guarantee consistent performance on these. When printing on
envelopes, be sure to use faceup delivery 1 p. 57. Arrange the stack of envelopes on a firm, clean
surface, and press down firmly on the edges to make the folds crisp. Adjust the paper delivery
selector to faceup delivery.

First, the paper travels to the cartridge where a laser beam “draws” the print image on the drum,
which in turn applies toner to the paper. If you want to load a different paper size 1 p. 52, follow this
procedure to change the paper size setting Open the onetouch speed dialing panel. Press Data
Registration. This will extend the cartridge life. By enabling this setting, print quality will be
reduced. For highest print quality, disable this setting. What is Speed Dialing.62 Speed Dialing
Methods.62 Registering OneTouch Speed Dialing.63 Registering Coded Speed Dialing.68
Registering Group Dialing.613 Using Speed Dialing.616 Sending a Document With Speed
Dialing.616 Making a Telephone Call With Speed Dialing.617 Printing Speed Dialing Lists.618
Chapter 6. To continue registering other one touch speed dialing buttons, press Data Registration
and repeat the procedure from step 5. or To end registering onetouch speed dialing buttons, press
Stop to return to standby mode. Press Stop to return to standby mode.OPTIONAL SETTING Speed
Dialing. To continue registering other coded speed dialing codes, press Data Registration and repeat
the procedure from step 7. or To end registering coded speed dialing codes, press Stop to return to
standby mode. or To register the transmission type for the current code you are registering,. Press
Stop to return to standby mode.To check your entries, you can print a list of all the numbers and
names registered for coded speed dialing to it when dialing. You can then send to all the fax
numbers in the group in one quick and simple operation. Sending a Document With Speed Dialing
Follow this procedure to send a document using onetouch speed dialing, coded speed dialing, or
group dialing. You may want to keep these lists near your machine to refer to them when dialing.
Follow this procedure to print speed dialing lists Open the onetouch speed dialing panel.

Canon AUSTRALIA Canon AUSTRALIA REGULAR TX Canon CANADA Canon GROUP 2 Canon
ITALIA Canon OPTICS IF YOU PRESS THE DESTINATIONS ARE LISTED IN ALPHABETICAL
ORDER SORTED.Canon GROUP 1 1 49 39 25 25 Canon FRANCE Canon UK GROUP DIAL Canon
GROUP 1 03 3758 2111 Canon TOKYO 516p488 6700 Canon U.S.A. Preparing to Send a Fax.72
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Documents You Can Fax.72 Setting the Scanning Resolution.72 Setting the Scanning Contrast.73
Dialing Methods.74 Sending Methods.75 Memory Sending.75 Manual Sending Via the Handset.76
Canceling Sending.78. The higher the resolution the higher the output quality at the other end, but
the slower the transmission speed. Adjust according to how light or how dark your document is.
Follow this procedure to set the scanning contrast for sending and copying Open the onetouch speed
dialing panel. Memory Sending Memory sending is a quick and easy way to send a document. As the
machine scans the first page of a multipage document into its memory, it begins calling the other
party and transmitting the information even as the remaining pages are being scanned. This section
explains these two methods. Manual Redialing Press Redial to dial the last number you dialed with
the numeric buttons. This starts redialing regardless of whether automatic redialing is enabled.
Canceling Manual Redialing To cancel manual redialing, press Stop. If you selected OFF in step 8
Press Set. Press Stop to return to standby mode. If you selected ON in step 8 Press Set twice. All
subsequent destinations must be entered within 10 seconds. This is called Delayed sending or Timer
sending. By using this feature, you can take advantage of lower long distance rates at night, for
example. Press Delayed Transmission.Press Delayed Transmission.You can activate reception
directly from your machine, or if your telephone is located away from your machine, you can dial the
remote receiving ID on the telephone to activate reception this is called Remote reception.

If the caller wants to send a fax after talking to you, ask them to press the start button on their fax
machine.Your machine will answer all calls as fax calls. Setting FAX ONLY MODE Follow this
procedure to set the receive mode to FAX ONLY MODE Open the onetouch speed dialing panel. If
your machine cannot print a received fax because it is performing another task that prevents it from
doing so, it will receive the fax in memory. If your machine is connected through a PBX or other
telephone switching system, you will need to dial the outside line access number first, and then the
number of the party you are calling.If your machine is set for pulse dialing 1 p. 38, follow this
procedure to set your machine temporarily for tone dialing Press Hook. Open the onetouch speed
dialing panel. Press Memory Reference. Special Features DOC.Alternatively, press Clear to delete
the entire number. Press Memory Reference.Press Stop to return to standby mode.This feature is
useful to prevent reception of unsolicited faxes e.g. junk mail. Follow this procedure to enable or
disable receiving restriction Open the onetouch speed dialing panel. Press Stop to return to standby
mode.Documents You Can Copy.102 Making Copies.102 101 Chapter 10 Copying. The machine
copies at 400 dpi for single copies, and at 200 300 dpi for multiple copies. For best quality output,
make one copy at a time. You will find samples of some of these reports and instructions for
printing.Refer to the pages indicated for more details.You will also find instructions for replacing the
cartridge. Periodic Cleaning.122 Cleaning the Machine’s Exterior.122 Cleaning the Machine’s
Interior.122 Cleaning the Scanner Components.124 Replacing the cartridge.126 Chapter 12 Chapter
12. Since documents in memory are erased when the power is disconnected, print or send any
documents stored in memory before disconnecting the power cord 1 p.

Use a clean, soft, dry, lintfree cloth to remove any toner or paper debris from the machine’s interior
shaded area in the illustration. While holding the operation panel open, clean these components
Separation guide and separation roller. Although Canon manufactures many different cartridges, the
FX3 cartridge is the only one designed for use with your machine. To purchase this cartridge,
contact the Canon Customer Care Center. To recycle your used cartridge, simply follow the
instructions included with your new FX3 cartridge. Use both hands to close the front cover. 128
Maintenance Chapter 12. Clearing Jams.132 Jams in the ADF.132 Paper Jams.133 Jams in the Paper
Delivery Slots.133 Jams Inside the Machine.133 LCD Messages.138 Paper Feeding Problems.1313
Printing Problems.1314. Contact the Canon Customer Care Center. When you are finished, close the
operation panel by pressing it down from the center. Try clearing the jam by following the procedure
in Jams in the Paper Delivery Slots below. If this does not clear the jam, follow the procedure in Jams
Inside the Machine. Jams in the Paper Delivery Slots Follow this procedure to clear a paper jam in



the paper delivery slots You do not need to unplug your machine when clearing paper jams. Be very
careful not to touch it so as to avoid injury. Move the paper release lever forward. Wait five seconds,
then plug it back in. If the message remains in the LCD, contact the Canon Customer Care Center.
Troubleshooting 139. If the Alarm light remains lit, contact the Canon Customer Care Center.
Nothing prints. Then plug it back in and try sending again. If you still cannot send, contact the
Canon Customer Care Center. Receiving Problems Cannot receive a fax automatically. If you have
set ANS.MACHINE MODE, confirm that an answering machine is connected to the machine and that
it is turned on with an outgoing message properly recorded 1 p. The other party’s fax machine may
not be functioning properly.

If the LCD remains blank, unplug the machine and wait five seconds, then plug it back in. If the LCD
still remains blank, contact the Canon Customer Care Center. Chapter 13 1319. Do not attempt to
disassemble or repair the machine yourself.Understanding the Menu System.142 Printing a List to
Check the Current Settings.142 Accessing the Menus.143 USER SETTINGS Menu.144 REPORT
SETTINGS Menu.145 TX Transmission SETTINGS Menu.146 RX Reception SETTINGS Menu.147
PRINTER SETTINGS Menu.148 POLLING BOX Menu.149. RX MODE Selects the receive mode 1
Chapter 8.If you select ON, you can select the direction of the reduction. Setting Description SETUP
FILE Sets up the polling box to hold a document to be polled 1 p. 911. FILE NAME Enters the name
for the polling box. Setting Description RX RESTRICTION Restricts reception of faxes to the
numbers registered for speed dialing on your machine 1 p. 916. If you select ON, you can select
additional subsettings. General Specifications.A2 Printer.A2 Facsimile.A2 Copier.A3 Telephone.A3
Appendix A Specifications. See Polling box button 212, 910, 914 definition 99 receiving. See Polling
receiving sending. See Polling sending Polling box changing settings 914, 915 deleting settings 914,
915. See also RX Reception REPORT setting 145 RX RESTRICTION setting 916, 1410 RX SETTINGS
menu. See TX Transmission REPORT Transparencies loading 56 requirements 52 selecting 56 Tray
multipurpose 211 multipurpose, cover 24, 26, 211. We have 5 Canon FAXPHONE L75 manuals
available for free PDF download User Manual, Service Manual, Software Users Manual, Setup
Sheet, Specifications. This page requires Javascript. Modify your browsers settings to allow
Javascript to execute. See your browsers documentation for specific instructions. To install your
download click on the name of the downloaded file.Please click below to find a quick resolution to
your inquiry. The driver may be included in your OS or you may not need a driver.

Recommended Drivers File Name Date File Size Optional Drivers File Name Date File Size
Recommended Software File Name Date File Size Optional Software File Name Date File Size
Recommended Manuals File Name Date File Size Optional Manuals File Name Date File Size. Page 3
Users in the U.S.A. PreInstallation Requirements for Canon Facsimile Equipment A. Location Supply
a suitable table, cabinet, or desk. See page 22 for the machine’s dimensions, and page A2 for the
machine’s weight. B. Order Information 1. Only a single line, touchtone or rotary telephone set is to
be used. 2. Order an RJ11C modular jack USOC code, which should be installed by the telephone
company. If the RJ11C jack is not present, installation cannot occur. 3. Page 4 The Ringer
Equivalence Number REN is used to determine the number of devices that may be connected to a
telephone line. Excessive RENs on a telephone line may result in the devices not ringing in response
to an incoming call. In most but not all areas, the sum of RENs should not exceed five 5.0. To be
certain of the number of devices that may be connected to a line, as determined by the total RENs,
contact the local telephone company. Page 5 communications. However, there is no guarantee that
interference will not occur in a particular installation. Page 6 Users in Canada PreInstallation
Requirements for Canon Facsimile Equipment A. Location Supply a suitable table, cabinet, or desk.
See page 22 for the machine’s dimensions, and page A2 for the machine’s weight. B. Order
Information 1. Provide only a singleline to touchtone or rotary telephone set terminated with a
standard 4pin modular phone plug. Touchtone is recommended if available in your area. 2. Order an
CA11A modular jack USOC code, which should be installed by the telephone company. Page 7



Before installing this equipment, users should ensure that it is permissible to be connected to the
facilities of the local telecommunications company.

The equipment must also be installed using an acceptable method of connection. The customer
should be aware that compliance with the above conditions may not prevent degradation of service
in some situations. Repairs to certified equipment should be coordinated by a representative
designated by the supplier. Page 8 Laser Safety This machine complies with 21 CFR Chapter 1
Subchapter J as a Class 1 laser product under the U.S. Department of Health and Human Services
DHHS Radiation Performance Standard according to the Radiation Control for Health and Safety Act
of 1968. This means that the machine does not produce hazardous radiation. Page 9 Contents
Chapter 1 Introduction Welcome.12 Main Features of the FAXPHONE.13 Using Your
Documentation.14 How to Use This Guide. Page 12 Making Copies.102 Chapter 11 Reports and Lists
Summary of Reports and Lists.112 ACTIVITY REPORT.113 TX Transmission REPORT. Page 13
SYSTEM SETTINGS Menu.1410 Appendix A Specifications General Specifications.A2 Printer.A2
Facsimile.A2 Copier. Page 14 xiv Preface Page 15 Introduction This chapter introduces you to the
main features of the machine. It also explains how to get the most out of the documentation
provided, and gives important safety instructions. Welcome.12 Main Features of the FAXPHONE.13
Using Your Documentation. Page 16 Welcome Thank you for purchasing the Canon FAXPHONE L75
hereafter referred to as the FAXPHONE or machine. Your machine is a complete multifunction
system for your home or small office. There is also information on selecting and loading print media
and documents, instructions on machine maintenance, and a troubleshooting section to refer to if
you have difficulties operating your machine. If you still have questions on how to use your machine,
please contact the Canon Customer Care Center. They will be happy to answer your questions.Page
20 Customer Support Your machine is designed with the latest technology to provide troublefree
operation.

The warranty information describes Canon’s limited warranty for its products. If you have a problem
with the machine’s operation, try to solve it by referring to the information in Chapter 13. If you
cannot solve the problem or if you think your machine needs servicing, contact the Canon Customer
Care Center. Page 21 Read these safety instructions thoroughly before using your machine.Never
attempt to disassemble the machine opening and removing its interior covers will expose you to
dangerous voltages and other risks. Adjust only those controls that are covered by the instructions in
this guide. Page 24 110 Introduction Chapter 1 Page 25 Setting Up This chapter explains all the
necessary steps to get your machine ready for use. You will find instructions for unpacking,
assembling, and connecting your machine, and learn how to install the cartridge and load paper.
Choosing a Location for the FAXPHONE.22 Dimensions.22 Unpacking the FAXPHONE. Page 26
Choosing a Location for the FAXPHONE Before unpacking your machine, be sure to choose a
suitable location for it 1 p. 18. Dimensions Make sure the location you choose provides enough space
around the machine for adequate ventilation, and to allow paper to flow freely into and out of the
machine. Leave approximately 4 inches 10 cm space around all sides of the machine. The
illustrations below show the dimensions of the machine. When lifting the machine out of the box or
when moving it, lift it from the recessed areas on the sides of the machine. Make sure you hold the
machine firmly and level. Setting Up n Do You Have Everything. Carefully remove all items from the
box. You should have someone help you hold the box while you lift out the machine and its protective
packaging. Page 28 HANDSET RINGER VOLUME SWITCH Use a pen or other pointed object to
select the ring volume of the handset HI, LO, or OFF.

HANDSET CRADLE SCREWS WITH PLUGS 2 SPEAKER VOLUME SWITCH Use a pen or other
pointed object to select the speaker volume of the handset HI, LO, or OFF. If any items are damaged
or missing, notify the Canon Customer Care Center immediately. Page 29 Removing Shipping
Materials Setting Up Follow this procedure to remove the shipping materials. Keep them in case you



need to transport the machine in the future. 1 Remove all shipping tapes from the machine.Then
remove the protective sheet from the ADF. Close the operation panel by pressing it down from the
center until it locks into place. Page 30 Assembling the FAXPHONE Follow this procedure to
assemble your machine 1 4 26 Attach the paper loading warning label to the left of the multipurpose
tray. Insert the ends of the document support into the slots on the machine. Setting Up 5 Insert the
tabs of one of the support trays into the corresponding slots above the facedown delivery slot. 2
Insert the tabs of the multipurpose tray into the slots on the machine. 3 Slide the multipurpose tray
cover over the multipurpose tray. You can now insert the plugs without the machine moving. Follow
this procedure to connect the telephone line cord and external devices Handset Connect the cord to
the h jack. Telephone line cord Connect the supplied cord to the L jack. Page 33 Connecting the
Power Cord Before connecting the power cord, see Power Supply, p. 19. Setting Up Follow this
procedure to connect the power cord Connect the supplied power cord to the power cord connector.
Then connect the other end into a properly grounded 120 V AC threeprong outlet. This plug will only
fit into a groundingtype outlet. This is a safety feature. To ensure proper operation of the printer
driver, connect the USB cable to the machine and PC during software installation 1 Printer Driver
Users Guide. Page 38 Follow this procedure to install the cartridge in the machine 1 Make sure the
machine is plugged in. 2 Lift the latch and open the front cover.

Page 39 5 Place and support the cartridge on a flat, clean surface, then gently pull on the plastic tab
to remove the plastic seal. Page 40 Loading Paper This section explains how to load plain paper in
the multipurpose tray. For complete details on paper and other print media for use with your
machine, see Chapter 5. Before loading paper, be sure to read the following c The laser printing
process uses high temperatures to fuse toner to the paper. For example, do not use vellum paper in
a laser printer. Page 43 Chapter 3 Registering Information Registering Information This chapter
explains how to enter information in your machine. You will also find instructions for registering the
sender information that you are required to enter. Guidelines for Entering Numbers, Letters, and
Symbols.32 Correcting a Mistake.34 Registering Required Sender Information. Page 46 Correcting a
Mistake You can delete an entire entry by pressing Clear. Page 49 7 Press Set twice. 8 Use the
numeric buttons to enter your name or company name max. 24 characters, including spaces. Page
50 Setting the Telephone Line Type Before using your machine, make sure it is set for the telephone
line type of your telephone system. If you are unsure of your telephone line type, check with your
local telephone company. If you need to change this setting for pulse dialing ROTARY PULSE
setting, follow this procedure 1 Open the onetouch speed dialing panel. 2 Press Data Registration. 3
Press Set twice. Page 51 Setting the Daylight Saving Time This machine supports the daylight saving
time system that shifts the clock time ahead or back according to the change in seasons. You can
select whether the time information in your machine changes to match the daylight saving time
system and set the day and time when the daylight saving time starts and ends. 1 Open the onetouch
speed dialing panel. 3 Press Set. 4 Use or to select SYSTEM SETTINGS. 5 Press Set. 6 Use or to
select DAYLGHT SAV TIME.

APRIL WEEK n If you want to change your selection after pressing Set, press.Page 54 312
Registering Information Chapter 3 Page 55 Chapter 4 Document Handling This chapter describes
the documents you can load in your machine for sending and copying. Document Handling
Document Requirements.42 Scanned Area of a Document.42 Loading Documents.43 Adding Pages to
the Document in the ADF. Page 58 Adding Pages to the Document in the ADF If you need to add
pages to your document in the ADF, wait until the last page starts feeding, then load up to 30
additional pages 10 legal size. Print Media Handling Print Media Requirements.52 Printable
Areas.53 Selecting and Loading Print Media.54 Paper. Page 60 Print Media Requirements You can
load the following print media in the multipurpose tray Print Media Size W. Also, press firmly on the
area that corresponds to the edges of the back flap. For details, see p. 57. The machine is now ready
to print. Transparencies 3 Selecting Transparencies Use only special laser printer transparencies.



First, the paper travels to the cartridge where a laser beam “draws” the print image on the drum,
which in turn applies toner to the paper. The paper travels to the fixing assembly where the toner is
“fixed” fused to the paper. Page 67 Changing the Paper Size Setting The multipurpose tray is
factoryset for loading lettersize paper. If you want to load a different paper size 1 p. 52, follow this
procedure to change the paper size setting 1 Open the onetouch speed dialing panel. 2 Press Data
Registration. DATA REGSTRATION 3 Press Set. USER SETTINGS 4 Use.PAPER SIZE 7 Press Set.
Page 69 Adjusting the Toner Saver Setting By enabling the toner saver setting, you can reduce toner
consumption of the cartridge by approximately 30% to 40%. This will extend the cartridge life.For
highest print quality, disable this setting. Follow this procedure to enable or disable the toner saver
setting 1 Open the onetouch speed dialing panel. 2 Press Data Registration.

3 Press Set. 4 Use or to select PRINTER SETTINGS. 5 Press Set. Page 70 512 Print Media Handling
Chapter 5 Page 71 Chapter 6 Speed Dialing This chapter describes how to register and use speed
dialing. Speed Dialing What is Speed Dialing.62 Speed Dialing Methods.62 Registering OneTouch
Speed Dialing.63 Registering Coded Speed Dialing. Page 72 What is Speed Dialing. Page 75 11 This
completes the basic onetouch speed dialing settings. Contact the other party to check their settings.
Page 79 8 Press Set twice. Alternatively, press Clear to delete the entire number. Page 80 13 This
completes the basic coded speed dialing settings. To continue registering other coded speed dialing
codes, press Data Registration and repeat the procedure from step 7. orTo end registering coded
speed dialing codes, press Stop to return to standby mode. orTo register the transmission type for
the current code you are registering, continue with the steps below. Page 82 22 Press Set. Page 83
Registering Group Dialing If you frequently send documents to the same group of fax numbers, you
can “group” these numbers under a onetouch speed dialing button or coded speed dialing code. You
can then send to all the fax numbers in the group in one quick and simple operation. Page 84 To
register a group under a coded speed dialing code Press Coded Dial, then use the numeric buttons
to enter the coded speed dialing code 00 to 99 under which you want to register the group. If you
wish to register a group under a button or code already registered for speed dialing, you must delete
the previous information first 1 pp. 63, 68. n 8 Press Set twice. You may want to keep these lists
near your machine to refer to them when dialing. Follow this procedure to print speed dialing lists 1
Open the onetouch speed dialing panel. 2 Press Report. 3 Use or to select SPEED DIAL LIST. 4 Press
Set. ACTIVITY REPORT SPEED DIAL LIST 1TOUCH LIST 5 Use.FRANCE UK Canon CANADA Canon
U.S.A.


