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Thank you for purchasing the OIS PLUS (Operator Interface Stations) product from Toshiba
International Corp. OIS PLUS Series products are versatile industrial displays which are
configured with Microsoft Windows® based software.

Manual’s Purpose and Scope

This manual provides information on how to safely install, operate, and maintain your
TIC OIS PLUS. This manual includes a section of general safety instructions that
describes the warning labels and symbols that are used throughout the manual. Read
the manual completely before installing, operating, or performing maintenance on this
equipment.

This manual and the accompanying drawings should be considered a permanent part of
the equipment and should be readily available for reference and review. Dimensions
shown in the manual are in metric and/or the English equivalent.

Toshiba International Corporation reserves the right, without prior notice, to update
information, make product changes, or to discontinue any product or service identified
in this publication.

TOSHIBA is a registered trademark of the Toshiba Corporation. All other product or
trade references appearing in this manual are registered trademarks of their respective
owners.

ToshibalInternational Corporation (TIC) shall not be liable for technical or
editorial omissions or mistakes in this manual, nor shall it be liable for incidental
or consequential damages resulting from the use of information contained in this
manual.

This manual is copyrighted. No part of this manual may be photocopied or reproduced
in any form without the prior written consent of Toshiba International Corporation.

Toshiba International Corporation.

All rights reserved.
Printed in the U.S.A.
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Important Notice

The instructions contained in this manual are not intended to cover all details or
variations in equipment types, nor may it provide for every possible contingency
concerning the installation, operation, or maintenance of this equipment. Should
additional information be required contact your Toshiba representative.

The contents of this manual shall not become a part of or modify any prior or existing
agreement, commitment, or relationship. The sales contract contains the entire
obligation of Toshiba International Corporation. The warranty contained in the contract
between the parties is the sole warranty of Toshiba International Corporation and any
statements contained herein do not create new warranties or modify the existing
warranty.

Any electrical or mechanical modifications to this equipment without prior written
consent of Toshiba International Corporation will void all warranties and may void the
3" party (CE, UL, CSA, etc) safety certifications. Unauthorized modifications may also
result in a safety hazard or equipment damage.

Contacting Toshiba’s Customer
Support Center

Toshiba’s Customer Support Center may be contacted to obtain help in resolving any
system problems that you may experience or to provide application information.
The center is open from 8 a.m. to 5 p.m. (CST), Monday through Friday. The Support
Center’s toll free number is US 800-231-1412  Fax 713-466-8773 -- Canada 800-527-
1204 -- Mexico 01-800-527-1204.
You may also contact Toshiba by writing to:

Toshiba International Corporation

13131 West Little York Road

Houston, Texas 77041-9990

Attn: PLC Marketing

Or emall
plc@tic.toshiba.com.

For further information on Toshiba’s products and services, please visit our website
at www.toshiba.com/ind/.
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Manual Revisions

Please have the following information available when contacting Toshiba International Corp. about
this manual.

Name: OIS PLUS User’'s Manual: Hardware & Specifications
Document: UM-OISPLUS-E001

Revision:
Rev No. Date Description
0 2012/02/14 Initial Issue (for OIS PLUS)

Related Manuals

UM-OISPLUS-E002: Display Programming

UM-OISPLUS-E003: Networking

UM-OISPLUS-E004: Universal Serial (ASCII) Driver

UM-V200-E001: Setup and Operation (for ladder logic programming)
UM-V200-E002: Ladder Logic (how to use the ladder instructions)
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0.1 Warning Labels Within Manual

DO NOT attempt to install, operate, maintain, or dispose of this equipment until you have
read and understood all of the product warnings and user directions that are contained in
this instruction manual.

Listed below are the signal words that are used throughout this manual followed by their
descriptions and associated symbols. When the words DANGER, WARNING, and
CAUTION are used in the manual, they will be followed by important safety information
that must be carefully adhered to.

DANGER — The danger symbol is an exclamation mark enclosed in a triangle that
precedes the word DANGER. The danger symbolis used to indicate an imminently
hazardous situation that will result in serious injury, possible severe property and
equipment damage, or death if the instructions are not followed.

é\ DANGER

WARNING — The warning symbol is an exclamation mark enclosed in a triangle that
precedes the word WARNING. The warning symbol is used to indicate a potentially
hazardous situation that can result in serious injury, or possibly severe property and
equipment damage, or death, if the instructions are not followed.

WARNING

CAUTION — The caution symbol is an exclamation mark enclosed in a triangle that
precedes the word CAUTION. The caution symbolis used to indicate situations that can
result in minor or moderate operator injury, or equipment damage if the instructions are not
followed.

/t\ CAUTION
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To identify special hazards, other symbols may appear in conjunction with the DANGER,
WARNING, and CAUTION symbols. These warnings describe areas that require special
care and/or strict adherence to the procedures to prevent serious injury and possible
death.

Electrical Hazard — The electrical hazard symbol is a lightning bolt enclosed in a triangle.
The electrical hazard symbol is used to indicate high voltage locations and conditions that
may cause serious injury or death if the proper precautions are not observed.

Electrical
Hazard

Explosion Hazard — The explosion hazard symbol is an explosion image enclosed in a
triangle. The explosion hazard symbol is used to indicate locations and conditions where

molten exploding parts may cause serious injury or death if the proper precautions are not
observed.

Explosion
Hazard
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0.2 Equipment Warning Labels.

DO NOT attempt to install, operate, maintain, or dispose of this equipment until you have
read and understood all of the product warnings and user directions that are contained in
this instruction manual.

Shown below are examples of warning labels that may be found attached to the
equipment. DO NOT remove or cover any of the labels. If the labels are damaged or if
additional labels are required, contact your Toshiba representative for additional labels.

The following are examples of the warning labels that may be found on the equipment and
are there to provide useful information or to indicate an imminently hazardous situation
that may result in serious injury, severe property and equipment damage, or death if the
instructions are not followed.

Examples of labels that may be found on the equipment.
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0.3 Preparation

Qualified Person

A Qualified Person is one that has the skills and knowledge relating to the construction,
installation, operation, and maintenance of the electrical equipment and has received
safety training on the hazards involved (Refer to the latest edition of NFPA 70E for
additional safety requirements).

Qualified Personnel shall:
¢ Have carefully read the entire operation manual.

¢ Be trained and authorized to safely energize, de-energize, ground, lockout and tag
circuits and equipment, and clear faults in accordance with established safety practices.

¢ Be trained in the proper care and use of protective equipment such as safety shoes,
rubber gloves, hard hats, safety glasses, face shields, flash clothing, etc., in accordance
with established safety practices.

¢ Be trained in rendering first aid.

For further information on workplace safety visit www.osha.gov.

Equipment Inspection

¢ Upon receipt of the equipment inspect the packaging and equipment for shipping
damage.

e Carefully unpack the equipment and check for parts that were damaged from shipping,
missing parts, or concealed damage. If any discrepancies are discovered, it should be
noted with the carrier prior to accepting the shipment, if possible. File a claim with the
carrier if necessary and immediately notify your Toshiba representative.

e DO NOT install or energize equipment that has been damaged. Damaged equipment
may fail during operation resulting in further equipment damage or personal injury.

e Check to see that the model number specified on the nameplate conforms to the order
specifications.

e Modification of this equipment is dangerous and must not be performed except by
factory trained representatives. When modifications are required contact your Toshiba
representative.

¢ Inspections may be required before and after moving installed equipment.
e Keep the equipment in an upright position as indicated on the shipping carton.
e Contact your Toshiba representative for assistance if required.
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Handling and Storage

Use proper lifting techniques when moving the OIS; including properly sizing up the
load, and getting assistance if required.

Store in a well-ventilated covered location and preferably in the original carton if the
equipment will not be used upon receipt.

Store in a cool, clean, and dry location. Avoid storage locations with extreme
temperatures, rapid temperature changes, high humidity, moisture, dust, corrosive
gases, or metal particles.

Do not store the unit in places that are exposed to outside weather conditions (i.e., wind,
rain, snow, etc.).

Store in an upright position as indicated on the shipping carton.
Include any other product-specific requirements.

Disposal

Never dispose of electrical components via incineration. Contact your state environmental
agency for details on disposal of electrical components and packaging in your area.

0.4 Installation Precautions

Location and Ambient Requirements

Adequate personnel working space and adequate illumination must be provided for
adjustment, inspection, and maintenance of the equipment (refer to NEC Article 110-
34).

Avoid installation in areas where vibration, heat, humidity, dust, fibers, steel particles,
explosive/corrosive mists or gases, or sources of electrical noise are present.

The installation location shall not be exposed to direct sunlight.

Allow proper clearance spaces for installation. Do not obstruct the ventilation openings.
Refer to the recommended minimum installation dimensions as shown on the enclosure
outline drawings.

The ambient operating temperature shall be between 0° and 50° C (32° and 122° F).

Mounting Requirements

e Only Qualified Personnel should install this equipment.

e Install the unit in a secure upright position in a well-ventilated area.

¢ A noncombustible insulating floor or mat should be provided in the area immediately

surrounding the electrical system at the place where maintenance operations are to be
performed.

e As a minimum, the installation of the equipment should conform to the NEC Article 110

Requirements For Electrical Installations, OSHA, as well as any other applicable
national, regional, or industry codes and standards.

e Installation practices should conform to the latest revision of NFPA 70E Electrical Safety

Requirements for Employee Workplaces.
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Conductor Routing and Grounding
¢ Use separate metal conduits for routing the input power, and control circuits.

e A separate ground cable should be run inside the conduit with the input power, and
control circuits.

e DO NOT connect control terminal strip return marked CC to earth ground.

e Always ground the unit to prevent electrical shock and to help reduce electrical noise.

The Metal Of Conduitls Not An Acceptable
Ground.
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0.5 Connection, Protection & Setup

Personnel Protection

Installation, operation, and maintenance shall be performed by Qualified
Personnel Only.

A thorough understanding of the OIS will be required before the installation, operation,
or maintenance of the OIS.

Rotating machinery and live conductors can be hazardous and shall not come into
contact with humans. Personnel should be protected from all rotating machinery and
electrical hazards at all times. Depending on its program, the OIS can initiate the start
and stop of rotating machinery.

Insulators, machine guards, and electrical safeguards may fail or be defeated by the
purposeful or inadvertent actions of workers. Insulators, machine guards, and electrical
safeguards are to be inspected (and tested where possible) at installation and
periodically after installation for potential hazardous conditions.

Do not allow personnel near rotating machinery. Warning signs to this effect shall be
posted at or near the machinery.

Do not allow personnel near electrical conductors. Human contact with electrical
conductors can be fatal. Warning signs to this effect shall be posted at or near the
hazard.

Personal protection equipment shall be provided and used to protect employees from
any hazards inherent to system operation or maintenance.

System Setup Requirements

When using the OIS as an integral part of a larger system, it is the responsibility of the
OIS installer or maintenance personnel to ensure that there is a fail-safe in place (i.e.,
an arrangement designed to switch the system to a safe condition if there is a fault or

failure).

System safety features should be employed and designed into the integrated system in
a manner such that system operation, even in the event of system failure, will not cause
harm or result in personnel injury or system damage (i.e., E-Off, Auto-Restart settings,
System Interlocks, etc.).

The programming setup and system configuration of the OIS may allow it to start a
motor unexpectedly. A familiarity with Auto-restart settings is a requirement to use this
product.

Improperly designed or improperly installed system interlocks may render the motor
unable to start or stop on command.
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The failure of external or ancillary components may cause intermittent system operation,
I.e., the system may start a motor without warning or may not stop on command.

e There may be thermal or physical properties, or ancillary devices integrated into the
overall system that may allow the OIS to start a motor without warning. Signs at the
equipment installation must be posted to this effect.

e The operating controls and system status indicators should be clearly readable and
positioned where the operator can see them without obstruction.

¢ Additional warnings and notifications shall be posted at the equipment installation
location as deemed required by Qualified Personnel.
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0.6 System Integration Precautions

The following precautions are provided as general guidelines for using an OIS in an
industrial or process control system.

e The Toshiba PLC is a general-purpose product. It is a system component and is used
in conjunction with other items of industrial equipment such as PLCs, Loop Controllers,
Adjustable Speed Drives, etc.

¢ A detailed system analysis and job safety analysis should be performed by the
systems designer or systems integrator before including the OIS in any new or
existing system. Contact Toshiba for options availability and for application-specific
system integration information if required.

e The PLC may be used to control an adjustable speed drive connected to high voltage
sources and rotating machinery that is inherently dangerous if not operated safely.
Interlock all energy sources, hazardous locations, and guards in order to restrict the
exposure of personnel to hazards. The adjustable speed drive may start the motor
without warning. Signs at the equipment installation must be posted to this effect. A
familiarity with Auto-restart settings is a requirement when controlling adjustable speed
drives. Failure of external or ancillary components may cause intermittent system
operation, i.e., the system may start the motor without warning or may not stop on
command. Improperly designed or improperly installed system interlocks and
permissives may render amotor unable to start or stop on command

e Control through serial communications can fail or can also override local controls, which
can create an unsafe condition. System safety features should be employed and
designed into the integrated system in a manner such that system operation, even in the
event of system failure, will not cause harm or result in personnel injury or system
damage. Use of the built-in system protective features and interlocks of the equipment
being controlled is highly recommended (i.e., emergency-off, overload protection, etc.)

e Never use the PLC unitsto performemergency stops. Separate switches outside
the OIS, the PLC, and the ASD should be used for emergency stops.

e Changes or modifications to the PLC program should not be made without the approval
of the system designer or systems integrator. Minor changes or modifications could
cause the defeat of safety interlocks and permissives. Any changes or modifications
should be noted and included with the system documentation.
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0.7 3% Party Safety Certifications.

CE Marking

The V200 Series Programmable Controllers conform to the directive and standards of ISO/IEC Guide

22 and EN 45014.

Conforms o the following Product Specifical

EMI(Electro Magnetic Interference)
Conducted*/Radiated

EMS(Electro Magnetic Susceptibility)
ESD
RF EM fheld

Fast Transient

Surge Immunity
Conducted Disturbances
Magneti id Immunity **

voilage dips & Interruptions®

Electrical Safety

e

ENG1131-2. 2007/ENSS011

ENG1131-2-2007/ENG1000-4-2

EN61131-2:2007/EN61000-4-3

EN61131-2:2007/EN61000-4-4

ENB1131-2:2007/ENG1000-4-5
£

O7/ENG1000-4-8
2007/ENG1000-4-11

ENG1131-2
ENG1131-

-
ENB1131-2:2007/ENG1000-4-6

ENG1131-2: 2007

UL Certification

The UL Mark on a product means that UL has tested and evaluated representative samples of that
product and determined that they meet UL requirements. The basic standards used to investigate
this category are UL 508, the Standard of Safety for Industrial Control Equipment and UL Standard

for Safe _
&NRAGY7 for use in hazardous locations

for Programmable Controllers. V200 Programmable Logic Controllers are certified NRAG

_@_ﬂ_HJ.LH_E_G_E_ETIFIEITIﬂHS DIRECTORY

Home Quick Guide ContactlUs UL.com

Search results

You may choose to Refine Your Search,
Company Name  Category Name
TOSHIBA CORP

TOSHIBA CORP

Programmable Controllars for Use in Hazardous Locations

Programmable Controllers for Wse in Hazardous Locations Certified for Canada NRAGF E184034

Link to File

NEAG EIR40234

RoHS Product Certification

The OIS PLUSs meet the European Directive on the Restriction of Hazardous Substances (RoHS) in
electrical and electronic equipment companies This insures the chemical compliance of the V200.
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1.1 Purpose of this Manual

Thank you for purchasing Flexi Panel Series Products. OIS PLUS Series Products are versatile operator
interfaces with Microsoft® Windows based configuration Software.

This Manual explains the operation of the OIS PLUS Series and how to implement available features using the
OIL-DS Configuration Software. This manual will help you to install, configure and operate your OIS PLUS
product.

1.1.1 OIS PLUS Basics

Operator Interface Terminals (OIS PLUSSs) provide much more versatility than traditional mechanical control
panels. An OIS PLUS allows a plant floor operator to monitor current conditions of a control system and, if
necessary, to initiate a change in the operation of the system. OIS PLUSs connect to programmable logic

controllers (PLCs) typically through the serial communications port. The OIS PLUS can be programmed to
monitor and/or change current values stored in the data memory of the PLC.

OIS PLUSs are having graphics based displays with touch screen and keypad having function keys. Thus OIS
PLUS provides much more flexibility in preparing application. Keys can be created in a touch screen OIS
PLUS that can be made \visible only when needed.

What is a Project?

A project is an user created application in OIL-DS Configuration Software. A project contains information such
as OIS PLUS model, Network Configuration, Screen information, Task information etc.

What is a Screen?

Ascreen is a visual representation of objects placed on the unit screen. Any patrtially sized window is usually
referred to asa popup screen or window. The user can create his customized screen according to his
requirements. Popup windows can also appear on the OIS PLUS display by pressing buttons on the touch
screen, The maximum number of screens in an application is only limited by the application memory size. A
more in depth discussion on screens is covered in “Screens” section.

What is an Object?

An object placed on OIS PLUS screen can perform actions such as displaying text messages, writing a value to
a

PLC register, or displaying an alarm. An object can be classified as a text or graphical object.

A text object is used to display the text on the OIS PLUS and can also be used to perform some action. For
example, a data entry object tells the OIS PLUS to continuously monitor a PLC register and allows the user to
change the value in the register. Some objects can display graphics whose shape depends on the value of a
register. These objects may also change the value of a PLC tag. An example is a Bit Button Object that
creates a graphic object on the OIS PLUS. When pressed, it activates a bit in the PLC.

1.1.2 Hardware Requirements

The following basic PC hardware configuration is needed to configure and operate your OIL-DS Configuration
Software. Minimal PC configuration for Windows2000 / XP/:

DEVICE RECOMMENDED
Processor 800MHz Pentium processor OR equivalent processor
Operating System Microsoft Windows 2000 with SP4
Microsoft Windows XP Professional / Home Edition with SP2
RAM 256MB
Hard Disk Space 800MB (including 200MB for the .NET Framework Redistributable)
Display 1024 x 768 High Color 16-bit
Mouse/Keyboard Required
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Minimal PC configuration for Vista/Win7:

DEVICE

RECOMMENDED

Processor

1GHz Pentium processor or equivalent processor

Operating System

Microsoft Windows Vista Home and Vista Business edition

RAM

1GB

Hard Disk Space

800MB (including 200MB for the .NET Framework Redistributable)

Display

1024 x 768 High Color 16-bit

Mouse/Keyboard

Required

These are the minimum system requirements for a computer running the OIL-DS Configuration software.
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1.2.1 OIS PLUS Series Overview

OIS PLUS product line provides Human-Machine Interface tothe Programmable Logic Controller. These OIS
PLUSs communicate with PLCs using their serial communications ports.

Configuration of OIS PLUS unit:
Each OIS PLUS unit has to be configured using the OIL-DS Configuration Software before connecting it to the
PLC.

ELLELL

Normal Operation:
Connect OIS PLUS unit to PLC using the correct PLC-OIS PLUS cable. The OIS PLUS can communicate
with any device without making any additional hardware settings on the unit.

PLC1 HMI PLC?2

(=2
|
(= 4
(4
(= 4
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1.2.2 How the OIS PLUS Works

The OIS PLUS follows a specific sequence for performing the tasks defined by the user in the application.
The sequence is as shown below:

Initialize Screens.

.

Initialize Hardware Peripherals

Wait to download application

v

% Restart

v

Initialize Memory

v

4 Read hardware configuration

Initialize Watchdog

14

Initialize Timer

'

Display Power up Message

:

Start PLC Communication

v

Display PLC Status

v

Power On task
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Complete IBM Communicatiorlu

:

Restart

If any groups defined for logging
then lock the data

Global Task

If New
screen?

Upload Block list

v

After Hiding task (Lastscreen

v

Before showing task

:

Display/ Print screen

;

Display Associated screen

:

Display If Popup screen

:

While showing screen task
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While showing task for
Popup screen

Check N
Press?

Y \

Serve Key task

Reestablish PLC Communication

Flush SPI FIFO
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HARDWARE

2 OIS PLUS Models
OIS PLUS Models

Comparison between OIS PLUS Models

* Installation Instructions
Panel cut-out for OIS PLUS Models
Wiring Diagrams

Communication Ports
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2.1 OIS PLUS Models

OIS PLUS series models are Human Machine Interfaces. OIS PLUS models need +24VDC power from an
external supply. OIS PLUSs are divided into 2 (two) parts as base models and clip-on I/O models.
Base Models included inthe OIS PLUS Series are as follows:

Category Model Description
0IS10 OIS10 PLUS OIS PLUS Series, 16X2 LCD (Multi color) with local
PLUS I/Os: 8, Dig. I/P, 8 Dig. O/P (OC PNP Type).

OISs12 OIS PLUS Series, 16X2 LCD (Multi color), OIS only.
0IS20 OIS20 PLUS OIS PLUS Series, 128X64 LCD (Multi color) with local
PLUS I/Os: 12 Dig. I/P, 8 Dig. O/P (Relay Type)
0IS40 0IS40 PLUS OIS PLUS Series, 3" mono LCD, tri color back light.
PLUS
0IS55 OIS55E PLUS OIS PLUS Series, 3.5”" Color TFT with Ethernet and 3
PLUS Not Stocked in Houston | Expansions

OIS55 PLUS OIS PLUS Series, 3.5” Color TFT with 3 Expansions
0OIS60 OIS60E PLUS OIS PLUS Series, 5.7” Color TFT with Ethernet and
PLUS Not Stocked in Houston 5 Expansions

OIS60 PLUS OIS PLUS Series, 5.7 Color TFT with 5 Expansions
0IS45 OIS45E PLUS OIS PLUS Series, 4.3" Color TFT with Ethernet and
PLUS 3 Expansions. Without keypad with touch screen

OIS45 PLUS OIS PLUS Series, 4.3" Color TFT with 3 Expansions, Without

Not Stocked in Houston keypad with touch screen
OIS70 OIS70E PLUS OIS PLUS Series, 7" Color TFT with Ethernet and
PLUS 5 Expansions. Without keypad with touch screen

OIS70 PLUS OIS PLUS Series, 7" Color TFT with 5 Expansions, Without

Not Stocked in Houston keypad with touch screen
OIS120A OIS120 A OIS PLUS Series, 12.1" Color TFT with Ethernet. Without

keypad with touch screen
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Clip-on I/O Models are also divided into two parts as: Digital and analog models

Digital Clip-on I/O Models:

TRPDIX1600 16 Digital Inputs (sinking or sourcing)

TRPDOX0016P 16 PNP transistor outputs (Rating: 0.5A)

TRPDOX0016N 16 NPN transistor outputs (Rating: 0.5A)

TRPROO0012R 12 relays (5A per common) outputs (Relay rating: 2Amp)

TRPDIO0808P 8 Digital inputs (PNP or NPN) and 8 PNP transistor outputs (Rating: 0.5A)

TRPDIO0808PHS 8 Digital inputs (PNP or NPN) and 8 PNP transistor outputs (Rating: 0.5A),
4 high speed inputs (single phase & Quadrature), 2 PWM (Rating: 0.3A)

TRPDIO0808N 8 Digital inputs (PNP or NPN) and 8 NPN transistor outputs (Rating: 0.5A)

TRPDIO0O808NHS 8 Digital inputs (PNP or NPN) and 8 PNP transistor outputs (Rating: 0.5A),
4 high speed inputs (single phase & Quadrature), 2 PWM (Rating: 0.3A)

Analog Clip-on /O Models:

TRPAIO0202L 2 Analog inputs [Resolution: 12 bit], (4 to 20mA, 0 to 10V, -10 to +10V, 0 to 20mA)
and 2 analog outputs [Resolution 12 bit] (4 to 20mA, Oto 10V, 0 to 20mA)

TRPAIO0400L 4 Analog inputs [Resolution: 12 bit], (4 to 20mA, 0 to 10V, -10 to +10V, 0 to 20mA)

TRPAIO0402U-16 4 Universal Analog Inputs (RTD, TC, 4-20 mA, 0-20mA,0-50mV, 0-100mV, 0-5VDC,
0-10vDC), 2 Outputs woltage/current (16 Bit)

Clip-on Comm Ports:

GSM* GSM Modem
NIO-PB-DPS* Profibus DP Slave Module
NIO-CAN* CAN Open Network Module (CAN open as well as J1939)

Note *: For more details, contact factory
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2.2 OIS PLUS Feature Matix (based on product codes)

Local I/O

Expansion

Ethernet

uUSB

OIS10 PLUS 2x16 Text 8DC in No No Delice Yes
Multi color 6 Relays 2A
backlit 2 NPN 0.5A
0OISs12 2x16 Text NA No No Devce |Yes
Multi color
backlit
OIS20 PLUS 128x64 Mono |12 DC in No No Devce |Yes
3" Multi color |6 Relays 2A
backlit 2 NPN 0.5A
4 0-10 V 10 bit
(Analog )
0OIS40 PLUS 128x64 Mono |None No No Denice Yes
3" Multi color
backlit
OIS55E PLUS 320x240 QVGA |None 3 Yes De\ice Yes
Not Stocked in Houston |3.5" Color TFT and Host
OIS55 PLUS 320x240 QVGA|None 3 No Deuvice Yes
3.5" Color TFT and Host
OIS60E PLUS 320x240 QVGA|None 5 Yes Denice Yes
Not Stocked in Houston|5.7" Color TFT and Host
OIS60 PLUS 320x240 QVGA |None 5 Yes Device Yes
5.7" Color TFT and Host
Model Display Local I/O Expansion Ethernet USB RTC
‘ ports
OIS45E PLUS 480x272 None 3 Yes Device Yes
WQVGA and Host
OIS45 PLUS 480x272 None 3 No Deiice Yes
Not Stocked in Houston | WQVGA and Host
OIS70E PLUS 800x480 None 5 Yes Device Yes
WVGA and Host
OIS70 PLUS 800x480 None 3 No Denice Yes
Not Stocked in Houston | WVGA and Host
OIS120A 800x600 None None Yes Deice Yes
SVGA and Host
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2.3 OIS PLUS Feature Matrix

Based on other specifications

Display Memory | Ladder Application |Logging | Serial
Steps memory ports
OIS10 PLUS 2x16 Text 18 keys | 512K 10K Steps | 84K N.A. |RS232/485
Multicolor backlit No
OISs12 2x16 Text 18 keys | 512K 10K Steps | 84K N.A. |RS232/485
Multicolor backlit No
OIS20 PLUS 128x64 Mono 18 keys | 512K 10K Steps | 1IMB N.A 1
3" Multi color No +1MB
backlit
OIS40 PLUS 128x64 Mono No keys| 512K 10K Steps | 1MB NA |1
3" Multi color +1MB
backlit
OIS55 PLUS 320x240 QVGA | 6 keys | 8VB 160K Steps Up-to Yes |1
3.5" Color TFT Yes 6MB
FP4057M-E 320x240 QVGA | 6 keys | 8MB 160K Steps| Up-to Yes |2
5.7"Mono STN | Yes 6MB
16 Grey scales
OIS60 PLUS 320x240 QVGA | 6 keys | 8MB 160K Steps Up-to Yes |2
5.7" Color TFT Yes 6MB

Memory | Ladder Application |Logging Serial
Steps memory ports
OIS45E PLUS 480x272 None 10MB | Yes Deivce Yes 2
WQVGA | Yes and Host
OIS70E PLUS 800x480 None 10MB Yes Deice Yes 2
WVGA Yes and Host
OIS120A 800x600 None 10MB | Yes Deice Yes 2
SVGA Yes and Host
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2.4 OIS PLUS Specifications

2.4.1 OIS10 PLUS

Power Supply

24VDC

\oltage Rating 24 VDC +/-15%
Power Rating 2 Watt
CE, UL, RoHS
IP65 Rated
Memory
Ladder Steps 10K Steps
Application Memory | 84 KB
Data Register 4096 Words
Retentive Register | 300 Words
System Register 256 Words
System Coil 100 Points
Internal Register 256 Words

Miscellaneous ‘

External Dimension

109H X 71W X35D mm

Panel Cutout

99.00 mm x 63.00 mm

Weight 220 gm.
Ambient Operating | 0°C to 50 °C
Temperature

Mounting Method

Panel Mounting

Humidity

10% to 90%"*RH (Noncondensing)
10% to 85%"?RH (Noncondensing)

Immunity to ESD

Level as per IEC61000-4-2

Immunity to
Transients

Level as per IEC61000-4-4

Immunityto Radiated
RF

Level as per IEC61000-4-3

Immunityto CF

Level as per IEC61000-4-6

Input Register

400 Words / 6400 pts max*

Output Register

400 Words / 6400 pts max*

Timer Register

256 Words

Counter Register

100 Words

Configuration
Register

1600 Words / 25600 pts max*

Display

Display Type

Multi-color

Display Resolution

16 X 2 Line Text

Communication

Number of Ports

2

Type

RS232/485/422 and
USB Device port

Emission

EN61000-6-4

Note: #1 at 25°C

#2 85% at 40° C and above 40° C, the equivalent
absolute humidityisless than 85% at 40° C

*. Dependsupon I/Oallocation.
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Local I/0O Specificationsfor OIS10 PLUS

8 Normal inputs
Bidirectional type.

6 Relay outputs,2 PWM / Normal outputs

Rated Input voltage NA
Rated Input Current NA
Input Impedance NA

Minimum ON voltage NA

Maximum OFF woltage NA

Turn ON time 10 msec

Turn OFF time 10 msec

Isolation Optically isolated from the internal circuit
Connection method Removable terminals (3.81mm pitch)
Rated load 2Aat24VDC

High Speed Inputs X1 and X2

No. of inputs 2 Channels

Max. Input Frequency 25KHz

Max. InputCount 4294967295
High Speed Outputs Y6 and Y7
No. of inputs 2 Channels

Max. Output Frequency | 5KHz
Max. OutputCount 4294967295

Wiring detailsare shown on the rear side of the OIS10 PLUS

YO LOAD . LCD
YL LOAD C®CONTRAST

RY
COoMo
Y2 LOAD
Y3 LOAD

RY
comML
Y4 LOAD

Y5 LOAD
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2.4.2 OIS12

Power Supply

24VDC

Miscallaneous ‘

\bltage Rating 24 VVDC +/-15% External Dimension | 109H X 71W X35D mm
Power Rating 2 Watt Panel Cutout 99.00 mm x 63.00 mm
Weight 172 gm.
CE, UL, RoHS
Ambient Operating | 0°C to 50°C
IP65 Rated Temperature
Mounting Method Panel Mounting
Memory
Humidity 10% to 90%**RH (Noncondensing)
Ladder Steps 10K Steps 10% to 85%"?RH (Noncondensing)
Application Memory | 84 KB Immunity to ESD Level as per IEC61000-4-2
Data Register 4096 Words Immunity to Level as per IEC61000-4-4
Retentive Register | 300 Words Transients
System Register 256 Words Immunityto Radiated Level as per IEC61000-4-3
System Coil 100 Points RF
Internal Register 256 Words Immunityto CF Level as per IEC61000-4-6

Input Register

400 Words / 6400 pts max*

Output Register

400 Words / 6400 pts max*

Timer Register

256 Words

Counter Register

100 Words

Configuration
Register

1600 Words / 25600 pts max*

Display

Display Type

Multi-color

Display Resolution

16 X 2 Line Text

Communication

Number of Ports

2 with no local IOs

Type

RS232/485/422 and
USB Device port

Emission

EN61000-6-4

Note: #1 at 25°C

#2 85% at 40° C and above 40° C, the equivalent
absolute humidityisless than 85% at 40° C

*. Dependsupon I/Oallocation.
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2.4.3 OIS40 PLUS

Power Supply 24 \DC

\oltage Rating

24 VDC +/-15%

Miscallaneous ‘

External Dimension

109H X 71W X35D mm

Power Rat|ng 5 Watt Panel Cutout 99.00 mm x 63.00 mm
Weight 156 gm.
Approvals CE, UL, RoHS
Ambient Operating | 0°C to 50°C
IP65 Rated Temperature
Mounting Method Panel Mounting
Memory
Humidity 10% to 90%"*RH (Noncondensing)
Ladder Steps SK Steps 10% to 85%"RH (Noncondensing)
Application Memory | 1MB Immunity to ESD Level as per IEC61000-4-2
Data Register 4096 Words Immunity to Level as per [IEC61000-4-4
Retentive Register | 300 Words Transients
System Register 256 Words Immunityto Radiated| Level as per IEC61000-4-3
System Coil 100 Points RF
Internal Register 556 Words Immunityto CF Level as per IEC61000-4-6
Emission EN61000-6-4

Input Register

400 Words / 6400 pts max*

Output Register

400 Words / 6400 pts max*

Timer Register

256 Words

Counter Register

100 Words

Configuration
Register

Display
Display Type

1600 Words / 25600 pts max*

Multi-color

Display Resolution
(HxV) Landscape
Model:

128 X 64 Pixels

(HxV) Potrait Model
Communication
Number of Ports

64 X 128 Pixels

2

Type

*COML1: RS232
*COM2: RS485/422 and
USB Device port

Note: #1 at25°C

#2 85% at 40° C and above 40° C, the equivalent
absolute humidity is less than 85% at 40° C

*: Dependsupon I/Oallocation.

Note:

*COM1 /COM2: This unit has one DB9 COM
port that can be used as COM1 (RS232) and
/ or COM2 (RS485/RS422).

Special “Y” cable can be provided, if both the
ports are to be used simultaneously.

User need to place a separate order to
purchase “Y” cable.
Refer Appendix section 15.2
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2.4.4 0OIS20 PLUS

16 x 2 Text
Display: 18 Keys

E'r:]

0
I3 [

Power Supply 24 \/DC

\bltage Rating

24 \DC +/-15%

Power Rating 3 Watt
CE, UL, RoHS
IP65 Rated
Memory
Ladder Steps 10K Steps
Application Memory | 1 MB
Data Register 4096 Words
Retentive Register | 300 Words
System Register 256 Words
System Coil 100 points
Internal Register 256 Words

Input Register

400 Words / 6400 pts max*

Output Register

400 Words / 6400 pts max*

Timer Register

256 Words

Counter Register

100 Words

Configuration
Register

Display
Display Type

1600 Words / 25600 pts max*

Multi-color Mono

Display Resolution
Communication

Number of Ports

128 X 64 Pixels

2 with local 10s

Type

RS232/485/422 and
USB Device port

Expansion Ports

NA

Miscallaneous

External Dimension

128H X 102W X 45D mm

Panel Cutout

119.00 mm x 93.00 mm

Weight 320 gm.

Ambient Operating |0 °C to 50 °C

Temperature

Mounting Method Panel Mounting

Humidity 10% to 90%**RH (Noncondensing)

10% to 85%"?RH (Noncondensing)

Immunity to ESD

Level as per IEC61000-4-2

Immunity to
Transients

Level as per IEC61000-4-4

Immunityto Radiated
RF

Level as per IEC61000-4-3

Immunityto CF

Level as per IEC61000-4-6

Emission

EN61000-6-4

Note: #1 at 25°C

#2 85% at 40° C and above 40° C, the equivalent
absolute humidity is less than 85% at 40° C

*. Dependsupon I/Oallocation.
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Local I/O Specifications of OIS20 PLUS

12 Normal inputs
Bidirectional type.

6 Relay outputs,2 PWM / Normal outputs

Rated Input voltage NA
Rated Input Current NA
Input Impedance NA

Minimum ON wvoltage NA

Maximum OFF voltage NA

Turn ON time 10 msec

Turn OFF time 10 msec

Isolation Optically isolated from the internal circuit
Connection method Removable terminals (3.81mm pitch)
Rated load 2Aat 24VDC

High Speed Inputs X1 and X2

No. of inputs 2 Channels

Max. Input Frequency 25KHz

Max. InputCount 4294967295

High Speed Outputs Y6 and Y7

No. of inputs 2 Channels

Max. Output Frequency | 5KHz
Max. Output Count 4294967295

Wiring details are shown on the rare side of the unit OIS20 PLUS

ESiEREREERERLEEEELNINEL— @
—— - e
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245 0OIS22 PLUS

Power Supply 24 VDC

\bltage Rating

24 VDC +/-15%

Power Rating

3 Watt

CE, UL, RoHS

IP65 Rated
Ladder Steps 10K Steps
Application Memory | 1MB
Data Register 4096 Words
Retentive Register | 300 Words
System Register 256 Words
System Coil 100 points
Internal Register 256 Words

Input Register

400 Words / 6400 pts max*

Output Register

400 Words / 6400 pts max*

Timer Register

256 Words

Counter Register

100 Words

Configuration
Register

Display

Display Type

1600 Words / 25600 pts max*

Multi-color

Display Resolution
Communication

Number of Ports

128 X 64 Pixels

2

Type

RS232/485/422 and
USB Device port

Expansion Ports

3

Miscallaneous

External Dimension

128H X 102W X45D mm

Panel Cutout

119.00 mm x 93.00 mm

Weight

265 gm.

Ambient Operating
Temperature

0°Cto 50°C

Mounting Method

Panel Mounting

Humidity

10% to 90%**RH (Noncondensing)
10% to 85%"?RH (Noncondensing)

Immunity to ESD

Level as per IEC61000-4-2

Immunity to
Transients

Level as per IEC61000-4-4

Immunityto Radiated
RF

Level as per IEC61000-4-3

Immunityto CF

Level as per IEC61000-4-6

Emission

EN61000-6-4

Note: #1 at 25°C

#2 85% at 40° C and above 40° C, the equivalent
absolute humidity is less than 85% at 40°C

*. Dependsupon I/Oallocation.
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2.4.6 OIS55PLUS

m
@
@)
@

Power Supply

24 VDC

Miscallaneous ‘

\Voltage Rating 24 VDC +/-15% External Dimension [ 128 H X 102W X45D mm
Power Rat|ng 4 \Watt Panel Cutout 119.00 mm x 93.00 mm
CE UL RoFS Weight 285 gm.
Ambient Operating | 0°C to 50°C
IP65 Rated Temperature
Mounting Method Panel Mounting
Memory
Humidity 10% to 90%"*RH (Noncondensing)
Total Memory 8MB 10% to 85%"RH (Noncondensing)
Application Memory | 6 MB Max. Immunity to ESD Level as per IEC61000-4-2
Ladder Steps 160K Steps (1 MB Max.) Immunity to Level as per [EC61000-4-4
Data Register 4096 Words Transients
Retentive Register | 1400 Words Immunityto Radiated| Level as per IEC61000-4-3
System Register 256 Words RF
System Coil 100 points Immun!tyto Surge Level as per IEC61000-4-5
Intemal Register 556 Words Immunityto CRF Level as per IEC61000-4-6

Emission

Input Register

400 Words (max.)

EN55011

Vibration Tests

Output Register

400 Words (max.)

Timer Register

256 Words

Counter Register

256 Words

Frequency 10Hz to 150hz
Displacement +/- 0.35mm
Acceleration: 2g

Sweeprate : 1 octave per minute
Duration : 20 Sweeps / Axis app
Axis, XY, Z

Shock Test

Configuration 1600 Words (max.)
Register

Time Coils 256 points
Counter Coils 256 points

25 g acceleration with 11 ms
3 Shocks each AXIS (a total of
18 Shocks)

Display

DisplaySize & Type

3.5" TFT Color Display

Display Resolution

320 X 240 Pixels

Page 31



2.4.7 OIS45E PLUS

Select Language

Toshiba Interna

24\0C

\bltage Rating

24 VDC +/-15%

Power Rating

6 Waltt

Total Memory

CE, UL, RoHS

IP66 Rated

Miscallaneous

External Dimension

128H X 102W X 45D mm

Panel Cutout

119.00 mm x 93.00 mm

Weight 330 gm.
Ambient Operating |0 °C to 50 °C
Temperature

Mounting Method

Panel Mounting

128MB Max. Application

Memory Up to 10MB Max.

ladder Steps | 320KSteps 2MBMax)
Data Regqister 4096 Words

Retentive Register | 1400 Words

Humidity

10% to 90%"*RH (Noncondensing)
at 40°C

Immunity to ESD

Level as per IEC61000-4-2

Immunity to Level as per IEC61000-4-4
Transients
Immunityto Radiated| Level as per IEC61000-4-3

RF

System Reqister 256 Words
System Coil 100 points Immunityto Surge Level as per IEC61000-4-5
Internal Reqister 256 Words Immunityto CRF Level as per IEC61000-4-6

Input Reqister

400 Words (max.)

Output Register

400 Words (max.)

Timer Register

256 Words

Counter Register

256 Words

Configuration 1600 Words (max.)
Register
Time Coils 256 points

Emission

EN55011

Vibration Tests

Frequency 10Hz to 150hz
Displacement +/- 0.35mm
Acceleration: 2g

Sweeprate : 1 octave per minute
Duration: 20 Sweeps / Axis app
Axis, XY, Z

Shock Test

25 g acceleration with 11 ms
3 Shocks each AXIS (a total of
18 Shocks)

Page 32



Counter Coils 256 points

DisplaySize & Type

4.3" WQVGA TFT ColorDisplay

DisplayResolution

480 X 272 Pixels

Touch Screen
Communications

2 COMP Ports

Analog Resistive

Port1: RS232 and 1 RS485/422

2 USB Ports

1 USB Device and 1 USB Host

Ethernet Port

1 Ethernet Port

Expansion Port

3
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2.4.8 OIS60 PLUS

Power Supply 24 \VDC

Waten Wiy

el

Bischarge maler opre

Einer rp

Communication

\oltage Rating 24°DC +-15% 2 COMports o R oo?
Power Rating 10 Watt 2 USB Ports 1 USB Device and 1 USB Host
APpProva CE, UL, RoHS Expansion Port 5
Beze IP65 Rated Miscallaneous ‘
External Dimension | 195H X 142W X 50 D mm
e O
Panel Cutout 184.00 mm x 131.00 mm
Total Memory 160K Steps -
— Weight 710 gm.
Application Memory | Upto 6 MB - -
. Ambient Operating | 0°C to 50 °C
Data Register 4096 Words Temperature
Retentive Register | 1400 Words Mounting Method Panel Mounting
System Register 256 Words Humidity 10% to 90%*RH (Noncondensing)
System Coil 100 points 10% to 85%"RH (Noncondensing)
|nterna| Register 256 Words |mmunityt0 ESD LeVeI as per IEC61000-4-2
Input Register 400 Words (max.) Immunity to Level as per IEC61000-4-4
- Transients

Output Register 400 Words (max.)

- - Immunityto Radiated Level as per IEC61000-4-3
Timer Register 256 Words RE
Counter Register 256 Words Immunityto CF Level as per IEC61000-4-6
Configuration 1600 Words Emission EN61000-64
Register
Time Coils 256 points Note: #1 at25°C
< Coi 756 Do #2 85% at 40° C and above 40° C, the equivalent

ounter Coils 56 points absolute humidityis less than 85% at 40°C
Display
Display Type TFT Color Display

Display Resolution

320 X 240 Pixels

Touch Screen

4 wire Analog Resistive
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249 OIS70E PLUS

Communication

2 COM Ports

COM1: RS232/485/422
COM2: RS232/485/422

Power Supply 24 VDC
\oltage Rating 24 VDC +/-15%
Power Rating 9 Watt

CE, UL, RoHS

IP66 Rated

128MB Max.
Application Memory | Upto 10MB
Ladder Steps 320K Steps (2MB Max.)
Data Register 4096 Words
Retentive Register | 1400 Words
System Register 256 Words
System Coil 100 points
Internal Register 256 Words

Input Register

400 Words (max.)

2 USB Ports

1 USB Device and 1 USB Host

Ethernet Port

1 Ethernet Port

Expansion Port

5

Miscellaneous

External Dimension

195H X 142W X50 D mm

Panel Cutout

184.00 mm x 131.00 mm

Weight

Ambient Operating [0 °C to 50 °C

Temperature

Mounting Method Panel Mounting

Humidity 10% to 90%**RH (Noncondensing)

at 40°C

Immunity to ESD

Level as per IEC61000-4-2

Immunity to
Transients

Level as per IEC61000-4-4

Immunityto Radiated
RF

Level as per IEC61000-4-3

Immunityto CF

Level as per IEC61000-4-6

Emission

EN61000-6-4

Output Register 400 Words (max.)
Timer Register 256 Words
Counter Register 256 Words
Configuration 1600 Words
Register

Time Coils 256 points
Counter Coils 256 points

7" WVGA TFT Color Display

Display Resolution

800 X 480 Pixels

Touch Screen

Analog Resistive
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2.4.10 OIS120A

AG1

258

AG2 AGZE

AG4

TIME

288 )

Power Supply 24 VDC

Communication

\oltage Rating 24 VDC +/-15% 2 COM Ports O R oo?
Power Rating 12 Watt 2 USB Ports 1 USB Device and 1 USB Host

| CE, RoHS Ethernet Port 1 Ethernet Port

P66 Rated Expansion Port None
External Dimension [312H X 246 W X48 D mm

Total Memory 128MB Max. Panel Cutout 295.00 mm x 227.00 mm
Application Memory | Upto 10MB Weight 1680 gm.
Data Register 4096 Words Ambient Operating [0 °C to 50 °C
Retentive Register | 1400 Words Temperature
System Register 256 Words Mounting Method Panel Mounting
System Coil 100 points Humidity 10% to 85%"”RH (Noncondensing)
Internal Register 256 Words Immunity to ESD Level as per IEC61000-4-2

Input Register

400 Words (max.)

Output Register

400 Words (max.)

Immunity to
Transients

Level as per IEC61000-4-4

Immunityto Radiated,
RF

Level as per IEC61000-4-3

Timer Register 256 Words
Counter Register 256 Words
Configuration 1600 Words
Register

Time Coils 256 points
Counter Coils 256 points

Display Type

12.1" SVGA TFT Color Display

Display Resolution

800 X 600 Pixels

Touch Screen

Analog Resistive

Immunityto CF Level as per IEC61000-4-6
Emission EN61000-6-4
Note: #1:

Temp < 40°C, 85% RH Max.
Temp > 40°C, absolute humidity shall be less than 85% RH.
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2.5 OIS PLUS Clip-on /O Models

Certain displays in the OIS PLUS accept Clip-on /O modules. Specifications for these modules
follow:

2.5.1 TRPDIOO0808 (8 inputs, 8 outputs)

TRPDIO0808P = (PNP Type transistor output) TRPDIO0808N = (NPN Type transistor output)

3.9VDC, 0.3W from FP base model

CE, UL

Digital Inputs

8 Normal inputs
Bidirectional type.

Digital outputs

8 PNP type Transistor output.

8 NPN type Transistor output.

Rated Input voltage

24VDC

Rated Input Current Upto 5mA
Input Impedance 49K ohm
Minimum ON voltage 18.0 vDC
Maximum OFF voltage 5.0 VDC

Turn ON time 10 msec
Turn OFF time 10 msec

Isolation

Optically isolated from the internal circuit

Connection method

Removable terminals (3.81mm pitch)

Output Capacity 500mAmaxfor PNP and NPN type
transistor output

Rated load 500mAat 24VDC

High Speed Channels ROEYPG]

No. of inputs 2 Channels

Max. Input Frequency 25KHz

Max. InputCount 4294967295

General

Operating Temperature |0 to 55 deg.C.

Storage Temperature

-20to 85 deg.C.

Operating Humidity

10% to 90% (Non condensing)

Mechanical Dimension

79mm X30mm X 36mm (L X W X H)

Weight

70 gm.
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Wiring diagram of GDD288P*S (PNP Type transistor output):

1. Wiring diagram for testing digital inputs:

U
Swi ‘ X0 D?
SW2 - X1 -D 1
SW3 ‘ X2 -[l 2
Swa -‘ X3 El 3

SW5 -‘XA El4
SWG-‘XS El5

swr X6
lllL M6
Sws X7
-. D7
IP COM P
— | 1 —=——115,
avoe |

|
-

Closing SWx will turn
on respective inputs

2. Expansion output connections:

Y0 1
nlh——
voLlH——1
vs[(H———C11H
va[H—1
vs [ H———( 11
Y6 [ ———1TH
YT [H————{tH

\
|

L L _ﬂiﬁli

{ol F
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Wiring diagram of TDRDIO0O808N (NPN Type transistor output):

1. Wiring diagram for testing digital inputs:
- |-©
Swi X0 -D 0
| SW2 - X1 -|:| 1
1 sw3 X2

I_-'_'D 2
L WL s
| SW5 X4

— [

| I -] °

Closing SWx will turn
on respective inputs

2. Expansion output connections:

vo [H— 0
v3s [
va[ F———11
vs [ — 1
Y6 [ H———T
Y7 [ H————T

fol =
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2.5.2 TRPHIO0808 (8 inputs, 8 outputs, hig

h speed)

TRPHIO0808N = (NPN Type transistor output) TRPHIO0808N = (PNP Type transistor output)

_ 8 Inputs Bi-directional Type (Within

which 4 are high speed)

Input Design According to EN 61131-2 Type 1
Minimum ON Voltage | 15VDC

Maximum ON Voltage | 30 VDC

Maximum OFF Voltage| 5 VDC

Minimum OFF wltage | -3VDC

Nominal input wltage | 24 VDC

Nominal input current | 5SmA Typical

Isolation Optically isolated from internal circuit.
High isolation wltage(BV=3750Vr.m.s.)

Input Impedance 4.9K ohm

Turn OFF time 10msec

Turn ONtime 10msec
4

High Speed Channels | X0, X5, X2, X7

Max. input frequency 25KHz

Max. input count 4294967295

m)
Min. ON Output Voltaggd 22V D

Max. ON Voltage 24V DC

Max. OFF Voltage v

Minimum OFF Voltage | 0.2V

Nominal Output wltage | 24 V DC

Nominal Output current| 500mA Typical

per channel

Isolation Optically isolated from internal circuit.

High isolation woltage(BV=3750Vr.m.s.)

Short Circuit protection| 1. Auto Protection for 6 normal digital

output PNP / NPN type channels.

Nominal load

——Ohmie——
- Lamp 12w
- Inductive 12 VA (1.2 H, 50 W)

Switching frequency with

- Inductive nominal load| 0.5 Hz (1.2 H, 50 W), maximum

Nominal value 24V DC

i — A

Ripple +5% according toEN61131-2
Permissible range 19.2 Vto 30V

Safety equipment Surge wltage, protection against
Rewersal polarity

Connection Via power connectors
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Voltage rating

ov
24V

] ——

3.9VDC derived from

base unit

Current rating Up to 80mA
Power rating 0.3W
Input per channel 24VDC, 5mA

Output per channel

500mA, 24VDC

Operating Temperature

0to55°C Storage

-20 10 85°C.

!lperalmg !umlglly

10% 10 9U0% (Non

condensing)

Mechanical Dimension

79mm X 30mm X 36mm
(L XW X H)

Weight

70 gm.




High Speed Counter Features

Up Counter Single
Phase

Number of channels

4 (X0, X5, X2, X7)

Physical reset input X1, X6, X3, X4
Maximum input frequency (per channel)] 25KHz

Input count register (per channel) 1 (32-hit)

Preset registers (per channel) 1 (32-hit)
Configurable forced output 4 (Y1, Y6, Y7,Y0)
Sampling time 1t0 1000mS

Hold value

Same as input count register
(per channel)

Quadrature Counter Number of channels 1 (X2 and X7)
Physical reset input channels x3
Maximum input frequency (per channel)] 20KHz
Input count register (per channel) 1 (32-hit)
Preset registers (per channel) 1 (32-hit)
Configurable forced output 1(Y7)
Quadrature mode 1x, 2X, 4x
Number of channels 1(Y2)
PWM frequency (variable) 10KHz Max
Frequency step 1Hz
PWM duty cycle (variable) 0 to 100%
Duty cycle step 1%
Pulse/DIR mode Number of pulse channels 1

Output Channels used

Y2 (Pulse), Y4 (Direction)

Pulse frequency

10KHz Max (50% duty cycle)

Frequency step

1Hz

CW/CCW mode

Number of pulse channels

2

Output Channels used

Y2 (CW), Y4 (CCW)

Pulse frequency

10KHz Max (50% duty cycle)

Frequency step

1Hz

Fixed pulse mode
(Continuous)

Number of pulse channels

2

Output Channels used

"Y2 (always continuous pulse)
“Y4 (configurable normal or

cotinuous pulse)"

Pulsefrequency (variable)

10KHz Max (50% duty cycle)

Frequency step

1Hz

Fixed pulse mode
(Trapezoidal)
(Soft start)

Number of pulse channels

1

Output Channels used

Y2

Minimum frequency

1Hz to 10KHz

Maximum frequency (must be>min. freq.) 1Hz to 10KHz

Accelaration time

Oms to 32767ms

Deceleration time

Oms to 32767ms

Pulse count

-2147483648 t02147483647

Frequency step

1Hz
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Wiring diagram of TRPHIO0808N and TRPHIO0808P:

1. High Speed Counter Input Connection (Sink):

N

U
1?
Dl
2
|:|3
|:|4

0V 24VDC

3. PWM Output Connection (Sink):

O
vo[]
Y1l |:|
v2[]
Y3(]
Y4 |:|
Y5[]
Y6 D—
Y7 D—
'[H
4VD

LO
L1

It
T

2. High Speed Counter Input Connection (Source)

HS1

HS1

X5

X6

X7

24VDC 0oV
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2.5.3 TRPDIX1600 (16 channel bidirectional inputs only)

3.9VDC, 0.3W from OIS PLUS base model

Approvals CE, UL

Digital Inputs 14 Normal inputs (Bidirectional type)
2 High speed inputs

Digital outputs N.A. Rated

Input voltage 24VDC

Rated Input Current Upto 5mA

Input Impedance 4.9K ohm

Minimum ON voltage 15.0 vDC

Maximum OFF voltage 5.0 VDC

Turn ON time 10 msec

Turn OFF time 10 msec

Isolation Optically isolated from the internal circuit

Connection method

Removable terminals (3.81mm pitch)

Output Capacity N.A.

Rated load N.A.

No. of inputs 2 Channels (X0 and X5)
Max. Input Frequency 25KHz

Max. InputCount 4294967295

No. of outputs N.A.

Max. OutputFrequency | N.A

General

Operating Temperature

0to 55 deg.C.

Storage Temperature

-20 to 85 deg.C.

Operating Humidity

10% to 90% (Non condensing)

Mechanical Dimension

79mm X30mm X 36mm (L X W X H)

Weight

65 gm.
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Wiring Diagram of TRPDIX1600 (16 channel bidirectional inputs only)

1. Wiring diagram for testing digital inputs (NPN Type):

SW1 .0 0% = ==, OD X8 s
SW2 X1 [ ] [ | X9 SW10
- {1 : . : : o | : 1 [ L
X1
- DZ.Q:gXZ.. ..x1.|::>zg o g sw
@ (] Il ® |
Sw4 X3 X3 x11 X11 SW12
- El 3 1 a @ |l 1 ") 12 1 3 D -
SW5 X4 I @ |l Y | X12 SW13
L []4 : xz ol e ii : 4[] T
X 4
SW6 .S D 5 : “l o : : ° x1r: 5 D X13 J__SW14
SW7_ . X DG \_'-P_: \_‘_E GD X4 Y SW1s
SW8 g X7 1K ; D XI5 yu SW16
|| | IP COM 'D P P IPCOM | ||
+ - COM Cco
24VDC 24VDC
Closing Swx will turn on respective inputs
2. Wiring diagram for testing digital inputs (PNP Type):
UGD GDU
SW1 X0 ( X8 SW9
- 0% == ,==, o [ -
SW2 e X1 El 1 x| M|, 1| | 1 D x-S\
SW3 X2 Llal @1 bl X10 Swil
- El 2 x2| @1 1| ® |l > 2 D -
@ (] Il ® |
SW4_ g, X3 x3 X1 XU N SW12
{13 ..l e 1o [, 3 [
SW5_ g, X4 D4 : w| @ |1 : e |l 4D X12 . SWi13
e |l ° 1
X6 X 14
SW6 - X5 El 5 : . Py : : Py . : 5 D X13 - SW14
SW7_ . s DG \_‘f’_: \_‘__/ 6D X4 J__SW15
sws X7 X15 SW16
| [ 7 7] |
IP COM IPCOM |
—| P IP |—
I -DCOM CO + I -
24VDC 24VDC

Closing Swx will turn on respective inputs
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2.5.4 TRPROOO12R (12 channel relay outputs only)

Approvals

Digital Inputs

Digital outputs

3.9VDC, 0.3W from OIS PLUS base model

CE, UL

N.A

12 Relay type outputs

Rated Input voltage N.A.
Rated Input Current N.A.
Input Impedance N.A.
Minimum ON woltage N.A.
Maximum OFF voltage

Turn ON time 10 msec
Turn OFF time 5 msec

Isolation

Optically isolated from the internal circuit

Connection method

Removable terminals (3.81mm pitch)

Output Capacity

Rated load

Contact Rating

2Apercontact

High Speed Channels

Operating Temperature

N.A.

0to 55 deg.C.

Storage Temperature

-20to 85 deg.C.

Operating Humidity

10% to 90% (Non condensing)

Mechanical Dimension

79mm X30mm X 36mm (L X W X H)

Weight

90 gm.
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Wiring Diagram of
TRPROO0012R

230 VAC

230 VAC

230 VAC

230 VAC

*L1 to L12 are A.C. Load.

N
3
1
]

>
(XX XX X X XN ILX NN NN XX J |

V4
I
1
\

N o o o e e e e e o Em Em mm mm o mm =
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2.5.5 TRPDOX0016

TRPDOX0016P(PNP Type transistor output)
TRPDOX0016N (NPN Type transistor output)

3.9VDC, 0.3W from OIS PLUS base model

CE, UL

Digital Inputs

NA

Digital outputs

16 PNP type Transistor output.

16 NPN type Transistor output

-
.
3
i

i
J
i
J

Rated Input voltage 24\VDC
Rated Input Current Upto 5mA
Input Impedance 4.9K ohm
Minimum ON voltage 15.0 VDC
Maximum OFF voltage 50VDC
Turn ON time 10 msec
Turn OFF time 10 msec

Isolation

Optically isolated from the internal circuit

Connection method

Removable terminals (3.81mm pitch)

Output Capacity 500mAmaxfor PNP and NPN type
transistor output

Rated load 500mAat 24VDC

PWM Outputs YO

No. of outputs 1 Channels

Max. Output Frequency [5KHz

Max. OutputCount 4294967295

Operating Temperature |0 to 55 deg.C.

Storage Temperature

-20 to 85 deg.C.

Operating Humidity

10% to 90% (Non condensing)

Mechanical Dimension

79mm X30mm X 36mm (L X W X H)

Weight

For FPEDOO16P: 75 gm.
For OIS PLUSEDOO16N: 65 gm.
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Wiring Diagram of TRPDOX0016P:

il ol ol ]
i i

Wiring Diagram of TRPDOX0016N:
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2.5.6 TRPAIO202L (2 Al, 2 AO)

3.9VDC, 0.3W from FP base model

CE, UL

Analog Inputs 2 Inputs (4 to 20mA, 0 to 10V, -10 to +10V,
0 to 20mA)

Analog Outputs 2 Outputs (4 to 20mA, 0 to 10V, 0 to 20mA)

Analog Inputs

Number of inputs 2
Resolution 12 Bit
Voltage Mode:

Input Range: -10V to +10V

Value of LSB: |For 0-10V : 2.44mV
For +/- 10V : 4.88mV

Input Impedance|200K Ohm

Accuracy At 25°C: 0.1% of full scale.

Overall accuracy (—25°C to 55°C) %
Full Scale: 0.3% of full scale

Frequency Limit|3.5KHz
(-3db):

Behavior upon |Input goes to 0, as if no input is
sensorfailure  [connected

Current Mode

Input Range 4AmA —20mA, OmA - 20mA

Value of LSB  [3.906UA

Input Impedance[120 Ohm

Accuracy At 25°C: 0.2% of full scale

Overall accuracy (—25°C to 55°C) %
Full Scale: 0.8% of full scale

Analog Outputs

Number of outputs 2
Resolution 12 Bit
Voltage Mode:

OutputRange |0 to +10V

Valte of LSB Z.44mV/Step

Output Load 1000 Ohm

minimum

Accuracy At 25°C: 0.05% of full scale
Overall accuracy (—25°C to 55°C) %
Full Scale: £10ppm/°C

Current Mode:

OutputRange  4mA to 20mA

Value of LSB  3.9uA

Output Load 500 Ohm

maximum

Accuracy At 25°C: 0.13% of full scale
Ovwerall accuracy (—25°C to 55°C) %
Full Scale: £10ppm/°C
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Wiring Diagram of TRPRTX0202L

1. Wiring diagram for analog woltage input:

Analog
Voltage
Output
Device

O0to 10V,
+/- 10V

Tl oo TIA

1. Wiring diagram for analog voltage output:

101 VOlcom 90 voo

Analog
Voltage
Input
Device

Oto I0V

2. Wiring diagram for analog current input:

Analog
Current

o pwop OA

Device [+

4to 20mA

Tl NOD TIA

2. Wiring diagram for analog current output:

101 VOlcom 90 voo
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2.5.7 TRPAIO0400L (4 Al)

Analog Inputs

3.9VDC, 0.3W from OIS PLUS base model

CE, UL

0 to 20mA)

A Inputs (4 to 20mA, 0 to 10V, -10 to +10V,

N.A.

Number of inputs 4

Resolution 12 Bit

Voltage Mode:
Input Range: -10V _to +10V
Value of LSB: |For 0-10V : 2.44mV

For +/- 10V : 4.88mV

Input Impedance

200 K Ohm

Accuracy

At 25°C: 0.1% of full scale.

Owerall accuracy (—25°C to 55°C) %
Full Scale: 0.3% of full scale

Frequency Limit
(-3db):

3.5KHz

Behavior upon
sensorfailure

Input goes to 0, as if no input is
connected

Current Mode

Input Range 4AmA —20mA, OmA - 20mA
Value of LSB  [3.906UA

Input Impedance|120 Ohm

Accuracy At 25°C: 0.2% of full scale

Owerall accuracy (—25°C to 55°C) %
Full Scale: 0.8% of full scale

General

[Operating Temperature

| 0to 55 deg.C.

“Storage Temperature

' -20to 85 deg.C.

Operating Humidity

10% to 90% (Non
condensing)

Mechanical Dimension

79mm X 30mm X
36mm (L X W X H)

Weight

80 gm.
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Wiring Diagram of TRPAIO0400L

1. Wiring diagram for analog woltage input:

Analog
Voltage
Output
Device

0to 10V,
+/- 10V

0l woo OIA

T oo TIA

2. Wiring diagram for analog current input:

Analog |-
Current
Output
Device

PPN
UlU ZUIMA

4 to 20mA

0l woo OIA

T oo TIA
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2.5.8 TRPAIO0402U-16 (4 Al, 2 AO)

_3.?55::&:. 0.3W from auxiliary Power supply

CE, UL

1alog Inpuls 4 Universal Input Channels Violtage Input
0-10v, Cumrent input 0-20ma, 4-20ma

thpm thannels Voltage 0 - 10 W (Min

Load 1000 ohm) or
Current 4 - 20 mA (Max load 500 ohm)

Current 0 - 20 mA
Analoag Inputs
MNurnber of inpuls 4
Resolution 16 Bit

Input range:
— Voltage | 010 10VDC and 0 to SYDC
Cument 0 to 20mA and 4 1o 20ma,
Themocouple
v
2412}

K type -200 to 1373°C

0 1o 50m'v and 0 to 100mV
al (PT100) -200 10 830°C
32 (PT100): -100 to 457°C
and PT1000: -200 to 850°C

Owverall accuracy 1% of full scale (Max)
Npotimpedance . | )
and RTD input
1000hm for curent input (with fuse)
Absolute maximum +30VDC, 30mA
input
XA <iog (votage and current) non-isolatedy
Humber 9 Cperating Temperature | 0 10 55 deg.C.
Besohion 16 bit ' Storage Temperature | -20 to B5 deg.C.
Voltage 010 10VDC ' Operating Humidity 10% 1o 90% (Non
Current 0o 20mA and 4 o 20mA condensing)
Drverall accuracy 1% of Tull scale [Max) Mechanical Dimension | T8mm X 30mm X
Load KO (Min) for Voltage and _ 36mm (L X W X H)
SO00NM (Ma) fof cument Weight Approec. 00 g,

24V DG Auxilary Power L‘il][’;ﬂ\-‘

Hominal vakue 24V DG

Tolerance =15% / +20% according o EM61131-2
1 -

Pemissibie range 19.2 V10 30

Connection 3.87mm Pitch removabie terminals

Page 53



Wiring Diagram of TRPRTX0402

4to 20mA A
0to 20mA

4to 20mA
0to 20mA (M4

o o o o o o o o ]

1. Wiring diagram for analog woltage input:

2. Wiring diagram for analog current input:

IO O o
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Oto 5V

Oto 10V
Oto 5V

4to 20mA
0to 20mA

4to 20mA
0to 20mA




3. Wiring diagram for RTD input:

PT100
PT1000

PT100
PT1000

0to 100V
0to 50mV

O0to 100V
0to 50mV

R L LR R O i

)
.
.
.
)
.
.
.
—
.
-
.
.
.
.
—
.

PT100
PT1000
1

PT100
PT1000
1

0to 100V
0to 50mV
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1. Wiring diagram for voltage output:

>1000Q
Voltage
Output

2. Wiring diagram for current output

—
—
=
|
—
{1
gl 1
- -
—
—
—
- -
- -
| 1
A

oo oo (oo o

>1000Q
Voltage
Output

<500Q
Current
Output
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2.6 Installation Instructions

The OIS PLUS should be mounted on a panel. Asealing gasket and mounting clamps are provided with each
OIS PLUS unit for proper installation.

Environmental Considerations:

Make sure that the unit is installed correctly and that the operating limits are followed (see Specifications for
OIS PLUS). Do not operate the OIS PLUS in areas subject to explosion hazards due to flammable gases,

vapors or dusts. A OIS PLUS should not be installed where fast temperature variations are present. Highly
humid areas are also to be awided. High humidity causes condensation of water in the unit.

Location Considerations:

Care should be taken when locating equipment behind the OIS PLUS to ensure that AC power wiring, PLC
output modules, contactors, starters, relays and any other source of electrical interference are located away
from the OIS PLUS. Particular care should be taken to locate variable speed drives and switching power
supplies away from the OIS PLUS.

Panel Mounting
This section presents the dimensional sketches and panel cutouts for OIS PLUS
models. (All dimensions are in mm and drawings are not to scale.)

2.6.1 Panel Cut-out and Mounting for OIS45 & 55 PLUS Models

Below given panel cut-out and mounting information is applicable to model with 3.5” LCD and 4.3” LCD.

Panel cut-out:

128.00
119
|
l )
§@
!_ | 1 || Q
O O @
— &
I d
I | O
O S
O . 2
(N
0 S
- 4B
(N
(N
I O
—r— O
O
O
[N
o ! o) =
I 1 I I
E 7o
) p,

Note: Maximum panel thickness should be 6.5mm (Tolerance: +0.00mm).
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Procedure to mount the unit:
Gasket

Mounting

Mounting Hardw are

Clamp

Mounting Hardw are is a set of cap nut, screw & clamp

Figure -2
= = =
[ ‘
B
Figure -3 Figure -4

Make a cut-out of the required size. Panel cut-out tolerance is +0.00mm. Put the gasket behind the bezel.
The gasket may be sealed to the case using adhesive.

FIGURE -1 There are four (4) slots provided on the unit case to mount the unit.

FIGURE -2 A set of four (4) mounting hardware is provided with each OIS
PLUS3 unit.

(It is consist of single cap nut, screw and clamp)

Screw

Clamp

<— Cap Nut

FIGURE -3 Insert the clamp into the slot provided on the unit case. hold the unit straight.
Tighten the mounting screws evenly to a torque between 0.5 and 0.6 Nm.
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2.6.2 Panel Cut-out and Mounting for OIS60 & 70 PLUS Models

Below given panel cut-out and mounting information is applicable to model with 5.7” & 7" LCD.

Panel Cut-out

141
142! 20

'{:5':.'1—|'\

N

e
T
|
|
|

Note: Maximum panel thickness should be|6.5mm (Tolerance: +0.00mm).

Procedure to mount the unit:

Mounting

Gasket

S R R R

BT E TR E

Mounting
Hardw are

Mounting Hardw are is a set of cap nut, screw & clamp

Figure -2
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Figure -3

Figure -4

Make a cut-out of the required size. Panel cut-out tolerance is +0.00mm. Put the gasket behind the bezel.
The gasket may be sealed to the case using adhesive.

FIGURE -1 There are four (4) slots provided on the unit case to top and bottom surface.
FIGURE -2 A set of four (4) mounting hardware is provided with each OIS PLUSS5 unit.

(It is consist of single cap nut, screw and clamp)

FIGURE -3 Insert the clamp into the slot provided on the unit case. hold the unit straight.
Tighten the mounting screws evenly to atorque between 0.5and 0.6 Nm.
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2.6.3 Panel Cut-out and Mounting for OIS10 & 20 PLUS Models

Below given panel cut-out and mounting information is applicable to model with 16x2 Multi color LCD.

Dimensions:
109
- 59 -
i
I
’_HEI ™| —
n O~
=
o — o — )
43
Panel Cutout:
109
- % -

35

Below given panel cut-out and mounting information is applicable to model with 128X64 Multi color LCD
(OIS40 PLUS Models:

Dimensions:

128

- - 53
118.5 - -

92.5
102

} 0] 01010161818 218 0)o10]

(@)
il

o
-

S
;

I
g
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2.6.4 Mounting for Clip-on I/O Modules

Belowgivenisthe mounting information applicable to expansions with OIS PLUS base

models. While unpacking the display. note the two (2) locking connectors.
User can attach and detach the expansion model with the help of these locking connectors.

While seen from both the sides of the expansion models. there is a slot in which the long part of the
locking connector rests as shown below:
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On the expansion case two slots are provided which rest on the base model back case as shown in the
figure below:

T T T L e L L
N n

—0

i

L]
LI
L]
[]
i
[]
[

i T i T ——
o e I

b, 5 i
& L

"Hﬂ-

Here, the expansions rest with the base model. Then push down the locking connectors towards each-other.
This will lock the expansion finally with the base model.

Please note that along with these two joining (Locking connector as well slots), male connector from the
expansion model will be insert into the female counter part on the base model termed as “EXPANSION PORT".

Final Unit:
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Mounting procedure of the expansion models with OIS PLUS models:

The mounting procedure of the expansions with the OIS PLUS base models is as follows. Below given images
will explore it more.

Sep-1:

Sep- 2:
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Step- 3:Final Product:

AL VT R DAY AN Y Y VNN T (NN A
g
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2.7 Power Supply Wiring Diagram

If wiring is to be exposed to lightening or other electrical surges, use appropriate surge suppression devices.
Keep AC, high energy and rapidly switching DC wiring separate from signal wires.

Connecting high wltages or AC power mains to the DC input will make unit unusable and may create an
electrical shock hazard to personnel. Such a failure or shock could result in serious personal injury, loss of life
and/or equipment damage. DC woltage sources should provide proper isolation from main AC power and similar
hazards.

Pin description of the power connector for all OIS PLUS models is as follows:

_—— - -

Dc+ DC- EARTH
24VDC
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2.8 Communication Ports

OIS PLUS communication ports support four types of serial communications plus Ethernet.

2.8.1 Com Port 1:

Available On: All OIS PLUS. ltisan integrated RS-232 and RS-485/RS422 communication port. It
communicates with external peripherals at baud rates of 4800 - 115.2Kbps with None, Even or Odd parity.
RS485/RS422 connection can be used in multi drop communication network. The port can also be used for
programming and monitoring the OIS PLUS.

Connector Used: Standard D-Type 9-pin female connector:

© \&ws) ©
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Pin number Name Description
1 X+ RS485 transmit +
2 DO RS232 transmit
3 RO RS232 receive
4 RX+ RS485 receive +
5 GND Ground
6 NC No connection
7 NC No connection
8 % RS485 transmit -
9 RX RS485 receive -

2.8.2 Com Port 2:

Available On: OIS60 PLUS, OIS70E PLUS, & OIS120A. Itis a RS-232/RS-485 communication port. It
communicates with external peripherals at baud rate of 4800 -115.2Kbps with None, Even or Odd parity.
RS485/RS422 connection can be used in multi drop communication network.

Connector Used: Standard D-Type 9-pin female connector:

© \poos) ©
£ 000

Pin number Name Description
1 X RS485 transmit +
2 O RS232 transmit
3 RO RS232 receive
4 RX+ RS485 receive +
5 GND Ground
6 NC No connection
7 NC No connection
8 % RS485 transmit -
9 RX RS485 receive -
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2.8.3 USB Device Port:

Available On: All OIS PLUS. It isthe same as a standard USB printer port. It can be used for programming
and monitoring all OIS PLUS.

Connector Used: Standard USB Type B female connector. It is a selfpowered USB device, compliant with the
USB 2.0 specification.

Pin number Name Description
1 VBUS +5V
2 D- Data -
3 D+ Data+
4 GND Circuit ground
shell shield

2.8.4 USB Host Port:
Available On: OIS45E PLUS, OIS55 PLUS, OIS60 PLUS, OIS70E PLUS, & OIS120A

Connector Used: Standard USB Type Afemale connector. |t is a selfpowered USB device, compliant with USB
2.0 specification and can source current up to 150 mA. It uses USB memory drives to transfer logged data and
historical alarms. It can also be used to upload and download OIS PLUS programs.

© &/ ©)
0 000Q

Pin number Name Description
1 VBUS +5V
2 D- Data -
3 D+ Data+
4 GND Signal Ground
shell shield
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2.8.5 Ethernet Port:

Refer to Ethernet User’s Manual, UM-OISPLUS-E003
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BASIC I/O ALLOCATION & SETUP

2 I/O Allocation

4 Setup Registers
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Different OIS PLUS displays have different types of I/O.

No 1/0: OIS12, OIS22, OIS40 PLUS, & OIS120A
Fixed 1/0: OIS10 PLUS & OIS20 PLUS
Clip-on 1/0: OIS40E PLUS, OIS55 PLUS, OIS60 PLUS, & OIS70E PLUS

Three types of registers are associated with the /O

XW: Input Registers YW: Output Registers MW: Setup Registers

3.1 I/O Allocation
For fixed /O OIS, the allocation is done when the display is selected. For OIS with clip-on modules,
the /O allocation is done when the module is selected. Each register contains 16 bits. The bits are
addressed as follows

1% Input Register XW0000
1% Output Register YW0000

Inputs X0000 to X0015
Outputs Y0000 to Y0015

For Clip-on /O the module will be assigned XW registers, YW registers, or a combination of XW &
YW registers depending on the module type.

To determine the I/O address look at the following example using the OIS45E PLUS

Recent Projects
] Al Fles

Go to the navigation
pane, /O Allocation
and clickon
Expansion

TN

11 Project List
1 Untithed 1 prm

] Templates
i 0] Loge Blods
= 10 ABscation
] Ense
3 Expanson

] Darta Winadow
] Tasks
1 Tags
w1 ] Mebwork Configurs
] aAlarms
=] Diata Logger
] Languages
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The /O allocation for the OIS45E PLUS is shown below:

Slok Tlame Addreas eange Deseriphion

Satl TEPDLCTEDD X 0000 - 01015 ] . [ M0W0A00 ). | MWD100 - MWDE2E ) 16 Bufrsctional Digtal input moduls

S 2 TRPROXDO2 ¥ | 02000 - G20771 |, | YWO20D ], | MWIO200 - MW0ZES ] 12 Ristay Cutput Module

k] TRPAC)202 [ WC00 - 0001 1 [ YWID3DG0 - D30 | [ w300 2 analag nputil bo 20ma, St 20 mA, Do 10V, <1060 10V irput mange] and 2 analog output|

For each slot (total of 3 for OIS45E PLUS) it describes:
The name/part number of the /O module.
The address range of the /O registers assigned to that module.
A description of the /O module.

For the input module in slot 1, it shows that the 16 inputs are addressed as X01000 thru X01015.
The inputs are in the input register XW0100. The setup registers for this module (if needed) are
MWO0100 thru MW0123.

For the output module in slot 2, it shows that the 12 outputs are address as Y02000 thru Y02011 The
outputs are in the output register YW0200. The setup registers for this module (if needed) are

MWO0200 thru MW0223.

The module in slot 3 is a combination 2 channel analog input and 2 channel analog output module.
No discrete points are present, the analog module only produces a value in a register.

In summary, if there is any guestion about how the YO modules are addressed, checked the /O
allocation table shown above.
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3.2 Setup Registers

MW Register Allocation Table :

Module MW Range Total No Supported
Base MW0000-MW 0059 60
Expansion Slot 1 MW0100-MW0123 24
Expansion Slot 2 MW0200-MW0223 24
Expansion Slot 3 MWO0300-MW0323 24
Expansion Slot 4 MW0400-MW0423 24
Expansion Slot 5 MWO0500-MW0523 24

Setup Registers for Fixed /O OIS PLUS

For discrete inputs, the MW registers are used for setting up the high speed counter. The discrete
inputs on the fixed /O OIS and the discrete inputs on the clip-on modules can be setup as 2 discrete
high speed inputs or 1 quadrature input.

MW Type Local CH1 Local CH2
HSC Configuration register MWO0010 MWO0020
High Speed Counter (HSC) Register MW0011 MWwW0021
MW0012 MW0022
HSC Preset Register MWO0013 MW0023
MWO0014 MW0024
HSC Enable Bit MWO0015_0 MWO0025_0
(M00240) (M00400)
HSC Reset Bit MWO0015_1 MWO0025_1
(M00241) (M00401)

These are default system tags created when a fixed /O OIS PLUS is selected.
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Setup Registers for /O OIS PLUS with Clip-on /O

MW Type Local CH1 Local CH2
HSC Configuration register MWO0010 MWO0020
High Speed Counter (HSC) Register MWO0011 MWO0021
MW0012 MW0022
HSC Preset Register MWO0013 MWO0023
MW0014 MW0024
HSC Enable Bit MWO0015_0 MWO0025_0
(M00240) (M00400)
HSC Reset Bit MWO0015_1 MWO0025_1
(M00241) (M00401)

Setup Register Allocation for Expansion /O

MW Type Expansion Slot 1 Expansion Slot 2 Expansion Slot 3
CH1 CH2 CH1 CH2 CH1 CH2
HSC Configuration MWO0100 MWO0106 MW0200 |[MWO0206 |MWO0300 [MWO0306
Register
High Speed Counter MWwW0101 MW0107 MWO0201 |[MW0207 |MWO0301 |MWO0307
(HSC) Register MW0102 MWwW0108 MW0202 |[MW0208 |MWO0302 |MWO0308
HSC Preset Register | MW0103 MW0109 MWO0203 |[MW0209 |MWO0303 |MWO0309
MW0104 MW0110 MwW0204 |[MWO0210 |[MWO0304 |MWO0310
HSC Enable Bit MwW0105 0 | MWO0111_0 | MW0205 0 | MWO0211 O MW0305_0 |M311_0
(M01080) (M01176) (M02080) |(M02176) |(MO03080) |[(M02176)
HSC Reset Bit MwWO0105 1 | MWO0111_1 | MW0205_1 [ MWO0211 1| MWO0305_1 |M311_1
(M01081) (M01177) (M02081) |(M02177) |(M03081) [(M02177)
MW Type Expansion Slot 4 Expansion Slot 5
CH1 CH2 CH1 CH2
HSC Configuration Register MW 0400 MW 0406 MW 0500 MW 0506
High Speed Counter (HSC) Register MW 0401 MW 0407 MWO0501 MWO0507
MW 0402 MW 0408 MW 0502 MWO0508
HSC Preset Register MW0403 MW0409 MW0503 MW0509
MW 0404 MW0410 MW 0504 MWO0510
HSC Enable Bit M405 0 M411_0 M505_0 M511_0
(M04080) (M04176) (M05080) (M05176)
HSC Reset Bit M405_1 M411 1 M505_1 M511_1
(M04081) (M04177) (M05081) (M05177)

These are default system tags created when an OIS PLUS with clip-on /O is selected.
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Setup Register Details

Setup register MWsstr for the high speed counter is configured as shown below:

1% (14 |13 |12 |11 |10 |8 & i & ] 4 3 2 o
o 0 0 a Q 0 0 FC | Q Q R R E C C C
Mot Used
Elﬂﬂ Mormal
001: Interrupt Ladder
010: Ch HSC
011: Quaadratarc
100 HSC with rale
{: Falling
1: Rising
HEC
_’{ 1): Single Phase Up counter
1: Single phace dowe counter
00: 1x Mode
— { 01: 2x Mode
~ L 10: 4x Mode

Foreed Crutput Configorstion

0z Foreed Oatput ON for Presetl

1: Forced Cratput wall ba ON
when Enable and OFF when
Presat] ic reached

—

When the appropriate setup register is configured as above, the inputs below are associated with
high speed counter inputs.

10 Type Base Expansion
CH1 CH2 CH1 CH2
X x X0 X5

Output that Turns ON when Counter Reaches YO Y1 Y1 Y6
Preset

Reset Input X 6 X 6

Input that Counts High Speed Pulses

Setup register configuration for other special functions is covered in the following sections:

Multiple High Speed Counter Inputs: Sec4
PWM Outputs Sec5
Analog Inputs Sec 6
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HIGH SPEED COUNTER INPUTS

* ¢ o o

High Speed Counter Setup
Single Phase Counter
Quadrature Bi-Pulse Counter

MW Register Table for High Speed Counter Modules

Page 77



4.1 High Counter Setup

This chapter explains how to configure and use the HSC (High Speed Counter) inputs for the
TRPHIO0808N and TRPHIO0808P clip on /O modules. These modules have 4 HSC inputs.
To configure the HSC inputs, follow the steps given below:

1. Run OIL-DS.
2. Select the OIS PLUS with expansion capability.
3. Select expansion model with HSC from 10 allocation window as shown below:

Projects InFormatic_un x ! Slat Mame Addrezs range Dezcriptic
' Slotl Mot Installed
Recent Projects (3] Slat2 Mot Installed
=1 L3 Al Files AT

= {:l Projeck List
=[] Untitled2_pzm

# (] Sereens | BaseUnit| Sl | Slot2 | Slot3 | Slatd | SlotS
[ Templates [

# [ Logic Blocks Image

o it

B Model | Mot Installed -
(0 Keys FFEDTE00 ~
[ Tasks FPEAD400L ~

. oo AL
[ Metwork Configuration '
7] Alarms

] Datal
D S FPEA-0402U-16 B
I:l Languages

< 3 Add tags for =W, Y and MW uzed for expanzion modules.

BaseUnt| Shil |52 | Slot2 | Slatd | Sht5 | |

|maae

fESSE TRPHIO0808N v |

Crescription

Ciigital E #panzion module with & digital inputs
B digital HPM type autputs, 4 high speed
inputz[zingle phaze & Quadrature], P |

outputsT'2 Pulze, ' Direction]

(_ Add tags for @, W and kMW uzed for expansion mu:u:lules.] [ ] l [ Cancel ]
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In this docker window,
Add tags for 2w, T and MW uzed for expanzion modules.,

This option is “enabled”, by default. Once the user selects the HSC clip-on module, The default tags related to
high speed counters will automatically be entered all as shown below:

TagMao Tag Mame Part Tag Address Buyte(z] Maode Mame Tag Type
1 HSC Enable Bit [CHT]- SlatDn - 101080 bit Operator Panel Uszer Defined Tag
2 HSC Reszet Bit [CH1]- Slotl - 101081 bit Operator Panel Uzer Defined Tag
3 HSC Interrupt Enable Bit [CH1]- Slat01 - r01082 bt Operator Fanel Uzer Defined Tag
4 HSLC Prezet Reached [CH1]- Slot0l - MO1083 bit Operator Panel Uzer Defined Tag
5 HSC Enable Bit [CHZ2]- Slotdd - MO117E bit Operator Panel Uzer Defined Tag
B HSC Reszet Bit [CHZ2]- Slotd - MOI177 bit Operator Panel Uzer Defined Tag
7 HSC Interrupt Enable Bit (CH2)- Slot01 - k01178 hit Operatar Panel Uszer Defined Tag
8 H5C Preset Reached [CH2)- Slat0l - k01179 hit Operatar Panel Uszer Defined Tag
3 HSC Enable Bit [CH3]- SlotD - r01 272 bit Operator Fanel Uzer Defined Tag
10 HSC Reset BERCH3]- Slotl - 1273 bit Operator Panel Uzer Defined Tag
1 HSC Interrupt Enable Bit [CH3]- Slot0l - 01274 bt Operator Panel Uzer Defined Tag
2 HSC Prezet Reached [CH3]- Slot0l - MO1275 bit Operator Panel Uzer Defined Tag
13 HSC Enable Bit [CH4]- Slotdl - k01368 bit Operator Panel Uzer Defined Tag
14 HSC Reset BtCH4]- Slatl - r013E9 bit Operator Panel Uzer Defined Tag
15 HSC Interrupt Enable Bit (CH4)- Slot01 - k01370 hit Operatar Panel Uszer Defined Tag
16 HSC Preset Reached[CHA)- Slot0l - k01371 hit Operatar Panel Uszer Defined Tag
17 FPulze vadth error flag{CH1)- Slotl - 107465 bt Operator Fanel Uszer Defined Tag
18 OM duty setting emor flaglCH]- Slat0l - 107 466 bit Operator Panel Uzer Defined Tag
19 Frequency Setting error lag(CH1]- Slot01 - 01467 bit Operator Panel Uzer Defined Tag
20 Acceleration Time Setting erar flag(CH11-51.. - r07 468 bit Operator Panel Uzer Defined Tag
2 Deceleration Time Setting ermar flag[CH11-5... - k07469 bit Operator Panel Uzer Defined Tag
22 Mo of Tatal Pulses Setting errar flag[CH1)- S51.. - t01470 bit Operator Fanel Uszer Defined Tag
23 Pulze width error flag(CH2)- Slot01 - k01561 hit Operatar Panel Uszer Defined Tag
24 OM duty setting emor flag[CHZ2]- Slat01 - r01562 bit Operator Fanel Uzer Defined Tag
25 Frequency Setting error lag(CHZ]- Slot01 - M015E3 bit Operator Fanel Uzer Defined Tag
26 Acceleration Time Settng eror flag(CH2)- 51, - r015E4 bit Operator Panel Uzer Defined Tag
27 Deceleration Time Setting emar flaglCH2)-5... - M015E5 bit Operator Panel Uzer Defined Tag
28 Mo of Tatal Pulzes Setting errar flag[CH2)- S1L.. - M015EE bit Operator Panel Uzer Defined Tag
29 Pulze Enable Flag[CH1]- Slotd - MO157E bit Operator Panel Uzer Defined Tag
a0 Pulze Enable Flag[CHZ2)- Slat01 - MO1E77 hit Operatar Panel Uszer Defined Tag
il End of Total Pulzes(CH1)- Slot01 - k01784 hit Operatar Panel Uszer Defined Tag
a7 Frd af Tatal Pulsez(CH21- Siatll - kI 785 hit MNnerator Panel | zer Nafined Tan

Using this tag database, a user can setup different modes of the HSC.
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4.2 Single Phase Counter

[MWssrr Mode Select Bits = 010]
When the count input is changed from OFF to ON, the count value is increased by 1. When the count value

reaches the set value, the count value is reset to 0. This counter operation is enabled while the HSC enable
bit is ON. The count value is reset to 0 when the Reset bit is changed from OFF to ON. The count value
range is HO0O00 0000 to HFFFF FFFF (32-bit data).

For example, an application is given below:

Screen [ 1 : Screen]l ]

CONFIG, Reg EEELL]
Preset 3999399993
Soft Gate Enable M
Count 5999999999
Reset Bit W
Forced output 99999

1. Selects the high speed expansion model.

2. Create an application as shown in the image here.

3. Define Configuration Register. The value of this configuration register will define the mode of operation of
the high speed counter. If the configuration register value is 2, then HSC will work in single phase mode

5 1:8§ 1 E DataEntry Properties
creen. | 1. cteent.] Data Type Unsigned [0 To 65535]

Enable Control Bit Ho
Hide D ata Mo
CONFIG, Reg Kool Yes
Preset 4999999999 b axirum W alue 65535
b itirn imn sl e 2
Soft Gate Enable L Screen Mame Humenc Keypad
Screen Mumber 65001
[: oun t 9999999999 TEIQ Address Mw'0100
Tag Mame HS5C Configuration regist
Reset Bit R B Design
Forced output #5934
Preset Reached M
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The chart below shows the value for which HSC can RUN in different modes.

Normal Config HSC Condition Value in config register

Normal Input 0

HSC Single phase UP Counter | Forced O/P ON preset reach 2
Forced O/P OFF preset reach, 258
ON when enable

Quadrature 1X mode Forced O/P ON preset reach 3
Forced O/P OFF preset reach, 259
ON when enable

Quadrature 2X mode Forced O/P ON preset reach 67
Forced O/P OFF preset reach, 323
ON when enable

Quadrature 4X mode Forced O/P ON preset reach 131
Forced O/P OFF preset reach, 387
ON when enable

4. Set preset value [number up to which user wants to count] as shown below:

5 1:5% 1 B DataEntry Propertes
cresn. | ;. creenl.] Data Type Unsigned [0 To 42949672

Enable Contral Bit Mo
Hide Data Mo
COHFIG, Reg 999599 T Yes
Prespt Maimum Value 4294967295
kinirmum % alue 0
Soft Gate Enable R Seioen-hlam My
Screen Mumber 65001
[: ount 9999999999 Tag Addrezs w103
Tag Mame HSC Preset Register [CH1
Reset Bit HAH E Design
Forced output SE
Preset Reached R

5. Set soft gate to ON as shown below:

Test Colour o
Screen [ 1 : Screeni ] El DataEntiy Propertes

Enable Control Bit Ho
K.eypad Yes
99999
CONFIG, HEI:'I Screen Hame Bit Keypad
Preset 999999999 Screen Humber 65003
Tag Addresz M1 0380
Soft Gate Enable Tag Name HSC Enable Bit (CH1)- SIj.
E Design
Count S99AIIIAIY
Reset Bit i E Layout
Forced output I3
Preset Reached MK
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6. Define count register, where user can see the counting.

Fant
Screen [1 : Screenl ] Fzrmat

CONFIG, Reg

Preset

Count

Reset Bit

Forced output

Preset Reached

Soft Gate Enable

LR
10,0
o

Unsigned [0 To 42949674
Ho
Ho
Mwio101
High Speed Counter [HS '

Text Colour
99399 = Deszign
EEEEEEEEE
|
i Data Type
Dizplay Leading Leroz
Tag Address
BB Tag Mame
9955 E Tayouk
i

7. Define Reset Bit [to reset the count number entered in PRESET.

Screen [ 1 : Screenl ]

COHFIG, Reg

Preset

Count
Reset Bit

Forced output
Preset Reached

8. Define forced output value [count once reach the value, user can set a output may be to ON/OFF LED or to

start any process, etc.].

Screen [1 : Screeni ]

CONFIG, Reg
Preset
Soft Gate Enable

Count

Reset Bit
Forced output

Preset Reached

Soft Gate Enable

L MGl LG

Backaround Colour R
Border Mone
Font bx ¥
29999 ff Text OfFf
On Test On
SRRIERRREY Text Colour o
E DataEntry Properties
xies Conbrol Bit Mo
Keypad Yes 1
9353935393 Screen Mame Bit Keypad
Screen Mumber 65003
APk Tag Address Mo10381
EEEEE Tag Mame HSC Reset Bit [CH1]- Slol
El Design
B

L MPPCOl O R

Background Colour ] 26
Border Mone
Fant Bz ¥
29993 Format 5.0
Text Colour o
ARPRERERER El DataEntry Properties
Data Type Unzigned [0 To 65535]
et Enable Control Bit Mo
Hide D ata Mo
299999999 Keypad Yes
s aimurn v alue [Ha1s
Mirirnurn ¥ alue 0
Screen Mame Mumeric Keypad
Screen Humber 65001
L Tag Address YWw/0100
Tag Mame Slot1_OutputBeg_00000

Page 82



9. When the value of high speed counter register reaches to value of preset register, then HSC Preset
Reached bit will be ON.

Screen [ 1 : Screenl E Appearance
A

Barder Hone
CONFIG, Reg 39999 Flazh No Flazh
Fant b7V
F reset I 0Off Text 0ff
Soft Gate Enable W On Test On
Text Colaur o
Count 9999999999 B Desian
Reset Bit P,
Forced output 9399 E Display DataProperbes
Tag Address M01179
Preset Reached Tag Mame H5C Prezet Reached||
B Layout

10. Download the program to the HMI and enter the values with keypad on the screen.

Related registers:

Function Register/device Remarks
Channel 1 Channel 2 Channel 3 Channel 4
Count input X0 X5 X2 X7 Count Input channels
Reset input X1 X6 X3 X4 Physical reset i/p channels
Count Value MW0101 MW0107 MWO0113 MWO0119 Data range: HO000 0000 to
MW0102 MwW0108 MwWO0114 MW0120 HFFFF FFFF
Preset MWO0103 MWO0109 MWO0115 MWO0121 Set count value: Max.
MW0104 MW0110 MW0116 MwW0122 4294967295
Soft gate MWO0105 0 MWO0111_0 MWO0117_0 MWO0123 0 Operation is enabled when
bit ON
Reset Bit MWO0105_1 MWO0111_1 MWO0117_1 MW0123_ 1 Used toreset the counter
value
Preset MO01083 MO01179 MO01275 MO01371 This bit turns on, when
Reached Bit counter reaches to preset
register value

Notel: When all four channels are used as HSC, IP1to IP8 cannot be used as normal input devices. How-
ever, if either one channel is used, the inputs for unused channel can be used as normal input devices.

Note2: Two words are used for storing the double word (32bit) count/set values.
Lower word will contain Lower 16 bit value and Higher word will contain Higher 16 bit
This register storage scheme is applicable for all the modes.

value. Eg. Count value : MWO0101, MW0102

So if count value is (Hex) 87654321
MWO0101 =4321 (Hex)
MW0102= 8765 (Hex)

Note3: Input5, Input6, Input7 and input8 are used as reset inputs for count inputs 1, 2, 3 and 4. So do not use
Input5, Input6, Input7 and input8 as normal inputs when expansion module is configured in this mode.
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4.3 Quadrature Bi-pulse Counter

In the Quadrature mode, input X2 is used along with X7. When the count value reaches the Preset, forced
output will be activated and preset reached bit will be set ON. This counter operation is enabled while the
soft- gate (HSC Enable bit) is ON. The count value is reset to 0 when the reset input turns ON. The preset
value can be changed by writing the data into the preset register while the soft-gate is ON/OFF. The count
value range is 0 to 4294967295 (32-bit data).

For example, to configure the HSC in quadrature bi-pulse mode, follow the steps defined for single phase
counter (3.2). Change in the value of configuration register to 3.

This function counts up or down in the quadrature bi-pulse mode.
a) 1-edge count:

The current value increments or decrements at the rising or falling edge of the phase B input after the phase
A input has turned on as shown below:

Phase A Input ;FN + ‘f‘ I_

Lelg]
Phase B Input oFF T: 1': | L: 1
Current Value o >=< 1 >< 2 >< 1 >‘< a

b) 2-edge Count:
The current value increments or decrements at the rising or falling edge of the phase B input after the phase
A input has turned on or off as shown below:

Phase A Input .:.DFFN _'fﬁ f‘—* 1'—’1 f—l_
Phasze B Input ;FFN f—* 1' + T L ﬁ
Currert Value 0 >|< 1 >< z >< 3 >< 4 >< 3 X 2 >< 1

c) 4-edge Count:
The current value changes (raise or decrease) at the rising or falling edges of the phase A and B inputs.

Phase A Input ‘: 1' ]. 1‘ Jl f 1,__?1

B U it T o P L

Current Value -:1'2'3 ax's -5'.-".-'-5'_:'.1"

Both rising and falling edges of each phase are counted. Consequently, 4 times count value against the pulse
frequency is obtained.
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Related registers:

Eunction
Phase A
Phase B
Reset Input
Count Value
Preset

Soft Gate
Reset Bit
Preset Reached

Device/Register

Remarks

X2
X7
X3
MwO0107

MwW0108
MWwW0109
M01076

M01273
M01275

Count Input Channel

Count Input Channel

Physical Reset Input

Data Range HO000 0000 to HFFF FFFF
Set Count Value: Max = 4294967295

Operation Enabled when Bitis ON
Resets the Counter Value

Turns on when Counter reaches Preset
Value
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4.4 MW Register Table for HSC Expansion /O Modules

High speed inputs:
Number of inputs: 4

Input channels: X0, X5, X2, X7

MW Type Expansion Slot 1
CH1 CH2 CH3 CH4
HSC Configuration register MWO0100 MWO0106 MWO0112 MWO0118
High Speed Counter (HSC) MWO0101 MWO0107 MWO0113 MWO0119
Register MW0102 MWwW0108 MWO0114 MW0120
HSC Preset Register MW0103 MW0109 MWO0115 MW0121
MW0104 MW0110 MW0116 MWwW0122
HSC Enable Bit MWO0105_0 MWO0111_0 MWO0117_0 MW0123 0
(M01080) (M01176) (M01272) (M01368)
HSC Reset Bit MWO0105_1 MWO0111_1 MWO0117_1 MW0123 1
(M01081) (M01177) (M01273) (M01369)
HSC Preset Reached MWO0105_3 MWO0111_3 MWO0117_3 MWO0123 3
(M01083) (M01179) (M01275) (M01371)
MW Type Expansion Slot 2
CH1 CH2 CH3 CH4
HSC Configuration register MW0200 MWO0206 MW0212 MWO0218
High Speed Counter (HSC) MW0201 MW0207 MW0213 MW0219
Register MW0202 MW0208 MW0214 MW0220
HSC Preset Register MW0203 MW0209 MW0215 MwW0221
MW0204 MW0210 MW0216 MW0222
HSC Enable Bit MW0205 0 MW0211_0 MW0217_0 MW0223 0
(M02080) (M02176) (M02272) (M02368)
HSC Reset Bit MW0205 1 MW0211_1 MW0217_1 MW0223 1
(M02081) (M02177) (M02273) (M02369)
HSC Preset Reached MW0205_3 MW0211_3 MW0217_3 MW0223 3
(M02083) (M02179) (M02275) (M02371)
MW Type Expansion Slot 3
CH1 CH2 CH3 CH4
HSC Configuration register MWO0300 MWO0306 MW0312 MW0318
High Speed Counter (HSC) MW0301 MWO0307 MW0313 MW0319
Register MW0302 MW0308 MWwW0314 MW0320
HSC Preset Register MW0303 MWO0309 MW0315 MwW0321
MW0304 MW0310 MW0316 MwW0322
HSC Enable Bit MWO0305_0 MWO0311_0 MWO0317_0 MW0323_0
(M03080) (M03176) (M03272) (M03368)
HSC Reset Bit MWO0305_1 MWO0311_1 MWO0317_1 MW0323_1
(M03081) (M03177) (M03273) (M03369)
HSC Preset Reached MWO0305_3 MWO0311_3 MWO0317_3 MW0323_3
(M03083) (M03179) (M03275) (M03371)
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MW Type Expansion Slot 4
CH1 CH2 CH3 CH4
HSC Configuration register MW0400 MW 0406 MwW0412 MWwW0418
High Speed Counter (HSC) MWO0401 MWO0407 MWO0413 MWO0419
Register MW0402 MW 0408 MwW0414 MW0420
HSC Preset Register MW0403 MW0409 MW0415 MW0421
MW0404 MW0410 MW0416 MW0422
HSC Enable Bit MW0405 0 MWO0411_0 MWO0417_0 MW0423 0
(M04080) (M04176) (M04272) (M04368)
HSC Reset Bit MWO0405_1 MWO0411_1 MWO0417_1 MW0423 1
(M04081) (M04177) (M04273) (M04369)
HSC Preset Reached MWO0405_3 MWO0411_3 MWO0417_3 MW0423 3
(M04083) (M04179) (M04275) (M04371)
MW Type Expansion Slot 5
CH1 CH2 CH3 CH4
HSC Configuration register MWO0500 MW 0506 MWO0512 MWO0518
High Speed Counter (HSC) MW0501 MWO0507 MW0513 MW0519
Register MW0502 MWO0508 MW0514 MW0520
HSC Preset Register MW0503 MW0509 MW0515 MW0521
MW0504 MW0510 MW0516 MW0522
HSC Enable Bit MWO0505 0 MWO0511_0 MWO0517_0 MOW523 0
(M05080) (M05176) (M05272) (M05368)
HSC Reset Bit MWO0505_1 MWO0511_1 MWO0517_1 MOW523 1
(M05081) (M05177) (M05273) (M05369)
HSC Preset Reached MWO0505_3 MWO0511_3 MWO0517_3 MW0523 3
(M05083) (M05179) (M05275) (M05371)

Note: HSC Configuration register, High Speed Counter Register and HSC Preset register are retentive and
will be retained at power down for all channels.
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PULSE WIDTH MODULATED OUTPUTS

Normal Mode PWM Output

CW/CCW Mode PWM Output

2

2

* Pulse/DIR Mode PWM Output
L 4 Fixed Pulse Mode PWM Output
*

MW Register Table for PWM /O Modules
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This chapter explains how to configure and use the PWM (Pulse Width Modulated) outputs for
the TRPHIO0808N and TRPHIO0808P clip on I/O modules. These modules have 1PWM
output. The PWM out can be setup for different modes of operation.

This function is used to output a variable duty cycle pulse. The controllable duty cycle is 10 to 100 % (1

% units). The PWM output is enabled when the pulse enable flag is ON. While the pulse enable flag is
ON, the duty cycle (ON duty) can be changed by changing the duty setting value (10 to 100). The
frequency setting is available in the range of 1 to 10000 Hz (1Hz units) before turning ON the pulse enable
flag. Changing frequency is not allowed while the pulse enable is ON. Note that the minimum ON/OFF
pulse duration is 100 ms. Therefore; the controllable ON duty range is limited depending on the frequency
setting. If the ON duty setting value is not available (within 10 to 100), the pulse width error flag comes ON.
PWM output operation is continued but the duty cycle is not guaranteed.

5.1 Normal Mode PWM Output

For example, to configure high speed output in normal mode follow the steps given below:

1) Create anew application.

2) Add clip-on module in slotl

3) Set'PWM configuration register' on screen
4) Put value of 1 in 'PWM configuration register'

PUM Config,Reqgister

Enable Flag ol
Frequency Register 9999999999
OH Duty Register 9999999993
Freq setting error flag b

OH duty setting error Flag bt

Hide Data Ho
F.eypad Yes
b airnum Y alue 65535
la = 1]
Screen Mame Humeric Keypad
Screen Mumber 65001
Tag Address Mw 0124

Tag Mame

PwM Configuration reqister|

E esign

L ayout

OHKHMD

Operation

First Operation HOP
30606PUM Modereere Second Operation HOP
5) Set'frequency setting register' on screen and put its value in '5000' (5KHz).
Screen [ 1 : Screeni ] Format 10.0
Text Colour o
. . El DataEntry Properhes
PUM Config,Register 39999 Data Tips Unsigned [0 To 4294967295
s Enable Contral Bit Ho
Enable Flag Hide Data Mo
K.eypad Yes
Frequency Register ' E29999b9999 I Masimurn alue 4294967295
firarnun % alue 1] B
OH Duty Register EEEEEEEREE] Screen Mame Numeric Keppad
Screen Mumber 65001
Freq setting error flag uNN Tag &ddress Mwi0125

HHMHHHPUIM Modererrere

OH duty setting error Flag b

Tag Mame

Frequency 5Setting register[C

ezign

F 1 avsd
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6) Set'On duty setting register' on screen and put its value as '10%'

Screen [1 : Screeni ] Format 10.0
Text Colour o
¥ ! El DataEntry Propertes
PUM Config,Register 39999 Data Type Unsigned [0 To 4294967295
o Enable Contral Bit Mo
Enable Flag Hide Data No
K.eypad Yes
Frequency Register SIRIIAGIIT b airnuirn ' alue 4294967295
il IE 1]
OH Duty Register Screen Mame Humeric Keypad
Screen Mumber 65001
Freq setting error flag wuy Tag Address Mwiol27
A TagM OM dut th izter[CH1
OH duty setting error Flag uuy il uty setting register( 1
HHEHEHEHEPLIM Mocoeixx
F 1 avmg

7) Setenable flag resister on screen and set its status as 'ON".

Screen [ 1 : Screeni ] OFf Text Off
Or Test On
3 . Text Colour o
PUM Config,Register 23999 ED SR EonEes
Enable Contral Bit Ho
Enable Flag l E‘*‘E*ﬁl Keypad Yes
Screen Mame Bit K.eypad
Frequency Register EEEEEEEEEE Screen Number 65003
Tag Address MO1576
OH Duty Register 9959933339 Tag Mame Pulze Enable Flag[CH1]- 5lo
Freq setting error flag uun
O duty setting error Flag uun B Layout
HHEHHEHEPLIM Mocexdiexxx

8) Set 'Frequency setting error flag' on screen
9) Set 'On duty setting error flag' on screen

OH Duty Register 9999999999

Tag Address

Freq setting error flag

MO1467
Tag Mame Frequency Setting emor flag

OH duty setting error Flag b4

HHHHHPLM Moolererrer

OH Duty Register 9999999999

Tag Address
Freq setting error flag nuu Tag Mame

MO1466
OM duty zetting error llag[CH

ON duty setting error Flag La}'m

HHHHHPLM Mocerererere

10) Download application
This will RUN the operation in normal mode.
When enable flag is 'ON', a pulse is output. Here user can edit duty cycle.
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The function selection is done through configuration registers as follows:

Function Register / device Remarks

Channel 1
PWM pulse Y2
Pulse enable flag M136_0 Output is enabled when ON
Frequency setting register MW0125 Data range: 1 to 10000

MW0126
ON duty setting register MWO0127 Data range: 0to 100

MwW0128
Pulse width error flag M129 1 ON at error (reset OFF automatically)
ON duty setting error flag M129 2 ON at error (reset OFF automatically)
Frequency setting error flag M129 3 ON at error (reset OFF automatically)
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5.2 CW/CCW Mode PWM Output
To configure the high speed output in CW/CCW mode follow the steps below:

1) Create anew application.

2) Add a clip-on module in slotl

3) Set'PWM configuration resister' on screen

4) Put value as 3 in 'PWM configuration resister

5) Set'frequency setting resister' on screen and put its value as '+5000'
6) Setenable flag resister on screen and keep its status as 'ON"

7) Set'Frequency setting error flag' on screen

Screen [ 2 : Screen? ]

PUH Config,Register 99999

Enable Flag e
Frequency Register(+ /-) +#3999993333

Freq, Error Flag oA

336363¢ PUIM CL7CClW mode 3

8) Download application
This will RUN the operation in CW/CCW mode.

Note:
The value of 'Frequency setting resister should be in between +/-1 to +/-10,000

If value of 'Frequency setting resister' is less than 1 or greater than 10,000 then, frequency setting error flag
will be 'ON' otherwise it will be OFF.

When CW/CCW mode is selected and if frequency data range is positive, match output 6(MR6) will be
selected so that pulses will be out on Y2 and if frequency data range is negative, match output 1(MR1) will
be selected so that pulses will be out on Y4.

Function Register/device Remarks

CW Pulse Y2

CCW Pulse Y4

Pulse enable flag MWO0136_0 Output is enabled when ON

Frequency setting register MWO0125 Data range: -10000 to -1, 1 to 10000
MWO0126

Frequency setting error flag MWO0129 3 ON at error (Reset OFF automatically)
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Timing diagram:

Fig.1 CWICCW Timing diagram (Positive PWM frequency)

g pkaigigighgighginh

PWM Frequency
Data Range{+ve)
{1 to 10000)

Pulse Enabile

Pulse Output Y2
(cw)

Pulse Output ¥4 L

(CCW)

Fig.2 CWICCW Timing diagram |[Negative PWM frequency)

wers 1ML

PWM Frequency 4 ¥
Data Range(-ve)
(-1 to -10000)

Pulse Enable

Pulse Qutput Y4
(CCW)

- — = ——

Pulsa Outpul Y2 L

(CwW)
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5.3 Pulse/DIR Mode PWM Output

To configure high speed output in Pulse/DIR mode follow the steps below:

1) Create anew application

2) Add a clip-on module in slotl

3) Set'PWM configuration resister' on screen

4) Put value as 7 in 'PWM configuration resister'

5) Set 'frequency setting resister' on screen and put its value as '+5000'
6) Setenable flag resister on screen and keep its status as 'ON"

7) Set 'Frequency setting error flag' on screen

Screen [ 3 : Screend ]

PUH Config,Register 99999
Enable Flag HHA
Frequency Register{+ /-) $3999999959
Freq, Error Flag HIH

w33 PWM PULSE/DIR MODE 3¢

8) Download application
This will RUN the operation in Pulse/DIR

mode. Note:

The value of 'Frequency setting resister should be in between +/-1 to +/-10,000. If value of 'Frequency
setting resister' is less than 1 or greater than 10,000 then, frequency setting error flag will be 'ON' otherwise
it will be OFF.

In PULSE/DIR mode the pulses will be out on Y2 i.e. Match output6 (MR®6). If the frequency data range is
negative then direction pin can be set to high through Match output 1(MR1).i.e. direction status can be
out on Y4,

Function Register/device Remarks

PLS Y2

DIR Y4

Pulse enable flag MWO0136_0 Output is enabled when ON

Frequency setting register MW0125 Data range: -10000 to -1, 1 to 10000
MW0126

Frequency setting error flag MWO0129 3 ON at error (Reset OFF automatically)
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Timing Diagram

Fig.3 PULSEMIR Timing diagram (Positive PWM frequency)

PWM Frequency r

Data Range(+ve)
(1 to 10000)

Pulse Enable

Pulse Output Y2
{PULSE)

- =

H

Pulse Output Y4 &

(DIRECTION LOW)

Fig.4 PULSI/DIR Timing diagram (Negative PWM fraquancy)

PWM Froquancy 4
Diata Ranga{-va)
{=1 1o -10000)

Pulse Enable

Pulse Cutput 2
{PULSE)

- - -

H
Pulsa Cutput ¥d |

(DIRECTION HIGH)
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5.4 Fixed Pulse Mode PWM Output

To configure high speed output in fixed pulse mode (Trapezoidal / soft start) follow the steps below:

1) Create anew application

2) Add expansion FPED-HS-0808N in slotl

3) Set'PWM configuration resister' on screen

4) Put value as 9 in 'PWM configuration resister'

5) Sat 'Minimum frequency setting resister' on screen and put its value as '4'

6) Set 'Maximum frequency setting resister' on screen and put its value as '100'
7) Set 'Acceleration time register' and set it value as 32000

8) Sa 'Deceleration time register' and set it value as 32000

9) Set Total pulse count' register and set value as 5000

10) Setelapsed time on screen

Screen [ 4 : Screen4d ]

PUH Config, Reg EEEEE
Enable Flag KoK
Min, Frequency 2999999999
Max, Freguency 3939333393
Acceleration Time 29099
Deceleration Time 29993
Total Pulse Count _—
Elapsed time 3999999993
¥ FIXED PULSE MODE 363

11) Download application
This will RUN the operation in fixed pulse mode (trapezoidal / soft start).

Note:
Minimum frequency should be maximum 10,000.

In this mode, fixed number of pulses can be output on the Y2 of expansion of transistor outputs of the unit
according to the specified parameter.
The function selection is done using Configuration register MW0124 (for Slot 1).

When the corresponding control flag is off and the execution condition (trigger) is in the on state, a pulse is
output from the specified output (Y2).

The control code, minimum frequency, maximum frequency, acceleration time, deceleration time and total
number of pulses are specified by a user program as shown in the following table.

The frequency is switched by the acceleration/deceleration time specified for changing from the initial speed
to the maximum speed. The acceleration and deceleration is normally done in 30 steps.
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—

Output pulse

number
-t
' t ]

Acceleration Deceleration
time time

Mumber of

output pulse

100,000

' 2 f= (7000 - 1000) + 30 steps = 200(Hz)
" 1 21 t=300ms + 30 steps = 10ms
1 t 1
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5.5 MW Register Table for PMW I/O Modules

MW Register Table:

Function

Register/device

Remarks

PWM pulse CH1

Y2

Expansion Y2

Configuration Register MWO0124 Fixed pulse mode configuration register
Pulse Out Enable MW0136_0 Bit ‘0’ is used for enable High speed output.
(M01576)
MIN Freq CH1 MWO0125 Data range: 1to 10000
MWO0126
MAX Freq CH1 MWO0127 Data range: 1 to 10000
MWO0128
Acceleration Time CH1 MW0137 0 to 32767 (in mSec )
Deceleration Time CH1 MWO0139 0to 32767 (in mSec)
Total Pulse CH1 MWO0141 0 to + 2147483647
MWO0142
Elapsed value CH1 MwW0145 0 to + 2147483647
MWO0146 (Read / Write)
Frequency Setting Error Flag CH1 MWO0129_3 Turns ON at error (Bit ‘2" of MW0129
(M01467) register)
Acceleration Time Setting error flag MWO0129 4 Turns ON at error
(M01468)
Deceleration Time Setting error flag MWO0129 5 Turns ON at error
(M01469)
No of Total Pulses Setting error flag MWO0129 6 Turns ON at error
(M01470)
End of total pulses MWO0049_0 Turns ON at the end of pulses.
(M01784
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High speed outputs:
Number of outputs: 1

Output channels: Y2, Y4

MW Type Expansion Slot 1 Expansion Slot 2 Expansion Slot 3
CH1 (Y2) CH1 (Y2) CH1 (Y2)
Configur MWO0124 MW0224 MW0324
ation.
Frequency MWO0125 MW 0225 MW0325
Setting register MWO0126 MW0226 MWO0326
ON duty MWO0127 MW0227 MwW0327
setting register MwWO0128 MW0228 MW0328
Pulse Enable MWO0136_0 MW0236_0 MWO0336_0
Flag (M01576) (M02576) (M03576)
Pulse width MW0129 1 MW0229 1 MW0329 1
error flag (M01465) (M02465) (M03465)
ON duty setting MW0129 2 MW0229 2 MW0329_2
error flag (M01466) (M02466) (M03466)
Frequency set- MWO0129 3 MW0229_3 MW0329_3
ting error flag (M01467) (M02467) (M03467)
Acceleration MW0129 4 MW0229 4 MW0329 4
Time Setting (M01468) (M02468) (M03468)
error flag
Deceleration MWO0129 5 MW0229 5 MW0329 5
Time Setting (M01469) (M02469) (M03469)
error flag
No of Total MWO0129 6 MW0229 6 MW0329 6
Pulses Setting (M01470) (M02470) (M03470)
error flag
End of total MW0149 0 MW0249 0 MW0349 0
pulses (M01784) (M02784) (M03784)
MW Type Expansion Slot 4 Expansion Slot 5

CH1 (Y2)

CH1 (Y2)

Configure Register Frequency

MW0424;, MWO0425

MW0524; MW0525

Setting register

MW0426

MWO0526

ON duty setting register

MWO0427, MW0428

MWO0527;, MW0528

Pulse Enable Flag

MW0436_0 (M04576)

MWO0536_0 (M05576)

Pulse width error flag

MWO0429_1 (M04465)

MWO0529_1 (M05465)

ON duty setting error flag

MW0429 2 (M04466)

MWO0529 2 (M04466)

Frequency setting error flag

MWO0429_3 (M04467)

MWO0529_3 (M04467)

Acceleration Time MWO0429 4 MW0529 4
Setting error flag (M04468) (M04468)
Deceleration Time MW0429 MW0529_5
Setting error flag 5 (M04469)
No of Total Pulses MWO0429_ MWO0529_6
Setting error flag 6 (M04470)
End of total pulses MWO0449 0 MWO0549 0
(M04784) (M05784)
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Configuration Register (Pulse/PWM Output): MWssrr

L8 LN LA A LD LY 8 LA KA LS ER L EN EA RN L)

P-OUT /PW operation error flag
(These are not user setting dems)

————8fit E < P"WM ON duty sefling emor
0 Normal 1: Emor

————+Bil F < Frequency sefting error >
0: Mormal 1: Ermor

- Bit C < Acceleration Time Range error >
0 Normal 1; Emor

B B < Deceleration Time Range error >
0 Marmial 1: Emor

Bit A < Pulse Counts Total Range emor »
0 Nom al 1. Ermor

Bit 9 < End of Total Pulses Flag >

0 Total Pulses not finished
1: End of Total Pulses

bbb L1 J0J0 00 0O
Ll L1 Jololojofol¥] |
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Ba0

< P-OUT and PW master lag >
. No use

1. Use

Bit 1 < P-OUT / PWM selection »

Bit 2 < PLS mode >
0: CWICCwW

™1 Pulse/Direction (FLS/DIR)

L & 1 -Fixed pulse Mode

(Bl and 2 ignored)



ANALOG MODULE SETUP

* ¢ o o

Overview
TRPAIO0400L (4 Al)
TRPAIO0202L (2 Al, 2 AO)

TRPRTX0402 (4 Al, 2 AO)
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6.1 Overview

OIS PLUS clip-on analog modules can accept a number of different types of inputs and produce
different types of outputs. To determine which type of input and which type of output the module
used, a profile for the modules must be setup in the MW registers. The group of MW registers
assigned to the module is determined by the modules mounting position. The OIL-DS software is

used to assigned values to the MW registers. The following table shows the relationship between the

MW configuration registers, XW input registers, and the YW output registers.

Register Expansion Slot
Description Slotl Slot2 Slot3 Slot4 Slot5
Analog Input (CHO) MWO0100 MW0200 MWO0300 MW 0400 MWO0500
Type- Slotxx
Analog Input (CH1) MWO0101 MW0201 MWO0301 MWO0401 MWO0501
Type- Slotxx
Analog Input (CH2) MWO0102 MW 0202 MWO0302 MW 0402 MW 0502
o | Type- Slotxx
% Analog Input (CH3) MWO0103 MWO0203 MWO0303 MWO0403 MWO0503
'qa), Type- Slotxx
4 Input Register(CHO)- XW0100 XAW0200 XAW0300 XW0400 XW0500
‘g_ Slotxx AW0101 AW0201 AW0301 AW0401 AW0501
£ Input Register(CH1)- XW0102 XW0202 AW0302 AW0402 XW0502
Slotxx AW0103 AW0203 AW0303 AW0403 AW0503
Input Register(CH2)- AW0104 AW0204 AW0304 AW0404 AW0504
Slotxx XW0105 AW0205 XW0305 AW0405 XW0505
Input Register(CH3)- AW0106 AW0206 AW0306 AW0406 AW0506
Slotxx XW0107 AW0207 AW0307 AW0407 XW0507
" Analog Output (CHO) MWO0104 MWO0204 MWO0304 MW 0404 MWO0504
@ Type- Slotxx
2 ['Analog Output (CH1) | MW0105 MW0205 MWO0305 MW 0405 MWO0505
ks Type- Slotxx
5 | Output Register(CHO)-| YWO0100 YW0200 YWO0300 YWO0400 YWO0500
S | Slotxx
3 [OutputRegister(CHI)-| YWO0101 YW0201 YW0301 YW0401 YWO0501
Slotxx
All analog modules are configured as shown above depending on their slot number. Beyond the

above each module must be setup individually.

Note: All settings are in decimal.
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6.2 TRPAIO0400L (4 Al)

Analog Input Range: Setin MW register as defined in 6.1 for each channel used.

Sr. No | Input Range MW Setting for Input Range Type
1 4 to 20mA 0
2 0 to 10V 1
3 -10 to 10V 2
4 0 to 20mA 3
Analog Output Range: None

6.3 TRPAIO0202L (2 Al, 2 AO)

Analog Input Range: Setin MW register as defined in 6.1 for each channel used.

Sr. No |Input Range MW Setting for Input Range Type
1 4 to 20mA 0
2 0 to 10V 1
3 -10 to 10V 2
4 0 to 20mA 3

Analog Output Range: Setin MW register as defined in 6.1 for each channel used.

Sr. No |OutputRange| MW Setting for Output Range Type
1 4 to 20mA 0
2 0to 10V 1
3 0 to 20mA 3
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6.4 TRPRTX0402 (4 Al, 2 AO)

Analog Input Range: Setin MW register as defined in 6.1 for each channel used.

Input Type [InputRange MW Setting for Input Range Type
Voltage 0 to 10V 1
0to 5V 6
Millivolt 0 to 50mV 5
0 to 100mV 4
mA 4 to 20mA 0
0 to 20mA 3
RTD Alpha 1 7
Alpha 2 8
PT1000 9
Thermocouple J 1
4
K 1
E 1
R 1
S 1
B 1
N 1
T 1

Analog Output Range: Setin MW register as defined in 6.1 for each channel used.

Output Range

Output Type MW Setting for Output Range Type
Voltage 0to 10V 2

0to 5V 1
mA 4 to 20mA 5

0 to 20mA 6

USB HOST OPERATION
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L 4 Downloading from USB Drive to OIS PLUS

L 4 Uploading from OIS PLUS unit to USB Drive

Page 105



7.1 Overview

The USB host port can be used to perform a download or an upload of an application to or from a USB memory
drive. This enables the user to update the OIS PLUS Series or download logging data without the use of a
personal computer. Only the touch screen based OIS PLUS-Series (OIS55 PLUS, OIS60 PLUS, OIS45E
PLUS, OIS70E PLUS, & OIS120A) support USB memory drives. The drives must be formatted FAT or FAT32.

The following USB memory drives are supported:

(i) Transcend: Model - JF V30 (1 GB)
(ii) Transcend: Model - JF V30 (2 GB)
(iii) Transcend: Model - JF V30 (4 GB)
(iv) Transcend: Model - JF V30 (8 GB)

(v) SanDisk: Model - Cruzer Micro (2 GB)
(V) SanDisk: Model - Cruzer Micro (4 GB)
(vii) Kingston: Model - DataTraveler (4 GB)
(viii) PNY: Model - Micro Attache (4 GB)
(ix) Sony: Model - Micro Vault (2 GB)

Note: Make sure to backup all data on the USB drive before connecting it with the OIS PLUS-Series.

To establish a connection between the USB drive and the OIS PLUS-Series proceed as follows:

1 Place the USB drive in the USB host port.

2 Anempty OIS PLUS (no application or no firmware) will automatically start the USB Host function when the
OIS PLUS detects a USB drive.

3 When running an application setting system bit s037 to 1 will start USB host function provided the USB
drive is connected.

Confirm Operation
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4. Click YES to continue. There will be a slight pause.
Please wait.. .
Enumerating Memory Drive.

5. Click Download or Upload.

Confirm Operation

7.2 Downloading from USB Drive to OIS PLUS:

In order to download an application from the USB memory drive tothe OIS PLUS, the following files must be
present in the USB Drive:

Folder Name: “OIS55 PLUS”
Application File Name: “OIS55 PLUS_APP.PZM",
Firmware File Name: “OIS55 PLUS FW.ABS”,

Font File Name: “FONT_File.BIN”,
Ladder File Name: “OIS55 PLUS_LD.BIN”

These files are stored on the computer that created the application. They must be copied to the USB memory
drive.

The following data can be downloaded to the OIS PLUS unit.
* Application e Firmware
* Fonts  Ladder

1) Connect the USB stick to the unit.
2) Click Download.

Pownload Ortions

EXIT
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3) Click APPLICATION to erase the old application and download the new application from the USB
memory drive tothe OIS PLUS.

Confirm Operation

Pownload oreration will overwrite
Aepplication in unit
This may take several minutes

4) The following message is displayed after downloading:

Download completed successfully

Click OK to finish. Repeat step 3 and 4 for firmware and fonts.

Note: This Download operation can be performed only when proper products folder is available in USB memory
drive
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7.3 Uploading from OIS PLUS to USB Drive:

The following data can be uploaded from OIS PLUS unit to the USB drive:
1. Application

2. Firmware

3. Application + logged data

4. Application + Historical alarm data

5. Fonts

6. Ladder

a) Connect the USB drive to the unit.
b) b) Click Upload.

Confirm Hpﬂrﬂrinﬂ

c) Click APPLICATION to upload the new application from the OIS PLUS unit to the USB drive.

Upload Options

2 5 i T FIIT
i
o

(11} T
T st

s EE L] I s Emey e m e &
I & 3

4 !
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d) The following message is displayed after uploading.

Message

Click OK to finish.

Repeat step 3and 4 if you need to upload any of the other options to the USB drive.
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USB UPLOAD AND DOWNLOAD

2 4 Upload an Application
4 Download an Application

* Device Information
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8.1 Upload

An application can be uploaded from the OIS PLUS unit. To upload an application first select the appropriate
communication port (serial or USB) for your computer by choosing “ Communication | Com Port” menu
option. To reach this “Communication” docker window; choose “Project | Transfer | Upload”. Attacha
computer to unit cable. From the “Communication” menu, click on the “Upload...” selection.

[ Project | Edt wiew  Sore

Tooks  Window Draw  Layout

B [
" Open Chrl+0
Close Chrl+F4
@ Save Ctri+s
Save As
Properties...
Import Text Objects. ..
Export Text Objects. ..
TransFer b | Dovnload. ..
B prirt... Chrl+P E§ Upload...
Compile F2 |
Run F5
Exit Alb+F4

OR

In the Upload dialog, check the “ Application” radio button and press the “ Upload” button to begin uploading
the application.

Upload from device

I ode Serial Settings
Serial
5B
Upload Options
[ Firrmaare download iz necessany if new protocaol on Hetwork
Configuration is added or changed. |
[ Logged Data
[ Historical Alarm Data
[ | 0z
[ Options << ] [ IJpload At
Ready

The user has todefine which communication port to use for uploading / downloading.
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In uploading, the application and the application plus logged data uploads can be performed.

1. Application

If this option is selected, only the application will be uploaded from the unit.

Note that tag and screen names can be uploaded only if the “Download tag names” option in “ Project Con-
figuration | Settings” was originally selected as shown below:

Project Configuration

Project Information | Ethernet | Alarm | Seftings |

Seftingz:
Screen saver Others
Enable []
Eraze Data Logger Memary &[]
Time [sec] | [1-5400)
Uzemame ETE @Dad Tag names
Fazzword : . b an 4

Froduct Infarmation

Product : FP4057TH-E
Maodel Details Image

Dizplay : 220k 240, OVGEA, 57" color TFT

T

oyl
P By

If this option was not selected, then the tag names and screen names are uploaded with default names such
as Tagl, Tag2 and Tag3. If the application used ladder logic block tasks, they cannot be uploaded. Ladder
block information would only be available from the original application file.

2. Application + Logged data
This option is selected if user wants to upload application and logger data. The application is uploaded first and

then the logger data.
The logged data is displayed in a csv format. The data can be viewed by selecting the “ Display Logged
Data” menu option located under “ Tools” as shown below:

m Help

Application Memory Status, .,

Display Logged Data. ..
Convert Application. .,

Preferences 3

The following errors may occur during uploading:
1 Device notresponding
This error indicates that no communication has been established between the computer and the OIS PLUS
unit. The probabilities for this situations will be:
@ Unit is not connected to PC.
(i) Unit is not connected to selected port (Serial & USB)
(iii)  Selected port is not working

) Unit power is off.
V) Connecting cable (Serial &/or USB is not working)
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2 Port is either busy or does not exist
This error occurs if you try to upload in unit while serial port is busy.

8.2 Download

To download an application into the unit, either click on “ Download” button from the Tool station or choose
“Project | Transfer” menu option as shown below:

| Project | Edit  View Soeen  Tools  MWindow - Draw  Layout
LY Mew > pData - EdiDats - Advanced Ob
E“",'g Open... Chrl+
© Close Chrl+F4
HE_E Save Chrl+5
Save As...
Properties. ..
Import Texk Chjects, .. @ .
e oA ()
Export Text Objects.., @_E |f]' :*1"
| Transfer » |@ Download.,
4 |
=4 Prit... Chrl+p E§  Upload...
{é}é Compile Fa
@ Run F5
Exit Alt+F4 OR

After linking, the following window will display:

Download to device

X

Mode Serial Sethings
Serial 2 2
USE Lo Fort
Etheret

Download Optioks

[] Firrewsare [ Firmware download is necessary if new protocol on Network
Configurahion iz added or changed. |

Project
Application [] Data |Logged Data
[] Ladder [] Fant Ethernet Settings

Device Settings
Autornatically put unit in halt mode before download

Automatically put unit inun mode after dovwnload

[] Initialize keep memary area after download

Initialize all device reqisters except keep memony after download

0%

[ )

Cloze

[ Optiohs << ] [ Download ] Abort
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Com Port —Used to select which communication port to use for downloading. By default Com1 is selected.
Any changes are stored with the OIS PLUS program.

Download Options

1. Application
Select this option to download the application to the unit.

2. Firmware
Firmware needs to be downloaded when:
1. Before downloading the application for the first time.
2. Ifanew PLC node is either added or deleted in the Network configuration.
3. Upgrading firmware in the unit to newer version.
4. Before downloading applications created in older versions of software.

3. Font
Select this option to download fonts to unit. This option needs to be selected if the default fonts have been
modified.

4. Ladder

Select this option to download ladder blocks to the unit. This option needs to be selected if the ladder logic

blocks have been modified.

In the “Device Settings” section, user can see disabled options as:

(i) Initialize keep memory area after download:
This is option provided for user to initialize the Keep Memory Area to default values (Zero) after
download, If this option is not selected, the values in this Memory Area will be retained after Download
of Program (Firmware / Application / Ladder)

(ii) Initialize all device registers except keep memory after download:
This is option provided for user to initialize the Device Registers (Like D,BW,YW ) of HMI except Keep
Memory Area (system Parameters) to default Values (Zero), If this option is not selected, the values in
this Memory Area will be retained after Download of Program (Firmware /Application /Ladder).

(iii) Initialize keep memory area after download:
If user enables this option, it will clear the keep memory area defined in system parameters, unless it
will be kept retentive.

(iv) Initialize all device register except keep memory area after download:
This option is provided to clear all memory area except data from “Keep Memory Area”

Note:
AtPower Cycle Only the User specified Keep memory Area is retained and other device Registers are
initialized to Zero. Download options are applicable only at the time of Download of Program.

Download Button - Click this button to start the downloading.
Abort Button - Click on this button to stop the downloading.
The following errors may occurduring Downloading:

1 Product mismatch
This error occurs if you, prepare an application for one type of OIS PLUS and try to download it to another type.

2 Port is either busy or not exist
This error occurs if you try to upload in unit while serial port is busy.

3. Device not responding
This error indicates that no communication has been established between the computer and the unit. The
probabilities for this situations will be:

0] Unit is not connected to PC.

(ii) Unit is not connected to selected port (Serial & USB)

(i)  Selected port is not working

) Unit power is off.

V) Connecting cable (Serial &/or USB is not working)
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8.3 Device Information

Device information is used to detect the information suchas model name, bootblock / hardware /firmware
version of base and expansion models as well as user can upgrade firmware of expansion modules.

User can selectdevice information from menu View -> Device Information:

Product Information |E|
: Slot Mo, | Model Name ' Boothlock Yersian | Firmwaare Version | Upagrade Firmware
S ezt Jam [ Upgede ]
. {1 ' Nnt Connected :_ e |[ ]
— ETR v a— T 0 |
|3 Mot Connected P |- [ ﬂ
. 4 ENDI Connected i - :[- ]
% 5 FPEDOS0EN \am 500 [ Uparade '

[ Automatically put unit in halt mode befare download

[ ] Automaticaly put unit in run mode after download

[ | 0%

Ready

Expansion Firmware Upgrade Scheme:

If the firmware version present in connected expansion module is lower as compared to the one present in
latest OIL-DS Build, the user if required can upgrade the firmware version of the connected expansion module.

Steps to upgrade the Expansion Module Firmware:

Step 1: Click View -> Device Information.

Step 2: On the expansion module you need to upgrade, click on respective Upgrade button. (Upgrade is only
applicable to Expansion Modules by this utility, to upgrade the base firmware use download button).

Step 3: Select proper download mode i.e. automatically put unit in HALT mode before download, so that
download can be done successfully.

Step 4: If automatically put unit in run mode after download is ticked, than the unit will be in RUN mode when
unit gets soft-restart after expansion download is completed and if it is not enabled, the unit will be in
HALT mode after download is completed.

Step 5: Download is possible only when the expansion firmware in modules is of lower version as compared to
expansion firmware version present in OIL-DS.

Step 6: After successful download the device information needs to be reopened again to view updated
information.

Note:
Once the firmware of expansion is upgraded the older version cannot be installed.
Device Information and Expansion firmware upgrade is applicable on USB port only.

User cannot find the Device information through the view menu if USB cable not connected to the unit.
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USB DRIVER INSTALLATION
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9.1 USB Driver Installation Guide

Please follow the steps to install the USB driver for TRP Series HMI.

1. Power on the HMI without connecting USB cable to it.
2. Use USB A to B cable to connect HMI to PC.
3. Connect B type end of cable to HMI 2 1
=7
4, Connect Atype end of cable to PC
1 2 3 4
5. After connecting cable, PC will detect the HMI and will show pop up message on system tray.

i) Found New Hardware
II3E Device

6. Windows will automatically open a Found New Hardware Wizard

Found Mew Hardware Wizard

Welcome to the Found N
Hardware Sgject ) Na. net this time

Windaws will zearch for curent and updat
looking on pyour computer, on the kardwan
the *indows Lpdate ‘Web zite [with pour |

Fead our privacy policy

Can "Windows connect o Wwindows Lpdal
software?

(1 ez, thiz time only
() Yes, now and every time | connect
{(#) Mo, not thiz time

Click Mest to continue.

Mext

7. (To awid search for windows updater tosearch for this driver on Web)

8. Click to continue.
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9.

10.

11.
12.

Following window will appear:

Found Mew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helpz you install software faor;

LISE Device

: ') If your hardware came with an installation CD

Qﬁ’ of floppy disk. inzert it now.

whhat do you want the wizard b0 do?

(0 Inztall the software automatically [Fecommended]
%) Install fram a list or specific lacation [Advanced)

Click Mewst bo continue.,

[ Mest = ][ Cancel

Select (&) Install fram a list or specific location [Advanced)

Click to continue.

Following window will appear:

Found New Hardware Wizard
Pleaze choosze your zearch and installation options. :‘g

() Search for the best driver in these locations.

Ize the check boxes below to limit or expand the default zearch, which includes local
pathz and remaovable media. The best driver faund will be installed.

(%) Don't zearch. | wil chooze the driver ta install

Choogze thiz option to select the device driver from a ligt. SWindows does not guarantes that
thie driver you chooze will be the best match for vour hardware,

< Back “ Mest > ][ Cancel
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13.
14.

15.

16.

Select the {#) Don't search. | wil choose the driver to install, option and click m to continue.

Following screen will appear:

Found New Hardware Wizard

Hardware Type.

Select a hardware type, and then click Hest.

Common hardware ypes:

%20 1394 Debugger Device =
&5 61883 Device Class

&g T Device Class

& Batteries

@ Bluetooth R adios

‘i Computer

“e Digk drives
I -_ﬂ_ Mienlzu ad=anbars

[

l ¢ Back ” Mewt » J[ Cancel

Select “Show All Devices” and click Next

Following screen will appear:

Found New Hardware Wizard

Select the device driver you want to install for this hardware. E%

Select the manufacturer and model of your hardware device and then click Mext IF pou
have a dizk that containg the driver pou want to install, click Hawve Dizk.

| Marufacturer b | | Madel ol
[Standard CO-ROM drives) ~ || S CD-ROM Drive (force CODA accurate] = |
{g:::g::g LZEhﬂDLﬁi?Tﬂpl ol S CO-ROM Drive [force CODA inaccurate)

(Standard s_l,lérltem s il | ?ED-HDM Crrive [force IMAFI dizable]

§ "y || SFCD-ROM Diive (IMAPI settings 0.1)

|
e ]l
_— e — .'T":'.b_"_."."."..'._."ﬂ.'..'_ﬂ._'. i 47 VB aTons v Ty I =i . b -

¥ This driver is digitally signed.
Tell me why driver signing 1z imporkant

¢ Back ][ MHest > ][ Cancel ]
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17. Select autton, which will open a dialogue box as shown below:

astall from Disk = 7 Installed Directory
Inseit the manfacturer's netalabon dik. and then I Config
make suie that the conect dive = seleciad below, ) Drivers
e
+ ) HIO
# | Images
) Ple
L) Projects
Copy manufachurer's fies fiom; U Rasul
Installed Directory'WSBDrivers v [ Biome, | £ UsBDrivers

18. The USB drivers are provided in the TR PGM software. Click or%and select the path
...\Installed Directory\USB Drivers

19 Click

20. Following window will appear:

Found Mew Hardware Wizard

Select the device driver you want to install for this hardware.

Select the manufacturer and model of vour hardware device and then click Mest [f pou
have a dizk that containz the driver you want to ingtall, click Have Disk.

Show compatible hardware

| Modsl |
HI USE Device ‘

& This driver iz not digitally signed!

Tell me whi driver signing iz imporkant

< Back ]uexw | [ Caticel ]
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21.

22.

23.
24,

25.

26.

Select HMIUSE Device  fom Model and Click to continue.

The driver installation will start with following warning:

Hardware Installation

| | "_\ The zoftware pou are installing for this hardware:
L
Hil USE Device

haz not pazzed Windows Logo testing to verify ks compatibiliby
with Windows 2P, [Tell me why thiz testing iz important. ]

Continuing your installation of thiz zoftware may impair
or deztabilize the commect operation of your system
either immediately or in the future. Microsoft strongly
recommends that pou stop thiz inztallation now and
contact the hardware vendor for zoftware that has
passed Windows Logo testing.

[ Contire Aneyay I L%TDPInstallatinn

Continue Anyway ]

Click on to continue installation.

Windows will automatically create a system restore point and will install the driver.

After complete installation following window will appear:

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finizhed installing the zoftware for;

@ H| USE Device

Chek Finish to cloze the wizard,

inih

Click on [ 1 to end installation.
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27. Following popup window will appear on systemtray to indicate successful installation.

j,a' Found New Hardware o

Your new hardware is installed and ready to use,

{ Note: Windows might skip some of the windows, while installing the driver on USB ports. ]

9.2 Cannot Install the HMI USB Driver

All OIS PLUS hawe at least one Com port. The OIS PLUS can be programmed and monitored thru the COM 1
port using the serial cable IBM-0909-1-00. This cable can be purchased from Toshiba or made as follows:

Computer Side OIS PLUS Side

I _," I-: If
| 7/ HIf T
] I"'Hl"b-__ !

DB 9 FEMALE Shield wire DB 9 MALE
(RS232) (RS232)
SIGHALS PIN# PIN # SIGHALS

1 1

RXD 2 1 2 TRD

TXD 3 3 RXD
4 4

sG 5 -— 5 3G
3] &
T T
8 ]
9 9

Shield wire

DO NOT connect any other wires than those shown above. Other pins are used for different purposes and
connecting these could interfere with the programming cable.
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DES FEMALE PINOUTS DBS MALE PINOUTS
(ECHNDC1000) (FCNDCA01D)
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