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Toto	toilet	installation	guide

Toto	washlet	installation	guide.		Installera	toalettstol.		

Are	you	thinking	of	upgrading	your	bathroom	but	have	no	idea	how	to	install	a	TOTO	toilet?	If	so,	follow	our	step-by-step	installation	guide	below.	TOTO	toilets	are	equipped	with	modern	features	you’re	sure	to	love.	For	instance,	it	offers	heated	seats,	an	air-purifier	system,	a	bidet	cleansing	feature,	and	a	dryer	eliminating	the	need	for	toilet	paper.
Additionally,	with	TOTO	toilets,	you	don’t	have	to	worry	about	forgetting	to	close	the	lid,	since	the	majority	of	TOTO	models	come	with	a	self-closing	seat	system.	Before	you	decide	which	model	of	TOTO	toilet	to	install	in	your	bathroom,	you	may	want	to	consider	features	like	the	flushing	system,	water	consumption,	and	configuration	alternatives.
TOTO	toilet	brand	manufactures	several	models	of	toilets	that	fit	almost	any	bathroom	design.	They	produce	both	one	and	two-piece	models	and	several	environmentally-friendly	low-flush	models.	NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	TOTO	toilets	are	typically	installed	in
traditional	homes,	high-end	hotels,	restaurants,	airports,	stadiums,	and	many	other	buildings.	What’s	Required	to	Install	a	TOTO	Toilet?	TOTO	toilet	Wrench	Plumbing	tape	Power	drill	and	bit	Measuring	tape	Plumber’s	putty	Caulk	Wax	ring	Screwdriver	Plumber	s	level	Steps	for	Installing	a	TOTO	Toilet	TIP:	The	installer	should	read	the	owner’s
manual	to	prevent	possible	damage	to	the	toilet.	Ensure	no	debris	remains	on	the	closet-flange	(a	round,	ring-like	material	made	from	either	plastic	or	metal	surrounding	the	drain	surface).	After	clearing	the	debris,	insert	the	mounting	bolts	to	immediately	and	correctly	secure	the	toilet.	Position	the	front	side	of	each	bolt	inside	the	flange	and	ensure
each	bolt’s	thread	faces	upward.	Second	Step	Flip	the	TOTO	toilet	bowl	upside	down.	Set	the	toilet	on	a	soft	surface	to	prevent	damage.	Place	the	wax-ring	onto	the	lowest	part	of	the	toilet	bowl	and	turn	the	bowl	upright.	Align	the	mounting	bolts	with	the	existing	holes	on	the	lowest	part	of	the	toilet	bowl.	After	correctly	positioning	the	toilet,	push	it
down	to	properly	seal	the	space	between	the	flange	and	wax-ring.	Place	each	nut	onto	each	bolt	thread	and	prepare	to	mount	them	on	the	bolts.	
Ensure	all	nuts	are	uniformly	tightened	(as	you	would	when	changing	a	car	tire).	CAUTION!	Avoid	excessively	tightening	the	bolts	to	prevent	damage	to	the	toilet	bowl.	Third	Step	Rotate	the	toilet	tank	side	to	side	to	ensure	all	nuts	and	gaskets	have	been	securely	and	correctly	fitted,	particularly	the	tank	onto	the	dish	gasket.	Next,	install	the	toilet
tank	onto	the	dish	gasket,	then	insert	your	bolts.	Position	a	rubber	washer	between	the	lowest	part	of	your	tank	and	the	front	side	of	the	bolt.	After	securing	both	bolts	into	the	tank,	install	the	tank	onto	the	toilet	bowl.	
Ensure	all	bolts	are	correctly	aligned	with	the	holes	on	the	toilet	bowl.	Begin	by	hand-tightening	each	bolt	onto	the	lowest	part	of	the	toilet	bowl	and	use	a	wrench	to	securely	tighten.	Fourth	Step	Attach	the	water	intake	and	outlet	for	your	TOTO	toilet	(you	may	use	any	available	system	but	ensure	it	fits	your	toilet	model).	

TOTO	toilet	brand	manufactures	several	models	of	toilets	that	fit	almost	any	bathroom	design.	They	produce	both	one	and	two-piece	models	and	several	environmentally-friendly	low-flush	models.	NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	TOTO	toilets	are	typically	installed	in
traditional	homes,	high-end	hotels,	restaurants,	airports,	stadiums,	and	many	other	buildings.	What’s	Required	to	Install	a	TOTO	Toilet?	TOTO	toilet	Wrench	Plumbing	tape	Power	drill	and	bit	Measuring	tape	Plumber’s	putty	Caulk	Wax	ring	Screwdriver	Plumber	s	level	Steps	for	Installing	a	TOTO	Toilet	TIP:	The	installer	should	read	the	owner’s
manual	to	prevent	possible	damage	to	the	toilet.	Ensure	no	debris	remains	on	the	closet-flange	(a	round,	ring-like	material	made	from	either	plastic	or	metal	surrounding	the	drain	surface).	After	clearing	the	debris,	insert	the	mounting	bolts	to	immediately	and	correctly	secure	the	toilet.	

TOTO	toilet	brand	manufactures	several	models	of	toilets	that	fit	almost	any	bathroom	design.	They	produce	both	one	and	two-piece	models	and	several	environmentally-friendly	low-flush	models.	NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	

Before	you	decide	which	model	of	TOTO	toilet	to	install	in	your	bathroom,	you	may	want	to	consider	features	like	the	flushing	system,	water	consumption,	and	configuration	alternatives.	TOTO	toilet	brand	manufactures	several	models	of	toilets	that	fit	almost	any	bathroom	design.	They	produce	both	one	and	two-piece	models	and	several
environmentally-friendly	low-flush	models.	NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	TOTO	toilets	are	typically	installed	in	traditional	homes,	high-end	hotels,	restaurants,	airports,	stadiums,	and	many	other	buildings.	What’s	Required	to	Install	a	TOTO	Toilet?	TOTO	toilet	Wrench
Plumbing	tape	Power	drill	and	bit	Measuring	tape	Plumber’s	putty	Caulk	Wax	ring	Screwdriver	Plumber	s	level	Steps	for	Installing	a	TOTO	Toilet	TIP:	The	installer	should	read	the	owner’s	manual	to	prevent	possible	damage	to	the	toilet.	

NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	TOTO	toilets	are	typically	installed	in	traditional	homes,	high-end	hotels,	restaurants,	airports,	stadiums,	and	many	other	buildings.	
What’s	Required	to	Install	a	TOTO	Toilet?	TOTO	toilet	Wrench	Plumbing	tape	Power	drill	and	bit	Measuring	tape	Plumber’s	putty	Caulk	Wax	ring	Screwdriver	Plumber	s	level	Steps	for	Installing	a	TOTO	Toilet	TIP:	The	installer	should	read	the	owner’s	manual	to	prevent	possible	damage	to	the	toilet.	Ensure	no	debris	remains	on	the	closet-flange	(a
round,	ring-like	material	made	from	either	plastic	or	metal	surrounding	the	drain	surface).	After	clearing	the	debris,	insert	the	mounting	bolts	to	immediately	and	correctly	secure	the	toilet.	Position	the	front	side	of	each	bolt	inside	the	flange	and	ensure	each	bolt’s	thread	faces	upward.	Second	Step	Flip	the	TOTO	toilet	bowl	upside	down.	Set	the
toilet	on	a	soft	surface	to	prevent	damage.	Place	the	wax-ring	onto	the	lowest	part	of	the	toilet	bowl	and	turn	the	bowl	upright.	Align	the	mounting	bolts	with	the	existing	holes	on	the	lowest	part	of	the	toilet	bowl.	After	correctly	positioning	the	toilet,	push	it	down	to	properly	seal	the	space	between	the	flange	and	wax-ring.	Place	each	nut	onto	each



bolt	thread	and	prepare	to	mount	them	on	the	bolts.	Ensure	all	nuts	are	uniformly	tightened	(as	you	would	when	changing	a	car	tire).	CAUTION!	Avoid	excessively	tightening	the	bolts	to	prevent	damage	to	the	toilet	bowl.	Third	Step	Rotate	the	toilet	tank	side	to	side	to	ensure	all	nuts	and	gaskets	have	been	securely	and	correctly	fitted,	particularly
the	tank	onto	the	dish	gasket.	Next,	install	the	toilet	tank	onto	the	dish	gasket,	then	insert	your	bolts.	Position	a	rubber	washer	between	the	lowest	part	of	your	tank	and	the	front	side	of	the	bolt.	
After	securing	both	bolts	into	the	tank,	install	the	tank	onto	the	toilet	bowl.	
Ensure	all	bolts	are	correctly	aligned	with	the	holes	on	the	toilet	bowl.	Begin	by	hand-tightening	each	bolt	onto	the	lowest	part	of	the	toilet	bowl	and	use	a	wrench	to	securely	tighten.	Fourth	Step	Attach	the	water	intake	and	outlet	for	your	TOTO	toilet	(you	may	use	any	available	system	but	ensure	it	fits	your	toilet	model).	While	connecting	the	water
supply,	ensure	you	position	the	nut	threads	at	the	bottom-most	part	of	your	tank	where	the	ballcock	is	located.	Carefully	hand-tighten	as	using	a	wrench	may	damage	or	break	the	plastic	ballcock.	Open	your	toilet’s	water	supply	tap	and	fill	the	tank.	

NOTE:	Some	TOTO	toilet	models	have	a	special	PVC	outlet	pipe	that	must	be	fitted	before	installing	the	toilet.	
TOTO	toilets	are	typically	installed	in	traditional	homes,	high-end	hotels,	restaurants,	airports,	stadiums,	and	many	other	buildings.	What’s	Required	to	Install	a	TOTO	Toilet?	TOTO	toilet	Wrench	Plumbing	tape	Power	drill	and	bit	Measuring	tape	Plumber’s	putty	Caulk	Wax	ring	Screwdriver	Plumber	s	level	Steps	for	Installing	a	TOTO	Toilet	TIP:	The
installer	should	read	the	owner’s	manual	to	prevent	possible	damage	to	the	toilet.	Ensure	no	debris	remains	on	the	closet-flange	(a	round,	ring-like	material	made	from	either	plastic	or	metal	surrounding	the	drain	surface).	After	clearing	the	debris,	insert	the	mounting	bolts	to	immediately	and	correctly	secure	the	toilet.	Position	the	front	side	of	each
bolt	inside	the	flange	and	ensure	each	bolt’s	thread	faces	upward.	Second	Step	Flip	the	TOTO	toilet	bowl	upside	down.	Set	the	toilet	on	a	soft	surface	to	prevent	damage.	
Place	the	wax-ring	onto	the	lowest	part	of	the	toilet	bowl	and	turn	the	bowl	upright.	Align	the	mounting	bolts	with	the	existing	holes	on	the	lowest	part	of	the	toilet	bowl.	After	correctly	positioning	the	toilet,	push	it	down	to	properly	seal	the	space	between	the	flange	and	wax-ring.	Place	each	nut	onto	each	bolt	thread	and	prepare	to	mount	them	on
the	bolts.	Ensure	all	nuts	are	uniformly	tightened	(as	you	would	when	changing	a	car	tire).	CAUTION!	Avoid	excessively	tightening	the	bolts	to	prevent	damage	to	the	toilet	bowl.	Third	Step	Rotate	the	toilet	tank	side	to	side	to	ensure	all	nuts	and	gaskets	have	been	securely	and	correctly	fitted,	particularly	the	tank	onto	the	dish	gasket.	Next,	install
the	toilet	tank	onto	the	dish	gasket,	then	insert	your	bolts.	Position	a	rubber	washer	between	the	lowest	part	of	your	tank	and	the	front	side	of	the	bolt.	After	securing	both	bolts	into	the	tank,	install	the	tank	onto	the	toilet	bowl.	
Ensure	all	bolts	are	correctly	aligned	with	the	holes	on	the	toilet	bowl.	Begin	by	hand-tightening	each	bolt	onto	the	lowest	part	of	the	toilet	bowl	and	use	a	wrench	to	securely	tighten.	Fourth	Step	Attach	the	water	intake	and	outlet	for	your	TOTO	toilet	(you	may	use	any	available	system	but	ensure	it	fits	your	toilet	model).	While	connecting	the	water
supply,	ensure	you	position	the	nut	threads	at	the	bottom-most	part	of	your	tank	where	the	ballcock	is	located.	Carefully	hand-tighten	as	using	a	wrench	may	damage	or	break	the	plastic	ballcock.	Open	your	toilet’s	water	supply	tap	and	fill	the	tank.	CAUTION!	To	avoid	water	or	odor	leakage,	ensure	the	wax	seal	is	securely	fitted.	Fifth	Step	Install
your	TOTO	toilet	tank	lid.	After	following	each,	if	you	don’t	detect	any	leakage,	set	the	tank	cover	on	top	of	the	tank.	Now	you’re	ready	to	install	the	toilet	seat.	
Ensure	the	toilet	seat	securely	fits	your	toilet	bowl.	Fix	the	bolts	onto	the	holes	in	the	toilet	bowl.	Hand-tighten	each	nut	placed	onto	the	lowest	part	of	the	seat	and	use	a	wrench	or	screwdriver	if	necessary	to	securely	fasten.	
NOTE:	Tighten	the	seat-bolts	until	the	hinge	is	secured.	Your	TOTO	toilet	seat	and	lid	may	have	a	slight	side-side	motion.	This	is	normal.	Avoid	pushing	or	kicking	the	toilet	to	prevent	damage.	Avoid	dropping	any	hard	objects	into	the	toilet	as	this	may	cause	leakage.	Avoid	cleaning	the	toilet	with	strong	detergents	that	may	cause	damage.	Avoid	using
hot	water	on	a	cold	toilet	to	prevent	damage.	Also,	avoid	adding	cold	water	to	the	toilet	tank.	This	may	cause	condensation,	especially	in	cold	weather.	If	cracking	occurs,	avoid	using	the	toilet	as	this	may	result	in	serious	injury.	
Instead,	repair	it	or	install	a	new	one.	HOW	TO	INSTALL	A	TOTO	TOILET	1	Make	sure	that	any	and	all	debris	is	cleared	away	from	the	closet	flange	(the	plastic	or	metal	ring	that	surrounds	the	drain	in	the	ground).	Once	clear,	put	in	the	mounting	bolts,	these	will	hold	the	toilet	in	place.	Put	the	head	of	the	bolt	into	the	flange	so	that	the	threads	face
upward.	2	Get	the	toilet	bowl	and	turn	it	upside	down.	It	may	be	good	to	place	the	toilet	on	some	sort	of	fabric	or	even	on	your	carpet	to	avoid	damage	to	it.	Install	the	wax	ring	on	the	bottom	of	the	bowl	and	then	turn	the	bowl	right	side	up.	Line	up	the	holes	on	the	bottom	of	the	bowl	with	the	mounting	bolts	on	the	ground.	Once	your	toilet	is	in	the
position	that	you	want	it	to	be	and	lined	up,	press	it	down	to	create	a	seal	between	the	flange	and	the	wax	ring.	Install	the	nuts	on	the	threads	of	the	mounting	bolts.	Make	sure	you	tighten	the	nuts	evenly	(like	you	would	when	putting	the	wheels	on	a	car).	Also	be	careful	not	to	tighten	the	bolts	too	much	as	they	can	crack	the	toilet	bowl.	
Advertisement	3	Turn	the	tank	around	and	make	sure	that	all	the	nuts	and	gaskets	are	in	their	proper	place,	especially	check	the	tank	to	bowl	gasket.	Install	the	tank	to	bowl	nuts	and	bolts.	Make	sure	that	the	rubber	washer	is	between	the	head	of	the	bolt	and	the	bottom	of	the	inside	of	the	tank.	Once	you	have	both	bolts	in	the	tank,	pick	it	up	and
attach	it	to	the	bowl.	Line	up	the	bolts	in	the	holes	of	the	toilet	bowl.	Hand	tighten	the	bolts	on	the	bottom	of	the	bowl	as	far	as	you	can,	and	then	tighten	them	a	little	more	with	a	wrench.	4	Hook	up	the	water	supply	(this	can	be	a	braided	hose,	plastic	closet	supply,	or	a	chrome	closet	supply).	The	nut	should	thread	onto	the	bottom	of	the	tank	where
the	ballcock	is	found.	It	is	important	to	only	hand	tighten	this	connection	since	using	a	wrench	can	easily	break	the	plastic	threads	of	the	ballcock.	Open	up	the	supply	valve	found	on	the	wall	or	the	floor	so	water	can	fill	up	the	tank.	5	Replace	the	tank	lid.	
Once	these	steps	have	been	accomplished	and	there	aren’t	any	leaks	detected,	put	the	tank	lid	on	top	of	the	tank	to	protect	the	parts	within	it.	Install	your	toilet	seat.	Make	sure	that	it	matches	up	with	the	kind	of	toilet	you	have	(i.e.	a	round	seat	for	a	round	bowl	toilet).	Place	the	bolts	through	the	holes	provided	on	the	toilet	bowl.	Hand	tighten	the
nuts	that	go	on	the	bottom	of	the	seat	and	then	use	a	screwdriver	and	wrench	if	needed	to	fully	secure	the	seat.	
Advertisement	Ask	a	Question	Advertisement	wikiHow	is	a	“wiki,”	similar	to	Wikipedia,	which	means	that	many	of	our	articles	are	co-written	by	multiple	authors.	To	create	this	article,	volunteer	authors	worked	to	edit	and	improve	it	over	time.	This	article	has	been	viewed	43,369	times.	Co-authors:	7	Updated:	January	31,	2019	Views:	43,369
Categories:	Toilets	Print	Send	fan	mail	to	authors	Thanks	to	all	authors	for	creating	a	page	that	has	been	read	43,369	times.	Guide	d'installation	/	Guida	per	l'installazione	●	Before	installation,	be	sure	to	read	this	installation	manual	and	the	separate	safety	precautions	sheet.	
Mount	parts	properly	according	to	the	directions.	●	Lesen	Sie	vor	der	Installation	unbedingt	diese	Installationsanleitung	und	das	separate	Sicherheitshinweisblatt	durch.	Montieren	Sie	die	Teile	entsprechend	den	Anweisungen.	●	Avant	l'installation,	veuillez	bien	lire	ce	manuel	d'installation	et	la	feuille	séparée	sur	mesures	de	sécurité.	Montez
correctement	les	pièces	conformément	aux	instructions.	●	Prima	dell'installazione,	assicurarsi	di	leggere	questo	manuale	di	installazione	e	il	foglio	di	avvertenze	per	la	sicurezza	separato.	
Montare	le	parti	correttamente	a	seconda	delle	direzioni.	Precautions	before	installation	/	Vorsichtsmaßnahmen	vor	der	Installation	●Turn	on	the	electricity	and	water	supply	for	the	product	only	after	all	other	installation	work	is	complete.	EN	●Do	not	damage	the	connection	components	on	the	water	supply	hose	(C-2).	●The	water	supply	pressure
ranges	from	0.1	MPa	-	1.0	MPa	.	Use	the	unit	within	the	said	pressure	range.	●The	temperature	of	the	water	supply	should	be	within	a	range	of	0	to	35°C.	Make	sure	the	temperature	is	within	this	range.	●Working	ambient	temperature	is	within	the	range	of	0	to	40°C.	Make	sure	the	temperature	is	within	this	range.	●Do	not	use	water	supply	hoses
(C-2)	other	than	those	supplied	with	the	product.	*Because	a	water	flow	test	is	conducted	on	each	product	at	the	factory,	water	may	remain	inside	the	product.	This	water	does	not	indicate	a	problem	with	the	product.	●Check	that	the	product	is	electrically	grounded	appropriately.	(If	a	ground	is	not	installed,	a	breakdown	or	electrical	current	leak
may	result	in	electrical	shock.)	●Prepare	an	outlet	position	in	advance	that	conforms	to	the	regulations	in	your	country.	●Schließen	Sie	die	Installation	vollständig	ab,	bevor	Sie	das	Gerät	mit	Strom	oder	Wasser	versorgen.	DE	●Achten	Sie	darauf,	die	Anschlußteile	des	Wasserzulaufschlauches	(C-2)	nicht	zu	beschädigen.	●Der	Wasserdruck	reicht	von
0,1	MPa	-	1,0	MPa	.	Verwenden	Sie	das	Gerät	innerhalb	des	angegebenen	Druckbereichs.	●Die	Wassertemperatur	muss	zwischen	0	und	35°C	liegen.	Vergewissern	Sie	sich,	dass	die	Temperatur	innerhalb	dieses	Bereichs	liegt.	●Die	Umgebungstemperatur	während	des	Betriebs	muss	zwischen	0	und	40°C	liegen.	Vergewissern	Sie	sich,	dass	die
Temperatur	innerhalb	dieses	Bereichs	liegt.	●Verwenden	Sie	nur	Wasserzulauf-Schläuche	(C-2)	die	zusammen	mit	dem	Produkt	geliefert	worden	sind.	*Da	für	jedes	Produkt	im	Werk	eine	Wasserdurchlaufprüfung	vorgenommen	wird,	kann	im	Produkt	noch	eine	geringe	Menge	Wasser	vorhanden	sein.	Dieses	Wasser	im	Produkt	stellt	allerdings	kein
Problem	dar.	●Überprüfen	Sie,	dass	das	Produkt	angemessen	elektrisch	geerdet	ist.	(Ist	kein	Erdanschluss	installiert,	besteht	bei	Störung	oder	elektrischem	Kriechstrom	Stromschlaggefahr.)	●Bestimmen	Sie	eine	Steckdosen-Position,	die	den	in	Ihrem	Land	geltenden	Vorschriften	entspricht.	●Ne	mettez	en	marche	l'alimentation	électrique	et
l'alimentation	en	eau	du	produit	que	lorsque	tous	les	autres	travaux	d'installation	sont	terminés.	FR	●N'endommagez	pas	les	extrémités	de	branchement	du	flexible	d'alimentation	en	eau	(C-2).	●La	plage	de	pression	d'alimentation	en	eau	est	comprise	entre	0,1	MPa	et	1,0	MPa	.	Utilisez	l'unité	se	trouvant	à	l'intérieur	de	ladite	pression.	●La
température	de	l'alimentation	en	eau	devrait	se	trouver	dans	une	plage	de	0	à	35°C.	Assurez-vous	que	la	température	se	trouve	dans	cette	plage.	●La	température	ambiante	de	fonctionement	varie	entre	0	à	40°C.	Assurez-vous	que	la	température	est	dans	cette	zone.	●N'utilisez	pas	de	tuyau	souple	d'alimentation	en	eau	(C-2)	autres	que	celles
fournies	avec	le	produit.	*Compte	tenu	du	fait	que	chaque	produit	subit	un	test	d'écoulement	de	l'eau	en	usine,	il	peut	rester	de	l'eau	dans	le	produit.	La	présence	de	l'eau	n'indique	pas	une	anomalie	du	produit.	●Vérifiez	qu'une	mise	à	la	terre	appropriée	soit	installée.	(Si	la	mise	à	la	terre	n'est	pas	installée,	en	cas	de	panne	ou	de	fuite	de	courant
électrique,	l'absence	de	mise	à	la	terre	pourrait	engendrer	un	choc	électrique.)	●Disposez	d'avance	une	prise	conforme	aux	réglementations	de	votre	pays.	●Non	dare	corrente	all'apparecchio	e	non	attivare	l'erogazione	dell'acqua	finché	l'installazione	non	sarà	completata.	IT	●Fare	attenzione	a	non	danneggiare	le	parti	collegate	all'estremità	del	tubo
flessibile	di	ingresso	acqua	(C-2).	●La	gamma	di	pressione	di	alimentazione	dell'acqua	è	0,1	MPa	-	1,0	MPa	.	Utilizzare	l'unità	entro	la	gamma	di	pressione	indicata.	●La	temperatura	dell'acqua	deve	essere	compresa	tra	0	e	35°C.	Assicurarsi	che	la	temperatura	sia	entro	questa	gamma.	●La	temperatura	ambiente	di	funzionamento	è	compresa	tra	0	e
40°C.	Assicurarsi	che	la	temperatura	sia	entro	questa	gamma.	●Non	utilizzare	flessibili	di	alimentazione	dell'acqua	(C-2)	ediversi	da	quelli	forniti	con	il	prodotto.	*Poichè	viene	effettuata	una	prova	di	flusso	dell'acqua	su	ciascun	prodotto	alla	fabbrica,	potrebbe	rimanere	dell'acqua	all'interno	del	prodotto.	La	presenza	di	questa	acqua	non	è	indice	di	un
problema	con	il	prodotto.	●Verificare	che	il	prodotto	sia	adeguatamente	messo	a	terra.	(se	non	è	prevista	una	messa	a	terra,	un'interruzione	o	una	fuga	di	corrente	potrebbe	causare	shock	elettrico).	●Predisporre	anticipatamente	una	presa	di	corrente	che	sia	conforme	alle	norme	in	vigore	nel	vostro	paese.	Installation	Guide	/	Installationsanleitung
Avant	d'installer	le	Washlet	/	Precauzioni	prima	dell'installazione	Power	cord	length	/	Länge	des	Netzkabels	Longueur	du	cordon	d'alimentation	/	Lunghezza	del	cavo	di	alimentazione	Voltage	/	Voltagem	/	Tension	/	Voltaggio	Rated	power	consumption	/	Nennleistungsverbrauch	Consommation	nominale	/	Consumo	nominale	Maximum	power
consumption	/	Höchstleistungsverbrauch	Consommation	électrique	maximum	/	Consumo	massimo	2015.7.24	D07012	About	1	m	/	Ca.	1	m	Environ	1	m	/	Circa	1	m	220-240	V	249-294	W	276-321	W


