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Components and Functions

Fig. 1: P40 CD



Components and Functions

Display
Buttons

Fig. 2: Control panel S4

(1)- Start backtack
(2)- Multiple start backtack
(3)- End backtack
(4)- Multiple end backtack
(5)- Second stitch length
(6)- Freely programmable button
(7)- Thread clamp
(8)- Thread trimmer
(9)- Needle position following 

sewing stop
(10)-Needle position after thread 

trimmer

(11)-Raise sewing foot after 
sewing stop

(12)-Soft start
(13)-Reduced sewing speed
(14)-Light barrier
(15)-Seam program I
(16)-Seam program II
(17)-Seam program II
(18)-Coil reserve
(19)-Confirmation button (OK)
(20)-Minus button
(21)-Plus button
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Components and Functions

User levels
Categories
Parameters Parameter list

Fig. 3: Example of a display
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(A) - User level
(B) - Category

(D) - Parameter
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Components and Functions

Fig. 4: Nominal value transmitter

(1)- Push/pull rod
(2)- Spring preload

(3)- Fastening parts
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Individual Settings

Fig. 5: Power supply
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(1) - Master switch
(2) - POWER LED
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5.3 Set function button
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5.3 Set function button
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Individual Settings

Fig. 6: Positions for the foot pedal
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Fig. 7: Speed curves
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Service Settings via the Software

Operating manual
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Service Settings via the Software
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Operating manual, extra equipment
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(1)- Connection for 24 V
(2)- Connection for 230 V

Fig. 8: Connections on the control

Electrical Installation
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Troubleshooting

Parameter
list

XXXX is the place holder for the respective counter code

Parameter list
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Appendix

Fig. 9: Wiring diagram for TN system

Fig. 10: Wiring diagram for TT system



Appendix

Fig. 11: Wiring diagram for IT system
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