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*[E1910/E2210] color gamut (typical) is based on CIE1976 (83%) and CIE1931 (72%) test standards.  

Color depth 16.7 millions colors 16.7 millions colors 

Color Gamut 83% (typical)* CIE1976 83% (typical)* CIE1976 

Resolution Specifications 

Supported Video Modes 

Model Dell E1910 Flat Panel Monitor Dell E2210 Flat Panel Monitor 

Horizontal scan range 30 kHz to 83 kHz (automatic) 30 kHz to 83 kHz (automatic)

Vertical scan range



Preset Display Modes 

E1910 

E2210 

Display Mode Horizontal Frequency (kHz) Vertical Frequency (Hz) Pixel Clock (MHz) Sync Polarity 
(Horizontal/Vertical) 

VESA, 720 x 400 31.5 70.0 28.3 -/+
VESA, 640 x 480 31.5 60.0 25.2 -/-

VESA, 640 x 480 37.5 75.0 31.5 -/-

VESA, 800 x 600 37.9 60.0 40.0 +/+

VESA, 800 x 600 46.9 75.0 49.5 +/+

VESA, 1024 x 768 48.4 60.0 65.0 -/-

VESA, 1024 x 768 60.0 75.0 78.8 +/+

VESA, 1152 x 864 67.5 75.0 108.0 +/+

VESA, 1280 x 800 49.7 60.0 83.5 -/+

VESA, 1280 x 1024 64.0 60.0 108.0 +/+

VESA, 1280 x 1024 80.0 75.0 135.0 +/+

VESA, 1440 x 900 56.0 60.0 106.5 -/+

Display Mode Horizontal Frequency (kHz) Vertical Frequency (Hz) Pixel Clock (MHz) Sync Polarity 
(Horizontal/Vertical) 

VESA, 720 x 400 31.5 70.0 28.3 -/+
VESA, 640 x 480 31.5 60.0 25.2 -/-

VESA, 640 x 480 37.5 75.0 31.5 -/-

VESA, 800 x 600 37.9 60.0 40.0 +/+

VESA, 800 x 600 46.9 75.0 49.5 +/+

VESA, 1024 x 768 48.4 60.0 65.0 -/-

VESA, 1024 x 768 60.0 75.0 78.8 +/+

VESA, 1152 x 864 67.5 75.0 108.0 +/+

VESA, 1280 x 1024 64.0 60.0 108.0 +/+

VESA, 1280 x 1024 80.0 75.0 135.0 +/+

VESA, 1680 x 1050 65.2 60.0 146.2 -/+

VESA, 1680 x 1050-R 64.6 60.0 119.0 +/+



Electrical Specifications 

Video input signals
Analog RGB, 0.7 Volts +/- 5%, positive polarity at 75 ohm input impedance 
Digital DVI-D TMDS, 600mV for each differential line, positive polarity at 50 ohm input 
impedance

Synchronization input signals Separate horizontal and vertical synchronizations, polarity-free TTL level, SOG 
(Composite SYNC on green)  

AC input 
voltage/frequency/current 100 to 240 VAC/50 or 60 Hz + 3 Hz/1.6A (Max.)  

Inrush current
120 V: 30 A (Max.)/240 V: 60 A (Max.) (E1910) 

120V:40A (Max.)/ 240V:80A (Max.) (E2210) 

Physical Characteristics 

Model Dell E1910 Flat Panel Monitor  Dell E2210 Flat Panel Monitor  

Connector type
15-pin D-subminiature, blue 
connector; DVI-D, white 
connector

15-pin D-subminiature, blue 
connector; DVI-D, white 
connector

Signal cable type

Digital: Detachable, DVI-D, Solid 
pins, shipped detached from 
the monitor 

Analog: Detachable, D-Sub, 
15pins, shipped attached to 
the monitor 

Digital: Detachable, DVI-D, Solid 
pins, shipped detached from 
the monitor 

Analog: Detachable, D-Sub, 
15pins, shipped attached to 
the monitor 

Dimensions (with stand)

Height (Extended) 14.32 inches (363.74 mm) 16.01 inches (406.7 mm)

Width 17.45 inches (442.85 mm) 20.13 inches (511.2 mm)

Depth 5.78 inches (146.86 mm)



Environmental Characteristics 

Temperature
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Front panel Key 

Use the keys

file:///C:/data/Monitors/E1910/en/ug/about.htm#Front%20View


1. Press the  button to open the OSD menu and display the main menu.  





Input Source Use the Input Source  menu to select between different video signals that may be connected to your monitor. 

 
VGA 

Select VGA input when you are using the analog (VGA) connector. Push  to select the VGA input source.

DVI-D
Select DVI-D input when you are using the Digital (DVI) connector. Push to select the DVI input source.

Scan for Sources Select Auto Select to scan for available input signals.

 

Color Settings Use the Color Settings





 







OSD Warning Messages 
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If you do not see 1440x900 (E1910) or 1680x1050 (E2210) as an option, you may need to update your graphics driver. Depending on your computer, 
complete one of the following procedures: 

l If you have a Dell desktop or portable computer: 
�{ Go to support.dell.com, enter your service tag, and download the latest driver for your graphics card.  

l If you are using a non-Dell computer (portable or desktop):
�{ Go to the support site for your computer and download the latest graphic drivers.  
�{ Go to your graphics card website and download the latest graphic drivers.  
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Connecting the white DVI cable 

 





 

(Screw dimension: M4 x 10mm). 

Refer to the instructions that come with the base mounting kit. To convert your LCD display from a desk-mounted to a wall-mounted display, do the following: 

1. Verify that the power button is turned Off, then disconnect the power cord. 
2. Lay the LCD display face down on a soft cloth. 
3. Remove the stand assembly from the back of the LCD display by pressing quick release button. 
4. Attach the mounting bracket from the VESA compatible wall mounting kit (100 mm x 100 mm distance).  
5. Attach the LCD display to the wall, following the instructions in the wall-mounting kit. 
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To run the built-in diagnostics: 

1. Ensure that the screen is clean (no dust particles on the surface of the screen).  
2. Unplug the video cable from the back of the computer or monitor. The monitor then goes into the self-test mode.  
3. Press and hold the 1st and 4th buttons on the front panel, simultaneously for 2 seconds. A gray screen appears.  
4. Carefully inspect the screen for abnormalities.  
5. Press the 4th button on the front panel again. The color of the screen changes to red.  
6. Inspect the display for any abnormalities.  
7. Repeat steps 5 and 6 to inspect the display in green, blue, and white colored screens.  
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