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1   Safety Precautions 

The UC7™ Boom Height Control system will greatly improve your spraying height accuracy and protect the boom against damage 
in a wide variety of field conditions. However, under some circumstances performance may be limited.  The operator of the sprayer 
must remain alert at all times and override the automatic control when necessary. 

 Important 
Under no circumstances should any service work be performed on the machinery while the UC7 Boom Height Control system is in 
automatic mode. 

Always ensure that the UC7 Boom Height Control system is powered down or in manual mode: 

 Before leaving the operator’s seat. 

 While the machine is not moving. 

 When transporting the machine. 

Before working on any part of the booms: 

 Set the UC7 system to manual mode. 

 Turn the sprayer engine off.       
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To fully understand your new system and use  it to  its fullest capacity  it  is recommended that you read this manual.   This manual 
provides  a  general  overview,  key  features,  operating  instructions,  assistance  with  system  setup,  regular  maintenance 
recommendations, and troubleshooting. 

Every  effort  has  been made  to  ensure  the  accuracy  of  this  document  at  the  time  of  publication.   NORAC  Systems  assumes  no 
responsibility  for omissions and errors.   Nor  is any  liability assumed  for damages resulting  from the use of  information contained 
herein. 

If you have any questions, feedback, or comments regarding the UC7™ Boom Height Control system, please contact any of the numbers 
below.  

  Phone:    1 800 667 3921    Canada (Toll Free) 

      1 866 306 6722    United States (Toll Free) 

      (+33) (0)4 26 47 04 42  Europe 

      (+1) 306 664 6711  All other regions 

  E‐mail:    sas_service@topcon.com 

  Web:    www.norac.ca   
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2   Technical Specifications 

Table 1: System Specifications 

Supply Voltage (rated) 12VDC
Supply Current (rated) 10A

Hydraulic Pressure (maximum) 3300 psi
Baud Rate 250 kbps

Operating Temperature Range 0°C to 80°C
 

The 10A fuse on the power cable may be replaced by the operator if needed.  The replacement fuse must be rated to blow in less than 
120 seconds at 200% and be ANSI/UL248‐14 or better. 

Table 2: Replacement Fuse 

NORAC Part Number 106676
Manufacturer Part Number Littelfuse – 0287010.PXCN 
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3   UC7™ Menu Structure 

Diagnostics

Versions Temp.

SensorsGeometry

Input
Map

Settings

Hydraulic
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Options

Setup

Valves

Switches

Sensors

Boom
Push
Test

Hydraulic
Retune

Automatic
Setup

Setup: Sensors

Setup: Valves

Setup: Switches
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USB

Advanced
Settings
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3.1. Setup: Sensors 

Sensors
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3.2. Setup: Valves 

Valves
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3.3. Setup: Switches 

Switches
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4   Icon Descriptions 

The following tables  illustrate and describe the  icons used  in the display. These  icons may  look different depending on the type of 
display. 

Table 3: Soft Key Icons 

Icon  Name  Description

 
Check  Confirms selection or completion of a step 

 
Error   Indicates when there is an error 

 
Next  Navigates to the next page 

 
Previous  Navigates to the previous page 

 
Home  This button always returns directly to the run screen 

 
Manual Mode (Active)  Indicates the system is in manual mode 

 
Manual Mode (Inactive)  Changes system to manual mode when the system is in automatic mode 
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Automatic Mode (Active)  Indicates the system is in automatic mode 

 
Automatic Mode (Inactive)  Changes system to automatic mode when the system is in manual mode 

 
Settings  Navigates to the settings screen 

 
Cancel  Cancels current selection or operation 

 
Setup Diagnostics  Navigates to the setup diagnostic screen  

 
Move to Next UT  Move the UC7™ screen to a different UT  
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Table 4: Button Icons 

Icon  Name  Description

 
Setup  Navigates to the automatic/manual setup screen 

 
Options  Navigates to the options screen 

 
USB  Navigates to the USB screen 

 
Advanced Settings  Navigates to the advanced settings 

 
Automatic Setup  Starts an automatic setup 

 
Retune  Starts a retune 

 
Boom Geometry Test  Starts a boom geometry (push) test 

 
Sensor Setup/ Diagnostics  Navigates to the manual sensor setup or sensor diagnostics screens 

 
Valve Setup/ Diagnostics  Navigates to the manual valve setup or hydraulic diagnostics screens 

 
Switches  Navigates to the manual remote switches screen 
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Versions  Navigates to the UC7™ devices versions screen 

 
Temperature  Navigates to the valve temperature screen 

 
Geometry  Navigates to the boom geometry screen 

 
Manual Valve Drive  Navigates to the manual valve drive screen 
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5   UC7™ Operation 

NOTE: Some functions and features may not be available for all sprayer makes and models.  Consult your sales representative or technical 
support with any questions or concerns. 

5.1. Initial Start Up 
On the initial startup and after confirming the legal disclaimer, a screen will appear informing the operator that an automatic setup 
must be performed.   After confirming this screen, the automatic setup will begin.  The automatic setup reminder at startup will also 
be shown each time a firmware update is performed. 

5.2. Run Screen 
Once the system is correctly configured, it is very simple to use. After confirming the legal disclaimer, the run screen will appear. For 
a universal terminal, select the UC7 icon from the display’s start up screen. An image of the boom with the height of each boom section 
is displayed as shown in Figure 1. 

When two or more universal terminals are connected on the display bus, the move to next UT button will appear on the soft key area 
of the run screen. This button allows the user to select the preferred terminal on which to display the UC7 screen. By pressing this 
button, the UC7 screen will move to next available terminal. 

To change between automatic and manual mode, select the corresponding AUTO (A) or MANUAL (M) button.  When the UC7 system 
is in manual mode, the height displayed under each boom section is measured from the spray nozzles to the soil (Soil Mode™) or crop 
canopy (Crop Mode™ or Hybrid Mode™).  If there are five height sensors on the sprayer, the height displayed is the average for each 
boom section.    
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When the UC7™ system is in automatic mode, arrows will appear on the screen above or below the boom sections.  These arrows 
indicate the UC7 system is making a correction to part of the boom in the displayed direction.  Often the correction will be very small 
and there may not be a noticeable change in boom position.  

 
Figure 1: NORAC UC7 Run Screen – Manual Mode 

 
Figure 2: NORAC UC7 Run Screen – Automatic Mode 

The height displayed under the boom in the upper right corner is the height that the system will automatically control the spray nozzles 
to. This is measured from the spray nozzles to the soil (Soil Mode™) or to the crop canopy (Crop Mode™ or Hybrid Mode™).  The crop 
at the bottom of the screen identifies the mode the controller is in.  If the green line is above the crop, the system is in Crop Mode.  If 
the green line is below the crop, the system is in Soil Mode. If the green line is both above and below the crop, the system is in Hybrid 
Mode. 

   

Settings Button [G]

Manual Button [I]

Height 

Diagnostic 
Button [J] 

Mode Identifier

Boom Status 

Auto 
Button [F] 

Current 
Boom Height 
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5.3. Sprayer Manual Boom Switches 
When a manual switch is pressed, an arrow will be displayed on the screen showing which function is being activated.   

While in automatic mode, if either left or right tilt switches are pressed, the corresponding boom section will go into manual mode.  If 
the main  lift switch  is held while  in automatic mode, the entire system will go  into manual mode.   To return all boom sections to 
automatic mode, press the auto button. 

5.4. Settings 

 
Figure 3: First Settings Screen 

 
Figure 4: Second Settings Screen 

Sensitivity: 
The sensitivity setting can be adjusted from 1 to 10, with 5 being the default setting.  The recommended setting is from 5 – 8.  A lower 
setting (1 ‐ 4) is conservative and will reduce the system sensitivity.  A higher setting (9 – 10) is aggressive and will increase the system 
sensitivity. 
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Mode: 
The mode setting allows the system to be changed between Soil Mode™, Crop Mode™ and Hybrid Mode™.   Soil Mode allows the 
sensors to read a height from the spray nozzles to the ground. Soil Mode is intended for use when there is no crop or light crop cover.  
Crop Mode will read the height from the spray nozzles to the top of the crop canopy.  Crop Mode is intended for use when there is 
thick crop cover.  Hybrid Mode uses a combination of the crop and soil readings.  Hybrid Mode is intended for use in all types of crop 
cover. 

Height: 
The height setting is the height that the operator would like the boom to be automatically controlled to when spraying.  The height 
setting is the distance from the sprayer nozzles to the soil in Soil Mode and from the sprayer nozzles to the top of crop in Crop Mode 
or Hybrid Mode.  

Tips, On/Off: 
Some sprayers have the ability to fold in the boom tips and spray with only the inner sections of the boom.  If the sprayer has this 
ability and is equipped with a five sensor system, the check box should be unchecked when spraying with the tips folded in (tips off).  
The tips option will not be shown for three sensor systems.  

When the tips check box is unchecked (tips off), the two outer sensors on the wings will be disabled and only the inner wing sensors 
will be used to control the height.   

The check box is defaulted to be checked (tips on) and will return to be checked anytime the power is cycled.   
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6   System Setup 

6.1. Navigating to the UC7™ Setup Menu 
To perform the automatic system setup, the user must navigate to the setup screen. The system must be in manual mode to perform 
setups.  If this is the initial startup, the automatic setup will begin after the legal disclaimer screen. 

 

When the system is in manual mode, select the settings [G] button. 

 

Select the next [F] button. 



    Page 22 Visit www.solutions.norac.ca for more system 
installation and troubleshooting info. 

 

Select the next [F] button. 

 

Select the setup [U] button. 

 

The setup screen will be displayed. 
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6.2. Automatic System Setup 
 All boom sections will move during the automatic setup. 

 People and equipment must be clear of sprayer boom. 

 Ensure the booms have sufficient range to lift fully and are clear of any power lines. 

Unfold the sprayer in a location that is relatively level and where the sensors are over bare soil or gravel.  Do not conduct the setup 
over standing crop, weeds or grass.  Also, avoid concrete or asphalt surfaces.  Follow the screen prompts to complete the setup.   

Ensure  the boom  roll  suspension  system  is  functioning properly  and  smoothly.    Friction on wear  surfaces  can be  relieved using 
lubricants (grease, etc) or adjustment.  Properly tuned suspension systems will optimize UC7™ performance. 

For best results, the hydraulic system should be under a normal load and at a normal working temperature. 

 Start the solution pump and run the sprayer’s engine at a normal working RPM for the entire setup. 

 Cycle all boom sections up and down manually for five minutes to warm the oil.   

 For trailed sprayers, ensure any hydraulic flow controls are adjusted for normal field operation. 

 Changing the hydraulic flow controls after or during the system setup will affect the UC7 performance. 

 
Figure 5: Automatic Setup Button 
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6.3. Hydraulic Retune 
On occasion it is necessary to recalibrate the hydraulics of the NORAC UC7™ Boom Height Control system.  When the retune button 
is pressed from the setup screen, the system will go through only the hydraulic tuning portion of the automatic setup.  Follow the 
screen prompts to complete the retune.  A retune should be performed when: 

 A hydraulic solenoid has been changed. 

 A hydraulic pump has been changed or adjusted. 

 A different tractor is being used. 

 
Figure 6: Retune Button 
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6.4. Options Menu 
NOTE: Some functions and features may not be available for all sprayer makes and models.  Consult your sales representative or technical 

support with any questions or concerns. 

Navigate to the UC7™ settings menu (Section 6.1) and choose options [V] as shown in Figure 7. The first screen of the options menu 
is shown in Figure 8. 

 
Figure 7: Selecting Options Menu 

 
Figure 8: First Options Screen 

6.4.1. Remote Switches 
When remote switches are enabled, the UC7 system can be put into automatic or manual mode using external switches.  For more 
information on setting up remote switches, refer to www.solutions.norac.ca (Section 8). 

6.4.2. Return to Height 
When this option is enabled, the main lift will move to the set height and remain there while the UC7 system is in automatic mode.  
After the initial main lift adjustments, no further adjustments are made to the center section. 



    Page 26 Visit www.solutions.norac.ca for more system 
installation and troubleshooting info. 

6.4.3. Main Lift Trigger 
If the main lift trigger is enabled, the feature selected will be engaged when the main up switch is pressed and disengaged when the 
main down switch is pressed while in automatic mode.  

6.4.4. Remote Auto Trigger 
Enabling the remote auto trigger will allow a separate switch to trigger another feature.  This switch must be a momentary type switch.  
Remote auto is an input line located on the UC7™ module. If remote auto trigger is enabled, the remote switches will also be enabled. 

While  in manual mode,  if the system voltage (+12 VDC)  is momentarily applied to the remote auto  line, the system will switch to 
automatic mode.  While in automatic mode, each time the system voltage is momentarily applied to the remote auto line, the system 
will change between automatic mode and the feature selected. 

 
Figure 9: Second Options Screen 
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6.4.5. Headland Assist™ 
Headland Assist is used to raise the wings only (Headland mode ‐ Wings) or the entire boom (Headland mode ‐ Main) at the end of the 
field for turning.  This feature operates when the system is in automatic mode. The headland height can be adjusted on the second 
settings screen. 

If the headland mode is set to main, when Headland Assist is triggered, the main lift will raise to the predetermined headland height.  
When triggered again, the entire boom will return to automatic mode. 

If the headland mode  is set to wings only, when Headland Assist  is triggered, the wings will raise to the predetermined headland 
height.  When triggered again, the entire boom will return to automatic mode. 

6.4.6. Terrain Assist™ 
When Terrain Assist  is enabled, tapping the trigger up will activate Terrain Assist. When activated, both wing sections will raise as 
quickly as possible to the Terrain Assist height and will continue to control at this height automatically.  The terrain assist height can 
be changed while the boom is in terrain assist mode by adjusting the terrain height in the second settings screen.  Pressing the trigger 
down momentarily will return the system to regular automatic operation.  Note the Setpoint Bump™ and Headland Assist cannot be 
active for the main lift while the Terrain Assist feature is enabled.   

6.4.7. Setpoint Bump 
When this option is enabled, the main lift sprayer switch is used to increase/decrease the height by a small increment while running 
in automatic mode.  
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Figure 10: Third Options Screen 

6.4.8. Minimum Boom Height 
The minimum boom height indicates the lowest mechanical height the boom could achieve. This feature allows the operator to set a 
minimum height that will not be exceeded by the automatic control system. 

6.4.9. Double Tap Wings 
When this option is enabled, the system can be put into automatic mode by tapping either the left down switch or the right down 
switch twice provided that at least one boom section is already in automatic mode.  Holding any of the up or down switches will still 
put the system into manual mode.   
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7   Firmware Updates 

To update the firmware of the UC7™ Boom Height Control system, follow the steps below: 

 

Insert a USB drive loaded with the XXXXXX.npk update file into the USB connector on 
the HCM1.  The LED marked Other will be solid green when the USB is recognized. 

 

Navigate to the settings menu (Section 6.1), select the USB [W] button. 
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Select the UC7 [U] button. 

 

Select the update file to use. Press the [F] button. 

 

Wait while the system updates.  
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Press [F] to restart the system when the update is complete.  An automatic setup will 
need to be performed each time a firmware update is completed. 
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8   NORAC Solutions™ 

NORAC Solutions is a free web application that works with any internet enabled device to help troubleshoot NORAC products.  NORAC 
Solutions works offline if internet access is not available. 

www.solutions.norac.ca 

 

 

 
The help menu contains links to: 

 A FAQ page 

 A video explaining how to use NORAC Solutions 

 Contact information for NORAC 

 A history of diagnostic sessions 
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Typical Self‐Propelled Sprayer Installation 
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Typical Pull Type Sprayer Installation 
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Typical Front Mount Sprayer Installation 
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9   UC7™ System Maintenance 

9.1. Daily Maintenance 
 Grease the friction pads on the sprayer boom.  

 Ensure there is a clean and dry foam inserted into each sensor. 

9.2. Cleaning Ultrasonic Height Sensors 
 Remove the foam disc from the sensor and wash it with clean water.  Squeeze out water and allow the foam disc to dry.  

 If the transducer inside the sensor is also dirty, wash it using clean water.  Do not submerge or pressure‐wash the sensor.  

 Chemicals or compressed air should never be used. 

 The sensor can be used if it is wet, however a valid height reading may not be obtained until it is completely dry. 
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10   NORAC Product Registration 

Register to receive important NORAC product updates, product information, tips, and NORAC product specials and promotions. 

 
 

 

www.norac.ca/registration 
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11   Contacting Support 

 NORAC Solutions: http://solutions.norac.ca    

 NORAC Canada: 1 800 667 3921 (toll free) 

  + 1 306 664 6711 

 NORAC United States: 1 866 306 6722 (toll free) 

 NORAC Europe: 011 33 426 470 442 

 NORAC International: + 1 306 664 6711 

 Email: sas_service@topcon.com 

 Please have the following information available: 
• Product model:  UC7™ 
• Installation date 
• Sprayer make and model 
• Customer information: name and location 
• HCM1 Module serial number and firmware version 

 

 


	Table of Contents
	1 Safety Precautions
	2 Technical Specifications
	3 UC7™ Menu Structure
	3.1. Setup: Sensors
	3.2. Setup: Valves
	3.3. Setup: Switches

	4 Icon Descriptions
	5 UC7™ Operation
	5.1. Initial Start Up
	5.2. Run Screen
	5.3. Sprayer Manual Boom Switches
	5.4. Settings

	6 System Setup
	6.1. Navigating to the UC7™ Setup Menu
	6.2. Automatic System Setup
	6.3. Hydraulic Retune
	6.4. Options Menu
	6.4.1. Remote Switches
	6.4.2. Return to Height
	6.4.3. Main Lift Trigger
	6.4.4. Remote Auto Trigger
	6.4.5. Headland Assist™
	6.4.6. Terrain Assist™
	6.4.7. Setpoint Bump
	6.4.8. Minimum Boom Height
	6.4.9. Double Tap Wings


	7 Firmware Updates
	8 NORAC Solutions™
	9 UC7™ System Maintenance
	9.1. Daily Maintenance
	9.2. Cleaning Ultrasonic Height Sensors

	10 NORAC Product Registration
	11 Contacting Support

