
DMX-SL-DE3

DMX-FLS-S2

DMX-FLS-S4

DMX-FLS-S6

DMX-FLS-S8

尺寸/Size

材质/Main body

重量/Weight

最大功率/Power Max.

输出端/Output Terminal

型号/Model DMX-FLS-S2

L212xW150xH70

Steel

±5%1.5kgs

4W

XLR-3 x 2pcs

DMX-FLS-S4 DMX-FLS-S6 DMX-FLS-S8

L277xW150xH70 L277xW150xH70 L277xW150xH70

XLR-5 x 2pcs

Steel

±5%3kgs

6W

XLR-3 x 4pcs

XLR-5 x 4pcs

Steel

±5%3kgs

8W

XLR-3 x 6pcs

Steel

±5%3kgs

10W

XLR-3 x 8pcs

DMX-SL Series

型号Model

Connection

DMX CH/Live Mode

DMX CH/Stand alone

Memory capacity/20CH

Memory capacity/60CH

Memory capacity/512CH

Output Terminal

Software

DMX-SL-U8                         

USB

512

512

4919

1893

226

XLR-3

ESA

DMX-SL-U7                         DMX-SL-U9                         

USB

256

256

1184

SD Card

SD Card

DIY

ESA Pro/Suite2

DMX-SL- DE3                         

USB/RJ45

1024

2*512

SD Card

439

Null

XLR-3

ESA

USB

2*512

2*512

SD Card

SD Card

SD Card

ESA/ESA Pro

101 102

控制系统SL 系列

DMX-SL  Series

控制系统 FLS
DMX-FLS

系列

 Series

产品特点  

标配型号 & 技术参数 Model  Info & Specifications 

标配型号 & 技术参数 Model  Info & Specifications 

XLR-3/2

* 支持标准USITT DMX512/1990协议

*  支持电脑编辑效果，效果设计丰富多彩

*  支持脱机模式（stand alone），使用简便

*  支持手机APP功能控制

 * Support standard USITT DMX512/1990 protocol.

* Support computer editing effects, effects design colorful.

* Support offline mode (stand alone), easy to use.

* Support mobile phone APP  function

产品特点  

* 支持标准USITT DMX512/1990协议

* 具有DMX信号分配与放大功能，支持2、4、

   6、8多种输出端口

* 高性能DMX通信芯片，强大的信号放大性能，

   每个端口支持128个节点

* 双电源设计，完善的保护机制，输入输出DMX

   信号带光电隔离保护

* Supports standard USITT DMX512/1990 protocol.

* Owns DMX signal distribution regeneration and amplification function, 

  supports multiple output ports 2,4,6,8.

* High-performance DMX communication chip, a powerful signal 

  amplification performance, each port supports 128 nodes

* Dual power supply design, perfect protection mechanism, DMX input

  and output signals with optical isolation protection.
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