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 SPECIFICATIONS Micro SD Card Connector 
  WQ Series 

Normal, SMT 
Push -push Type, 100V 
With Detect Switch 
8 Pos.  

Mechanical: 
Mating Force: 3.00Kg (6.60Lb) max.  
Unmating Force: 0.10Kg (0.22Lb) to 3.0Kg (6.60Lb) 
 
Durability: 10000 Cycles 

 
Electrical: 
Voltage Rating: 100V DC 
Current Rating: 0.5A 
Contact Resistance: 100mΩ max;   
Dielectric Withstanding Voltage: 500V rms AC min. 
Insulation Resistance: 1000MΩ min. initial, 100MΩ min. after Test 
 
Physical 
Housing: Thermoplastic, UL 94V-0 rated in Black  Color 
Contact: Copper alloy 
Plating: See “ORDERING INFORMATION” 
Operating Temperature: -25℃ to +85℃ 
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 ORDERING  INFORMATION   

   PRODUCT No.:W Q 2 1 8 2 3 - DES1 - 7 F

Lead Free Code
F=Lead Free

2=Metal Cover With Push-Push
Upper Cover Type

3=30u” Gold Plating
Contact Area Plating

Extension Code

No. of Pos.
8=8 Pos

1=Normal Open Type

Termination Type
2=SMT Type

Switch Type

WQ Series Prefix 

Package Code
7=Tape Reel
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