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Anhydrous Ammonia Equipment






This catalog describes a complete line of equipment available from REGO® for use with Anhydrous ammonia (NH,). The
following points are important to know for proper use of the catalog:

1. lllustrations and drawings of individual products are representative of “product groups” and all products within a product

group are similar in construction.

2. Materials used for construction of products in this catalog are suitable for rated service pressure at temperatures of -40°
F. to +165° F,, unless otherwise specified.

3. Products in this catalog are only intended for use in Anhydrous Ammonia service as follows.
a. "A”or “AA” prefix — Products with this prefix are suitable for NH, service (i.e., contain no brass parts).
b. “AA” prefix on relief valves — These are of partial aluminum materials and are listed by Underwriters Laboratories (UL)

for NH, service only.

c. “SS” prefix—Hydrostatic relief valve with this prefix are suitable for NH3 (i.e., they have stainless steel materials).
4. We manufacture valves and adapters designed to be used on Anhydrous Ammonia systems, we do not design systems or
consult in system design. For this type of information consult a professional Engineer.

Caution

Notice

Warning

Do not use any product
contained in this catalog with
any service commodity other
than Anhydrous Ammonia NH3.
If you have a need for use of
another application, contact
REGO®, 100 RegO Drive, Elon,
NC 27244, (336) 449-7707 before
proceeding.

Proper application, installation
and maintenance of products in
this catalog are essential. Users
of these products should obtain
further information if there are
any doubts or questions.

Installation, usage, and maintenance
of all REGO® products must be
in compliance with all REGO®
instructions as well as requirements
and provisions of ANSI K61.1 and all
applicable federal, state, provincial and
local standards, codes, regulations,
and laws.

Inspection and maintenance on a
periodic basis is essential. Installation
and maintenance should be performed
only by qualified personnel.

Be sure all instructions are read
and understood before installation,
operation and service.

All REGO® products are mechanical devices that
will eventually become inoperative due to wear,
corrosion and aging of components made of
materials such as rubber. The environment and
conditions of use will determine the safe service
life of these products. Periodic inspection and
maintenance are essential to avoid serious injury
and property damage.

Many REGO® products are manufactured for
storage, transport, transfer and use of toxic
flammable and dangerous liquids and gases. Such
substances should be handled by experienced
and trained personnel only, using accepted
governmental and industrial safety procedures.
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CERTIFICATE

This is to certify that

Engineered Controls International, LLC

100 Rego Drive
Elon, NC 27244
United States of America

with the organizational units/sites as listed in the annex

has implemented and maintains a Quality Management System.

Scope:
The design and manufacture of valves, regulators and fittings for the L.P. Gas, Anhydrous
Ammonia, LNG, and Compressed Gas Industries.

Through an audit, documented in a report, it was verified that the management system
fulfills the requirements of the following standard:

ISO 9001 : 2008

Certificate registration no. 10001523 QM08
Date of original certification  1994-10-04

Date of certification 2015-12-22
Valid until 2018-09-14
DQS Inc.
Ganesh Rao

Managing Director

Accredited Body: DQS Inc., 1130 West Lake Cook Road, Suite 340, Buffalo Grove, IL 60089 USA



Annex to Certificate
Registration No. 10001523 QM08

Engineered Controls International, LLC

100 Rego Drive
Elon, NC 27244
United States of America

Location

10003889 10003890

Engineered Controls International, LLC Engineered Controls International, LLC
3181 Lear Drive 911 Industrial Drive S.W.

Burlington, NC 27215 Conover, NC 28613

United States of America United States of America

This annex (edition: 2015-12-22) is only valid in connection
with the above-mentioned certificate.
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The illustrations in this application guide are intended to inform a professional installer/system designer where our valves are generally
installed on certain containers or applications. These illustrations are not intended for and must not be used for system design.
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Determining the Age of Products

All REGO® products are mechanical devices that will
eventually become inoperative due to wear, contaminants,
corrosion and aging of components made of material such as
metal and rubber.

The environment and conditions of use will determine the
safe service life of these products. Periodic inspection and
maintenance are essential.

Because REGO® products have a long and proven record of
quality and service, dealers may forget the hazards that can occur
because products are used beyond their safe service life.

The life of a product is determined by the environment in which it
“lives.” The dealer knows better than anyone what this environment
is.

Since 1960, most REGO® products are identified with an
alphabetical code indicating the month and the year they were
manufactured.

Check the product for this code to determine age. If valves or
regulators are repainted, take care to keep the date code clear for
later identification and inspection.

1960 to 1985 — Two-Letter Date Code

First letter in date code is the month

A — January G — July

B — February H — August

C — March | — September
D — April J — October

E — May K — November
F — June L — December

Relief valves used on ASME tanks carry a numerical code
indicating month and year such as 1-75 means January, 1975.

Second letter in date code is the year

R — 1960 A— 1969 J— 1978
S — 1961 B — 1970 K—1979
T — 1962 Cc—1971 L — 1980
U — 1963 D — 1972 M— 1981
V — 1964 E —1973 N — 1982
W— 1965 F— 1974 O — 1983
X — 1966 G —1975 P —1984
Y — 1967 H — 1976 Q — 1985
Z— 1968 | — 1977

EXAMPLE: DL = April of 1980

From 1985 to 1990 — Digit Date Code

First digit in date code is the month

1 — January 7 — July

2 — February 8 — August

3 — March 9 — September
4 — April 10 — October

5 — May 11 — November
6 — June 12 — December

Second 2 digits in date code are the year

86 — 1986 89 — 1989
87 — 1987 90 — 1990
88 — 1988

EXAMPLE: 5-87 = May of 1987

After 1990 — Digit-Letter-Digit Date Code

Letter in date code is the week Second 2 digits in date code are the year

A — laweek 91 — 1991 97 — 1997
First digit in date code is the month B — 2aweek 92 — 1992 98 — 1998
1 — January 7 — July C — 3uweek 93 — 1993 99 — 1999
2 — February 8 — August D — 4nweek 94 — 1994 00 — 2000
3 — March 9 — September E — 5nweek 95 — 1995 01 — 2001
4 — April 10 — October 96 — 1996 02 — 2002
5 — May 11 — November 03 — 2003 etcetera. . .
6 — June 12 — December EXAMPLE: 6A92 = First week of June, 1992
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High Pressure Industrial / Commercial Pounds-to-Pounds Regulators

AA1580V Series

LISTED

Application

The AA1580M & AA1580V Series Regulators are specifically
designed and precision built to reduce and provide precise control of
anhydrous ammonia container pressures between 3 and 125 PSIG.

Features

Large nozzle and straight through flow provides high capacity and
resistance to freeze-up.

O-ring on retainer assembly provides a dampening effect to
reduce vibration.

Suitable for both liquid and vapor service.

Can be readily fitted with pressure gauge in ¥2" F. NPT port.

Materials
BOAY o Forged Aluminum
& BONNEL ... Die Cast Aluminum
] [ T
it 7 SPIING oottt Steel
] ; o o
R i) ValVe SEat DISCS ....cvervrvereerierieiarearesresneseeseesessesseses Resilient Rubber
A Diaphragms .........ccccccevennee. Integrated Fabric and Synthetic Rubber
T
AA1584VL AA1586VL
Set Point 100 PSIG Inlet, 30 PSIG Outlet, 200 SCFH Flow Set point 100 PSIG inlet, 30 PSIG outlet 200 SCFH
34
34
32 |—= 32 L_ -
Set Poin 50 PSIG Inl 100 PSIG Irfle]
30 Initial Setting S0 PSIG Inlet] TOOPSTG THlet 30 [— ! i‘ T20-PStGinie
@ 5 120PSIG Inflet 28 ] e — T /
3 150[PsiG Iflet 2 26 —
B AN — Laslosic et /
\ — | 54 24 N S
2 — 2 30 PSIG Inle]
— E— =
22 \\ 20
30 PSIG Inlet T SCFH 0 1000 2000 3000 4000 5000 6000
20 BTU/HR 2,500,000 5,000,000 7,500,000 10,000,000 12,500,000 15,000,000
SCFH O 1000 2000 3000 4000 5000 6000
BTU /HR 2,500,000 5,000,000 7,500,000 10,000,000 12,500,000 15,000,000
AA1584VH LAl
63 Set Point 100 PSIG Inlet, 60 PSIG Outlet, 200 SCFH Flow
Set point 100 PSIG Inlet, 60 PSIG outlet, 200 SCFH Flow
61 N
A {— Tnitial Settipg N
i _*/ 60 | SefPoint [ = 100 PSIG et
——— — T 1 120PsiGIrfef
57 — TOOPS[G T 5y | —— | ——1 150PsIG Irjlet
55 120 PG Inlet] © >\\‘- 175 PSIG Ifie]
———
2 150 PYG Inle @ —
& 53 § — /1 S5 PSG miel ey RS b
51 i \
49
® 40
SCFH 0 1000 2000 3000 4000 5000 6000
4 BTU/HR 2,500,000 5,000,000 7,500,000 10,000,000 12,500,000 15,000,000
SCFHO 1000 2000 3000 4000 5000 6000
BTU /HR 2,500,000 5,000,000 7,500,000 10,000,000 12,500,000 15,000,000

Ordering Information

Part
Number
AA1584VW
AA1584VL
AA1584VH

Service

NH3

Adjustment
Method

AA1586MW
AA1586VL
AA1586VH

NH3

Tee Handle

Recommended Capacity
Delivery Determined at
Inlet & Outlet Pressure Range B Height  Set Pressure of
Connections (PSIG) A Width ((UEYS) PSIG Capacity*

e 3-25 20 4,500 CFH NH3
E NPT 20-50 215/16” 4% 30 4,800 CFH NH3
45-125 60 5,100 CFH NH3
e 3-25 20 7,000 CFH NH3
E NPT 20-50 3" 7 30 7,700 CFH NH3
45-125 60 8,900 CFH NH3

*Capacity determined at 100 PSIG inlet, set pressure noted on chart at 20% drop.
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RegO® Regulator Designs

Typical of the AA1580 Series Industrial High
Pressure Regulators

The pounds-to-pounds, industrial regulator gives higher delivery
pressure as tank pressure decreases, thus permitting full use of the

as in the tank. Most units are field adjustable to meet changin L
(gsonditions ! ging Adjusting Assembly
: Large handle with lock-nut

/release allows easy resetting

of delivery pressure.

Connections
Machined and threaded into the body forging; also

includes %2" NPT pressure gauge ports.

Seat Disc

Synthetic rubber assembly attached directly to the
diaphragm assembly to ensure proper movement and
regulation.

Back Cap Spring
Provides added upward force to help provide a
positive lock-up.

Integral O-Ring

/ Minimizes tendency to

vibrate or hum under
extreme loads.

Sensitivity
In those cases where there is a choice of delivery pressure ranges,
the lowest spring range which will fulfill your requirements is
recommended because the sensitivity of a regulator decreases as the .
S o Relief Valves

range of the adjusting spring increases.

Most high pressure regulators are not equipped with integral relief
valves. For certain applications where it is desirable to protect
equipment downstream of the regulator, relief valves must be installed

in the line.
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“Pop-Action” Pressure Relief Valves

General Information

The “Pop-Action” design permits the RegO® Pressure Relief Valve to open slightly to relieve
moderately excessive pressure in the container. When pressure increases beyond a predetermined
point, the valve is designed to “pop” open to its full discharge capacity, reducing excess pressure
quickly. This is a distinct advantage over ordinary valves which open gradually over their entire range,
allowing excessive pressure to develop before the relief valve is fully open. All RegO® internal, semi

Relief Valves in this catalog are only intended
for use in anhydrous ammonia service. Do not
use any other service commodity. If you have
an application other than anhydrous ammonia
service, contact REGO® before proceeding.

internal, and external relief valves incorporate this “Pop-Action” design.

Fully Internal “Pop-Action” Pressure Relief Valves for

Transports and Delivery Vehicles A8434 and A8436 Series

Application

Designed specifically for use as a primary relief valve on ASME cargo
tanks for transportation with 2” and 3” F-NPT couplings.

Features

* Low profile design assures maximum protection against sheering
or distortion.

» All functioning parts are located below the level of the container
connection to reduce the possibility of damage or tampering.

e Longer spring size designed to minimize stress cracking in
service.

* Use of two different materials for stem and guide minimizes the
possibility of stem seizure which may occur when similar materials
are used.

* Internal octagonal wrenching broach assures easy installation and
removal.

* Most are UL Listed & ASME rated for use with anhydrous
ammonia.

LISTED
Materials

Stainless Steel
Stainless Steel
Stainless Steel
.............................................. 17 - 4PH Stainless Steel
Resilient Synthetic Rubber

Stem Bushing
Seat Disc (A8434 & A8436 series)

Ordering Information

Start To A B

[ AB8434-SERIES

ISISISINSISINNEISINCIN NSS!

s

A4S NS SIS SSIC IS SIS SIS SIS

Pl

Part Discharge Container  Overall Height Height Above (At 120% of Set ASME (At 120% Protective Cap
Number  Setting PSIG Connection (Approx.)  Coupling (Approx.) Pressure) of Set Pressure) (Included)
A8434G 250 3456

2" M. NPT 9t/16” " 3700 A8434-11B
A8434N 265 * ’ 3659 vos
A8436G 250 R 9598
3" M. NPT 177% 578 10210 AB8436-11B
AB8436N 265 9839
Appendix D. Area shown is for UL or ASME flow rating—whichever is larger.
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External “Pop-Action” Pressure Relief Valves for ASME Containers and Bulk Plant

Installations AA3126, AA3130, AA3135, and A3149 Series

Application

Designed for use as the primary relief valve on stationary Anhydrous
Ammonia storage tanks. All working components of these relief
valves are located outside the container connection and must be

protected from physical damage.

Features

» “Pop-action” design keeps product loss at a minimum.

» Relief valve designed to automatically reseat firmly after
discharge.

* Resilient seat disc provides “bubble-tight” seal.
A3149
» A3149 relief valves incorporate integral pipeaway adapter AA3135-10
with break off groove that protects the valve from piping stress
damage.

» Optional pipeaway adapters have grooves that will break off to
protect the relief valve from damage should excess stress be @

applied to the piping. LISTED

» A3149 relief valves include weep hole deflectors, installed to
guard against flame impingement on adjacent containers.

* Most are UL Listed & ASME rated for use with anhydrous

ammonia.
Materials
Description AA3126 AA3130 AA3135 A3149
Body Aluminum Rod* Upper Cold Rolled Steel Lower Ductile Iron
Liner None Stainless Steel
Spring Guide Aluminum Stainless Steel AA3135
Spring Stainless Steel | Stainless Steel or Coated Steel
Seat Disc Resilient Synthetic Rubber

Ordering Information

Flow Capacity SCFM/Air (a) Accessories
Start To A B C UL .
Discharge Container ~ Overall Wrench (At 120% ASME Pipeaway Adapter
Setting Connection  Height Hex of Set (At 120% of Weep Hole
Part Number PSIG M. NPT (Approx.) Section Pressure) Set Pressure) Protective Cap Part Number Qutlet Size Deflector
AA3126L030 30 " 2%" 7 (b) - 9103-54 AA3126-10 2" M. NPT -
A3149L055 55 2608(c) -
215" 102" 4% 3149-40 D Included (E
A3149L.200 200 i i % 8770 (c) - ©® ®
AA3126L.250 5" 2%" 3 277 (c) - 9103-54 AA3126-10 %" M. NPT
AA3130UA250 £z 37/16” 194" 2045 1838 11557-110 AA3131-10 1" F. NPT
AA3135UA250 250 1vs" 613/32" 2%16” 6430 6341 AA3135-40PR AA3135-10 2" F. NPT
A3149MG -
25" 10%%" Ve 10390 - D Included (E
A3149G oy oy VA 9153 3149-40 (D) ncluded (E)
AA3130UA265 265 $Z9 37/16" 194" 2125 1912 11557-110 AA3131-10 1" F. NPT -
AA3135UA265 1va” 6%3/32" 2%16” 6615 6703 AA3135-40PR AA3135-10 2" F. NPT 3133-11
AA3126L312 312 k28 2%" 7 330 (c) - 9103-54 AA3126-10 %" M. NPT -
(a) Flow rates shown are for bare relief valves. Adapters and pipeaways will (d)Outlet 3%2-8N (F) thread, will accept 3" M. NPT pipe thread.
reduce flow as discussed in forewording information. (e)Weep hole deflector is Part No. A3134-11B.

(b)Not UL or ASME rated. .059 square inch effective area.
(c) Not UL or ASME rated. REGO® rated at 120% of set pressure.
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External Hydrostatic Relief Valves SS8001, SS8002, SS8021 and

SS8022 Series

Application
Designed especially for the protection of piping and shut-off valves

where there is a possibility of trapping liquid anhydrous ammonia.
They may be installed in pipelines and hoses located between shut-

off valves or in the side boss of RegO® shut-off valves.
Features

« Relief valve designed to automatically reseat firmly after discharge.
« Resilient seat disc provides a “bubble-tight” seal.

« Stainless steel.

 Available in configurations that permit direct attachment of vent
piping when required.

Materials

Body (SS8001, SS8002, SS8021, SS8022)............... Stainless Steel
SPIING ettt Stainless Steel LISTED
SEAL DISC ...vvvviieieeeicciiiieee e et e e et e e Resilient Rubber

SS8022G

SS8001, SS8002

Series
S$S8021, SS8022 (.156 Orifice)
Series
(.156 Orifice)

Ordering Information

Accessories

A .
Container © Pipeaway
Start To Discharge Valve Body Connection M. B Wrench Hex Adapter or
Part Number Setting PSIG Material NPT Height (Approx.) Section Protective Cap Threads
SS8001G Vi 2 /16"
S58002G 250 v % % i ]
SS8021G v 1% /1" ¥4" NPSM Thrds
S58022G " § % %’ NPT Thrds
SS8022P 300 " 1%” 7% - %" NPT Thrds
SS8001J Vi T /56"
5580027 350 v % % i )
SS8021J Va" 13" /16" Y" NPSM Thrds
SS8022J Stainless Steel o' ° 7% %" NPT Thrds
SS8001L v . /"
SS8002L 400 v % A i ]
SS8021L v 1% /16" ¥4" NPSM Thrds
SS8022L " i % % NPT Thrds
SS8001U A 1m "
SS8002U 450 v % % i )
SS8021U Yo' It 11/," Y NPSM Thrds
SS8022U " 7" %" NPT Thrds

* 15" F. NPT outlet connection.
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DuoPort® Pressure Relief Valve Manifolds for Small Storage Containers

8542 Series

Application

Designed especially for use as a primary relief device on smaller
anhydrous ammonia stationary storage containers, with 2" NPT
threaded couplings. These manifolds allow servicing or replacement
of either of the two relief valves without evacuating the container or
loss of service. The operating lever selectively closes off the entrance
port to the relief valve being removed while the remaining valve
provides protection for the container and its contents. The rating of
each manifold is based on actual flow through the manifold and a
single pressure relief valve, taking friction loss into account. It is not
merely the rating of the relief valve alone.

Features

e Allows for relief valve removal and replacement on a periodic
basis without shutting down and evacuating the container.

* Unique seat ring assemblies provide a smooth tubular section to
preclude turbulence and assure more efficient flow capacity.

e Operating lever is only locked in the mid-position or in a position
to seal either relief valve. Placement of the clapper disc in an
intermediate position could restrict flow through one of the relief
valves, causing it to chatter and destroy the resilient seat disc.

* A rubber plug with chain is provided to protect manifold outlet
threads where the relief valve has been removed.

e “Pop-action” design insures maximum protection with only minimal
product loss at moderately excessive pressures.

* Resilient relief valve seat disc provides “bubble-tight” seal.

* Relief valves are UL listed & ASME rated for use with Anhydrous
ammonia.

Manifold Materials

BOY ittt Ductile Iron
ClapPer DISC......ceeiuiieiiiiie ettt Stainless Steel
Bleeder Valve ... Stainless Steel
SEAL DISC ...ttt Teflon
PACKING . ...cetieiiii i Polyethylene

Relief VValve Materials

12100 | PP Forged Aluminum*
SPHNG GUIAE. ...ttt e e Aluminum
SPIING ettt Coated Steel
Seat Disc . Resilient Synthetic Rubber

*A special coating is applied to the inlet threads to minimize the possibility of electrolytic action.

Ordering Information

Application .
Start to Container
Part Number Discharge Connection
Setting PSIG M. NPT
Quantity
AA8542UA250 .,
AAB8542UA265 265 Yes 2 2

LISTED

AAB8542

-
— 39

Relief Valve |

Part Number

AA3135MUA250

AA3135MUA265

Flow Capacity SCFM/Air**

e el (at 120% of set pressure)
Accessor

Inlet - UL Rating (at R:t;ME(at

Connection Pipeaway 120% of set 120% gf -
M. NPT Adaptors Pressure)

Pressure)

6430 (1) 6341 (1)

yp» e
1Y AA3135-10 6615 (1) 6703 (1)

* 2" F. NPT outlet connection.

** Flow rating based on number of relief valves indicated in parenthesis ( ). Flow rates shown are for bare relief valves. Adapters and pipeaways will reduce flow rates as discussed in forewording information.
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New from RegO® Delta Port Relief Valve Manifolds

AA8530 Series

Application

Designed especially for use as a primary relief device on large
stationary pressurized storage containers the base is supplied
with a two inch NPT threaded container connection. These
manifolds incorporate an additional relief valve, not included in
the flow rating, allowing for servicing or replacement of any one
of the relief valves without evacuating the container. The hand-
wheel on the manifold selectively closes off the entrance port to
the relief valve being removed while the remaining relief valves
provide protection for the container and its contents. All manifold
flow ratings are based on flow through the relief valves after one
has been removed for service or replacement.

Materials

BOAY ..ot Ductile Iron
RESIENT PAIS .....uvviviieiecc it s e e e e Teflon
Clapper Disc.... .. Stainless Steel
Bleeder ValVe ...........cccveiiiieeeiee e Stainless Steel

Relief VValve Materials

BOdY (AA3L35) ....oiiiiiiiiieiiiiiii et Aluminum
Spring Guide (AA3135) ... Aluminum

SPriNG (AABL35) ....eiiiiiiieiiieieesiie ettt Stainless Steel AA8533MA
Seat DiSC (AA3135)....cccueiiiieriieiieeniieiieenes Resilient Synthetic Rubber
Bleeder Valve ] -
Hand-Wheel /
Shut-Off Disc
Assembly
12.54" ‘// i 4%’/’
A B
\ / R
N\
\4—\ I
‘ " M-NPTF

Ordering Information

Application Relief Valve
Start to Container Inlet Accessories ASME Flow Rating
Discharge Connection Connection Pipe-away  SCFM (air) @ 120% of
Part Number Setting PSIG M-NPTF : Part Number M-NPT Adapter** Set Pressure *

AAB8532MA250 250 2 6,341 (1)
AA3135MA250

AA8533MA250 3 12,682 (2)

Yes 2" 1va” AA3135-10

AAB532MA265 2 6,615 (1)
265 AA3135MA265

AA8533MA265 3 13,230 (2)

* Flow rating based on number of relief valves indicated in parenthesis ().
Flow rates shown are for bare relief valves. Adapters and pipe-always will reduce flow rates as discussed in forwarding information in L-500 catalog.
** 2" F. NPT outlet connection
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Multiport™ Pressure Relief Valve Manifold Assemblies

for Large Storage Containers A8560 and A8570 Series

Application

Designed especially for use as a primary relief device on large
stationary pressurized anhydrous ammonia storage containers
with flanged openings. These manifolds incorporate an additional
relief valve, not included in the flow rating, allowing for servicing or
replacement of any one of the relief valves without evacuating the
container. The handwheel on the manifold selectively closes off the
entrance port to the relief valve being removed while the remaining
relief valves provide protection for the container and its contents. All
manifold flow ratings are based on flow through the relief valves after
one has been removed for service or replacement.

A8560

A8570

Features
» Allows for relief valve removal and replacement on a periodic

basis without shutting down and evacuating the container.

» “Pop-action” design of relief valves insures maximum protection
with only minimal product loss at moderately excessive pressures. @

» A rubber plug with chain is provided to protect manifold outlet LISTED
threads where the relief valve has been removed.

* May be mounted directly to a welding neck flange or manhole
cover plate. Requires no inlet piping.

* Relief valves designed to automatically reseat firmly after
discharge.

» Resilient relief valve seat disc provides “bubble-tight” seal.

» Relief valves are UL listed & ASME rated for use with anhydrous

ammonia.
Pipe-Away Section
Will Acce?t 3" NPT Pipe
Materials
BOOY ..ot Ductile Iron
RESIlIENT PANS .....eeeiiiiiieiiiie et Teflon
Clapper DISC.....cceiuiieaiiiieeiiie et Stainless Steel
BIEEAET VAIVE ... Stainless Steel 8%
Max.
Bolt Stud and Nut Assemblies
Part For Use Number 33:;:
Number Consists of With: For Connection To: Required l ’
Modified 3” - 300# HE il
7560-55 1-Bolt Stud All RegO and 4”-ANSI 300# 8 l«— See —»
and Nut Multiports™ | Welding Neck Flange Chart
7560-56 Manhold Cover Plate

Relief VValve Materials

Description A8563, A8564, A8B573, A8574
Body Upper Cold Rolled Steel Lower Ductile Iron
Liner Stainless Steel

Spring Guide Stainless Steel
Spring Coated Steel

Seat Disc Resilient Synthetic Rubber

*A special coating is applied to the inlet threads to minimize possibility of electrolytic action.
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Typical RegO Multiport™ Pressure Relief Valve Manifold

RegO® Pressure Relief Valve
“Pop-action” insures maximum
protection with only minimum
fluid loss at moderately
excessive pressures.

Weep Hole Deflector,

Port design of deflector prevents
any ignited fluid ejected from the
weep hole, while the relief valve is
functioning, from impinging on the
storage container or adjacent piping
and equipment.

Resilient Seat Disc
Assures positive shut-off.

Manifold Seat Ring

Has integral teflon seat ring for
positive shutoff of valve port by
clapper disc.

Instruction Plate
For relief valve replacement.

Plug Assembly
Protects manifold outlet threads

/

Safety Groove Excessive stress on
vent piping attached to relief valve
will break valve body at this point,
leaving valve fully operative.

Handwheel

Large, heavy duty handwheel has
raised port numbers for selective
positioning of clapper disc. Raised
“arrow” below handwheel indicates
exact position of clapper disc at all
times.

Clapper Disc

Shown in position to remove relief
valve. Normally, clapper disc is
positioned between any two relief
valves.

Bleeder Valve

Shown in “closed” position to bleed
off pressure trapped between relief
valve and clapper disc prior to
removal of relief valve.

Ductile Iron Body
Rugged. Has corrosion resistant
lacquered finish.

Flanged Tank Connection

Available with either a modified
ANSI 3" (4" port opening) or a 4"
ANSI 300# flanged connection.
Mates respectively with modified

and keeps foreign material out
of manifold when relief valve is
removed for retest.

ANSI 3". 300 Ib. flat face steel
flange and ANSI 4” 300 Ib. 116"
raised face steel flange.

Spacious Manifold Port

Passages Large unobstructed throat
assures minimum capacity loss.
Manifold is bolted directly to storage

Flange Dimensions
Manifold Port Flange

Series  Flange Size Flange Drilling Diameter  Gasket @i - iminati
container opening, eliminating an

Modified 3” Lo (8) %" Bolt Holes on a 3 Esiicions P 9 g any

A8560 300# O©o 6%" Bolt Circle Diameter 4’ '
» ; 5% 7564-48

(4" Port Dia) Flat Faced. Gasket

AB570 4" ANSI o@o 752,? ?{;fg!:gg';;z;fer v & Johns-Manville Flexitallic flange
300# = 1o” Raised Eaced 7565-48 gasket furnished with each manifold

assembly.

Ordering Information

Application Relief Valve Flow Capacity SCEM/Air
i 0,
Start To Container Inlet Accessories At 120% of Set Pressure
Discharge Flange Connection Pipeaway
Part Number Setting PSIG Connection  Quantity Part Number M. NPT Adapters UL Rating ASME Rating
A8563G 33004 3 18,500 (2)
A8564G 4 27,750 (3) Not
A3149MG X
A8573G 47-300# 3 18,500 (2) Applicable
AB574G 4 ., 27,750 (3)
250 Yes 2% ik
A8563AG 3-3004* 3 18,300 (2)
A8564AG 4 A3149G Not 27,400 (3)
AB573AG 4-300# 3 Applicable 18,300 (2)
A8574AG 4 27,400 (3)

* For use with modified 300# ANSI flange with 4” port.

** Flow rating based on number of relief valves indicated in parenthesis ().
Flow rates shown are for bare relief valves. Adapters and pipeaways will
reduce flow rates as discussed in forewording information.
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*** 2" E. NPT outlet connection.
=+ Qutlet 3%2-8N (F) thread, will accept 3" M. NPT pipe thread.
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Quick-Acting Minimum Loss Hose-End Valves for Delivery Trucks and

Dispensing Stations A7793A and A7797A

Application

Designed to vastly reduce the amount of product vented when
disconnecting delivery trucks, dispensing systems and anhydrous
ammonia nurse tanks.

These valves provide instant, full-on flow at the flip of a handle. Shut-
off is instant and the handle locks for added protection. This “top of
the line” hose-end valve is a fully contained unit that does not require
additional filling adapters or connectors.

Features

» Minimizes product venting loss, when disconnecting, instantly by
housing the seat disc at the bottom of the built-in ACME filling
connector.

» Vents less than 2cc of liquid when disconnected.

e “V"-ring spring-loaded pressure seal design provides for
dependable, leak-free operation. No packing to retighten or replace.

» Operator friendly. Contoured handle rotates a full 360° and large,
easy to grip filling connector make the valve easy to handle.

» Self locking handle is operator opened and closed to prevent
against accidental opening of the valve.

Materials

BOOY .ot Ductile Iron
V/7=RINQ e e e Teflon
SEEM it Stainless Steel
Seat Disc.... . Synthetic Elastomer

. Aluminum w/Steel Insert
Stainless Steel
Stainless Steel
Cadmium Plated Steel

Ordering Information

Part Number Inlet Connection (F. NPT)

Outlet Connection (F. ACME)

LISTED

4 9/16"

)
12 1/8" \ /
N \
AppProx. é§ §
N Y
Nl
N \
NIl Y
A\ \ 7 5/8"
N \ Approx.
N |l N
N i\
71N
N W
N
N/ Z BN
=
N N
N N
Leiwd
) o
WV
OUTLET I_2116"_|
ACME THREADS Approx.

Locking Handle

Flow at 1 PSIG (Cv) Pressure Drop*

(GPM/NH3)

A7793A $Z8

13,

AT797A 1’

Yes

14.4

IRPELG. 100 RegO Dr. P.O. Box 247 Elon, NC 27244 USA www.regoproducts.com Phone (336) 449-7707 Fax (336) 449-6594
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Quick-Acting Hose-End Valves for Delivery Trucks and Dispensing

Stations A7707L and A7708L

Application

‘ 49/16"
‘ APPROX.

A

Designed especially for safe operator handling of delivery truck,
dispensing systems and anhydrous ammonia nurse tank service.

These valves provide instant, full-on flow at the flip of the handle
and provide instant positive shut-off with a handle lock for added
protection. APPRO.

o
APPROX.

Features e RNaEeN

 “V"-ring spring-loaded pressure stem seal provides for leak-proof
operation. No packing to retighten or replace.

 Self locking handle is operator opened and closed to prevent

against accidental opening of the valve. AT707L ———bikox.

* Large, contoured handle provides firm, comfortable grip.
N 4 9/16"

* Full swivel handle rotates 360° so the valve can be operated from LISTED ‘ APPROX.
any angle. _

* Built-in vent valve on the downstream side of the valve permits
bleeding of trapped product to assure safe uncoupling.

* Can be used with a variety of RegO® filling adapter connectors.

» Swivel seat disc minimizes grinding on the body seat and assures
longer service life.

L 21/16" |

Materials APPROX.
BOAY ..ot Ductile Iron

BV {1 o PSP Teflon A7708L

SEEIM 1.ttt Stainless Steel

Seat Disc...... .. Synthetic Elastomer

VaIVE LEVEN ....cuueeeeeiieeeeieee e eeee e eentee e eveeeennes Stainless Steel

Seal HOUSING ....ooiiuiiieiiiiie et Stainless Steel
BONNEL ..ot Cadmium Plated Steel

Press Handle Pivots to
Open Quickly,
Easily
Spring-Loaded Thumb-Button
Opens Latch
=

Ordering Information
Accessories

Filling Connectors**

Inlet & Outlet Locking Flow at 1 PSIG Pressure Drop Extended Compact
Part Number Body Design Connection (F. NPT) Handle (Cv) (GPM/NH3)** Steel Brass
A7707L Straight 16.2
1" Yes A7575L4 3175A A3175A
A7708L Angle 19.8
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RegO - A7914 2” FNPT X 3%” ACME Low Emission Hose End

Valve for loading Transports

Application

The A7914 minimum loss valve is designed to reduce the
amount of product vented when disconnecting transport
loading hoses. This valve provides a full-on flow when pressing
the release trigger and the lifting of an easy grip handle.

Lowering the handle will immediately stop flow and lock the
lever in the closed position. This valve can be used with any
standard 34" Male ACME

connector.

Features

¢ Minimizes product discharge at disconnect

e Contoured handle rotates 360° large easy to turn ACME
swivel connector.
A7914A
» Self-locking handle is operator opened and closed
designed to prevent accidental opening of the valve.

e Bypass mechanism in the seat area allows the upstream
pressure to quickly equalize when the handle is partially
moved to the open position.

* Spring loaded Teflon “V” packing for bonnet/stem assembly

provides long service life. (25.250)

(3.000 HEX)

Materials

Body........... ... Ductile Iron

“V" —Rings... et Teflon

SEBIM ittt ————— Stainless Steel

Acme Connector....... ... Cadmium Plated Ductile Iron

Seal Housing ..... TSP P PP PPOP Stainless Steel (2" - 11.5 NPT THD)
Bonnet............... ettt ee e e e ———taaeeean———taaaeaaanes Cadmium Plated Steel

Lever........ ettt e et e —a—etaeeeaaa——ateaeeeaaana—raaaaean Stainless Steel

SEAL DISC ..eeeiiiieiiiie ettt Synthetic Rubber

Ordering Information

Flow at (Cv) Pressure Drop* GPM

Part Number Inlet Connection Outlet Connection Locking Handle NH3
1 PSIG 10 PSIG

AT914A ‘ 2" FNPT 3Y4" F-ACME Yes 49.5 156.6

19

IRPELG. 100 RegO Dr. P.O. Box 247 Elon, NC 27244 USA www.regoproducts.com Phone (336) 449-7707 Fax (336) 449-6594



“V”-Ring Seal Globe and Angle Valves

General Information

RegO® Globe and Angle Valves are designed and manufactured
especially to meet the rigid requirements of the anhydrous ammonia
industry. The high quality construction and wide variety of sizes and
styles also make them highly suited to many other industries such as
chemical and petrochemical.

These ductile iron valves are available in both threaded and flanged
connections. Threaded connections are available in %" F. NPT to 3”
F. NPT sizes. Flanged connections are available in 1%”, 2" and 3"
pipe sizes.

The ductile iron used in these valves has a 60,000 PSIG tensile
strength which closely approaches that of steel castings. Its yield
strength of 45,000 PSIG and elongation of 15% is also comparable
to that of steel castings. These material features assure the ability of
the valve body to withstand impact, wrenching stresses and thermal
shock. This ductile iron conforms to ASTM specification A395.

RegO® globe and angle valves are designed for working pressures
up to 400 PSIG WOG and for operating temperatures from -40° F. to
+160° F.

“v'Ring
Stem Seal | .

,L:

The “V”-ring spring-loaded pressure seal used in these RegO® globe
and angle valves is the most effective stem seal yet developed. It
should not be confused with conventional valve stem packing where
the seal is obtained by compressing the packing around the stem by
means of a packing gland with resultant hard operation and frequent
packing replacement.

The wax like surface of the teflon “V”-ring seal and consequent low
friction assures leak-tight performance for an indefinite period where
periodic retightening of the packing is not required and the seal
provides extra long service life.

In the RegO® “V”-ring design, the seal is effected by the pressure
expanding the “V”-shape of the seal, forcing it against the stem and
bonnet surfaces to prevent leakage. The higher the pressure within
the valve, the more effective the seal becomes. A spring loaded
washer under the “V”-rings keeps them in an expanded position to
assure an effective seal under low pressure conditions. A wiper ring,
located above the seal, keeps the seal free from grit, and/or other
foreign material that may hamper operation.

Installation and Operation Note

Containers and pipe lines should be thoroughly cleaned before globe
and angle valves are installed. Large particles of solid foreign matter
can permanently damage the seating surface in the valve body,
causing the valve to leak. Use a minimum amount of a suitable pipe
dope on the male connecting threads as excess amounts may fall off
and be carried into the valve, causing damage to the seat or other
operating parts.

It is totally unnecessary to use excess force in opening or closing
RegO® valves. The type of seat disc material used and the general
design of these valves permits them to be opened and closed easily.
Proper valve operation insures unusually long life.

Wrenches must never be used to operate valves equipped with
handwheels and designed for hand operation.

Downstream Accessory Boss

These RegO® valves incorporate a plugged %" F. NPT boss on the
downstream side of the body for attaching either a hydrostatic relief
valve or vent valve. Boss size on the 2" and 3” valves has been
increased to allow a %" drilling for accommodation of a standard
by-pass valve or jumper lines.

Hydrostatic Relie—When the design of the piping installation
is such that liquid may be locked between two shut-off valves,
a hydrostatic relief valve should be installed in the lines
between the valves. The pressures which can develop due to
temperature increase in a liquidfull line are tremendous and
can easily damage the valves or piping unless a hydrostatic
relief valve is installed.

Vent Valve—If the globe or angle valve is used as a shut-off
valve on a loading hose, a vent valve should be installed in the
downstream boss to allow liquid trapped beyond the shut-off
valve to be vented before disconnecting the hose coupling.

Replace Gate Valves with Flanged Valves

Except for standard flange sizes, RegO® Flanged Globe and Angle
Valves are smaller and lighter than contemporary valves, thus
reducing price and shipping costs and making them far easier to
install. RegO® face to face flange dimensions conform to gate valve
dimensions, making replacement of most gate or plug valves with
RegO® valves simple and easy.

General Features

Heavy Duty Handwheel
provides easy operation.

O-Ring Wiper keeps sand
and grit away from pressure
seal and stem threads.

Heavy Duty ACME Threads
for quick action and smooth
operation.

Swivel Seat Holder
promotes long life.

Synthetic Rubber Seat
assures easy, positive
shut-off.

20

Teflon “V”-Ring
Spring-Loaded Pressure
Seal for leak-proof
operation. No packing to
adjust or replace.

Stainless Steel Stem is centerless
ground to provide a smooth
sealing surface.

Rugged Ductile Iron Body
won'’t crack or fracture

from wrenching, dropping
or hammer blows.

Circular Bridge is
contoured to provide
extra high capacity and
low pressure drop.
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“V”-Ring Seal Globe and Angle Valves for Bulk Storage Containers,

Transports, Plant Piping A7500 Series and TA7500 Series

Application

Specifically designed to assure positive shut-off and long,
maintenance free service life in liquid or vapor service on bulk storage
containers, transports, cylinder filling plants and plant piping.

The high quality construction and wide variety of sizes make them
highly suited for use with anhydrous ammonia and in the chemical
and petrochemical industries.

Features

* “V"-ring spring-loaded pressure stem seal provides for leak-proof
operation. No packing to retighten or replace.

e Circular bridge in the globe design and a dropped seat in the
angle design achieve greater flow with less pressure drop.

* Swivel seat disc assembly minimizes the seat disc from grinding
on the body seat. The seat disc stops rotating as soon as it
touches the body seat. This feature provides for good seat
alignment and assures long seat life.

* Y’ F. NPT plugged boss on the downstream side of the valve
body allows attachment of a hydrostatic relief valve or vent valve.

e “V"-ring stem seal virtually eliminates hard to turn handles
frequently encountered with packed type seals.

* Heavy duty rolled ACME stem threads provide quick action and
long service life.

Materials

BOAY ..ot Ductile Iron
Bonnet (7034, 7505-7508)........ccccuerueiieieeiinienrieeesreseesneseennenns Steel
Bonnet (7509-7518).......cccueeiiiiiiieiieaiie e eiee e Ductile Iron
VAV SEM ...ooiiiiiiiiii e Stainless Steel
WIPET RING.c.vviiiiiiiiciieciee e Synthetic Rubber
SEAL DISC ..c.uviiiieiiiieiiii ettt See Ordering Chart
BV {1 o 1= SR Teflon
Handwheel.. ... Ductile Iron
Spring ......... Stainless Steel

Ordering Information
Part Number

Teflon Seat Discs*

Buna N Seat Discs

TA7034
LISTED
A7518FP
A7505AP
A7514AP
A7513AP
A7517AP
A7517FP

Accessories
Flow at 1 PSIG Pressure

Drop (Cv) (GPM/NH3)***

Inlet and Outlet Port Hydrostatic
Globe Angle Globe Angle Connection Diameter Globe Angle Relief Valve Vent Valve
- - TA7034P TA7034LP %" F. NPT w 9 13.32
4
A7505AP AT506AP TA7505AP TA7506AP ¥4" F. NPT 10.8 15.93
A7507AP A7508AP TA7507AP - 1"F NPT 1’ 16.2 19.8
A7509BP A7510BP TA7509BP TA7510BP 1% F. NPT 1vs” 32.85 48.6
A7511AP A7512AP TA7511AP TA7512AP 1%" F. NPT 38.7 49.95
1%%" SS8001U TSS3169
AT7511FP - TA7511FP 1%" Flange** 41.4 -
A7513AP A7514AP TA7513AP 2" F. NPT o 67.5 79.65
A7513FP A7514FP TA7513FP TA7514FP 2" Flange** 70.2 119.7
A7517AP A7518AP TA7517AP - 3" F. NPT
3% 177.3 272.7
A7T517FP A7518FP TA7517FP - 3” Flange**
* Teflon seat discs on valves built to order.
** 300# ANSI R.F. Flange.
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Flange Seal Globe and Angle Valves for Bulk Storage Containers, Filling

Hoses and Plant Piping A7704, A7705 and A7706 Series

Application

Designed to assure positive shut-off and long maintenance-free
service life in liquid or vapor service. Ideally suited for use on cylinder
charging manifolds, truck filling hoses, bulk storage containers and

plant piping.

The high quality construction and wide variety of sizes make them
highly suited for use with anhydrous ammonia and in the chemical

and petrochemical industries.

LISTED -
Features A7704P oap
. :rfgotr)l?;rs]:ﬁv ia(:r:_:‘d stainless steel stem for combined Anhydrous A77770054PP
’ AT7705 P

» Flange seal stem provides for leak-proof operation. No packing to
retighten or replace.

» Metal-to-metal back seat permits replacement of the flange ring
with the valve in service.

* Plugged %" NPT boss on downstream side of valve
accommodates hydrostatic relief valve or vent valve.

» Swivel seat disc minimizes grinding on the body seat and assures
longer service life.

» “Dropped seat” body design of the angle valve provides high flow

capacity. J P
19—
7704 LP
A7704 LP
) 7706 P
Materials A7706 P
AT7706 P

Body .....ccoeeiiiiiiiiiee, ... Ductile Iron

Bonnet (A7704, 05, 06) ......coeiiueeiaiieieaiieeeaieeessieeesseeessnieeeennes Steel

Stem (A7704-05-06) .......ccciuereriiieeiiieeeiiieeaseeeeaseneens Stainless Steel

Flange Ring..... .... Synthetic Rubber

SEAL DISC . uveeteieiie ettt sttt Synthetic Rubber

Ordering Information

Part Number Flow at 1 PSIG Pressure Drop (Cv) (GPM/NH3)* Accessories
Globe Angle Inlet & Outlet Connection (F. NPT) Globe Angle Hydrostatic Relief Valve  Vent Valve
AT704P | AT704LP v 6.57 11.07 $58001J or SS8001L TSS3169
A7705P A7706P 578 10.35 15.93
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Flange Seal Liquid Transfer Angle Valves for Bulk Storage Containers

A7550 and A7551 Series

Application

In NH3 applicator tanks they may be used as a vapor bleeder valve
or as a liquid withdrawal valve when installed in a coupling with a dip

pipe.

When equipped with an integral excess flow valve (A7550PX), the
valve should be mounted in a forged steel 3000 Ib. half coupling.
When mounted in a 1%” x %" NPT reducing coupling, the %" female
thread in this coupling must be full length — equivalent to a forged
steel 3000 Ib. half coupling.

The excess flow valve will not function properly if these specifications
are not met. Refer to the Warning Bulletin in the Excess Flow Valve
Section of this catalog.

Features

» Flange seal stem design provides for leak-proof operation. No
packing to retighten or replace.

» Large, unrestricted interior ports reduce pressure drop through the

A7550P u A7550PX

valve, increasing capacity and preventing cavitation. UL
LISTED

» Resilient swivel seat disc assures longer seat life and easy,
positive shut-off.

* Plugged %" NPT outlet boss accommodates hydrostatic relief
valve or vent valve.

Materials
Body (A7550, 51)......ccivueiiieiiiniiieniieanns Cadmium Plated Ductile Iron
BONNEL (A7550, 51) ..uecveereereieeiieierierestestesseseseesessessesaesessesssnasss Steel ’ 3 1(’2';(};22;0)(
Stem (A7550, 51) ..... ... Stainless Steel NIERIN NPT o
Flange Ring........... ... Synthetic Rubber NN 3/4" NPT
SEAL DISC ....cvovervecereeeerseneeseseesesneesssenesseseenesneessneeens Synthetic Rubber T \ |_l
\ i ;; /%
i 111/32"
T ;( ““ Approx.
5/8" DIA/J g i g
3/4" NGT T o
Approx.
EXCESS FLOW >
VALVE (Optional)

Ordering Information

Excess Flow Accessories
Approximate

Closing Flow**

Flow at 1 PSIG (Cv)
Pressure Drop*

Inlet Connection Outlet Connection Integral Excess

Hydrostatic Relief

Part Number (M. NPT) (F. NPT) Flow (GPM/NH3) (GPM/NH3) Valve Vent Valve

A7550P o No 11.97 - SS8001J TSS3169

A7550PX $Z8 Yes - 14.4 SS8001J TSS3169

A7551P e" No 8.01 - SS8001J TSS3169
23
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High Capacity NH3 Liquid Withdrawal Valve

A8012D

Application

The A8012D is designed especially for use as a high capacity @
liquid withdrawal valve on Anhydrous Ammonia nurse tanks or LISTED
risers.

This valve incorporates an integral excess flow valve; when the
valve is in operation the handwheel must be completely open
and back-seated to allow the excess flow valve to function
properly as explained in the excess flow section of our L-500

and L-102 catalogs.

Features
» Excess flow valve designed for high flow and low pressure drop.

» Excess flow seat fully contained in the container coupling for
maximum protection in the event of external damage to the valve.

* Resilient disc assembly with swivel seat is fully contained for A8012D
bubble-tight shut-off and long service life.

e “V”-ring spring loaded stem seal design requires no field
adjustment.

* Y" F-NPT port that accommodates a vent valve or hydrostatic
relief valve.

e UL Listed for Anhydrous Ammonia.
Materials
BOOY et Ductile Iron

BONNEL ...t e e Ductile Iron
...... ... Stainless Steel

>,

1-1/4" FNPT—/ \1_1,4-- ENPT

\ TOP OF

CONTAINER

TOP OF
CONTAINER

Ordering Information

. Accessories for NH3 Use
Approximate

Part Number Inlet Connection Outlet Connection Closing Flow GPM Hydrostatic Relief Valve Vent Valve
A8012D 1¥%" M-NPT 1v2" F-NPT 66 GPM NH3 SS8001J TSS3169
A8012C : ‘ 45 GPM NH3
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Multipurpose Valve for Filling of NH3 Containers

A8016DBC

Application

Designed specifically for use as a manual filler valve on anhydrous
ammonia applicator tanks. This valve incorporates an integral back
check valve.

Features

» Positive seating back check valve opens for maximum flow at
minimum pressure drop when filling — regardless of the type of
coupling in which the valve is installed.

» Back Check seat is fully contained in the tank coupling for
maximum protection in the event of external damage to the valve.

* Resilient seat disc assembly is fully contained on three sides for
bubble-tight shut-off and long service life.

* “V"-ring spring-loaded stem seal design requires no repacking or
field adjustment.

» Specially machined break-away groove beneath ACME threads
will shear-off with excessive pull on the hose and leave the valve
body intact.

* Plugged ¥2" NPT boss accommodates vent valve or hydrostatic
relief valve.

Materials

BOOY .ot Ductile Iron
BONNEL ...t s Steel
VP 2RINGS -ttt e et e e e aanee s Teflon
Stem Stainless Steel
SEAL DISC ..euveeiieeiiiiiiieeie e Resilient Synthetic Rubber
Back Check Valve.......... Stainless Steel, Steel and Synthetic Rubber
SPINGS ittt e e e e as Stainless Steel

Ordering Information

Part Number Inlet Connection

Filling Connection

Filling Capacity at 20 PSIG
Pressure Drop GPM/NH3

A8016DBC
LISTED
Aproximately 134" ACME
4" Hose Connection
21 A
%7
ApProx. 3 \
4%"
Closed Break Away
Section
Approx.
14"

Accessories

Hydrostatic Relief Valve Vent Valve

A8016DBC 11/4” 13/4”

95 $S8001J TSS3169
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Multipurpose Valve for Filling of NH3 Containers

A8016DP

Application

Designed specifically for use as a manual valve or vapor equalizing
valve on anhydrous ammonia applicator and nurse tanks.

This valve incorporates an integral excess flow valve. When product
is required, the valve must be completely open and backseated to
allow the excess flow valve to function properly as explained in the
excess flow section of this catalog.

Features

» Positive-acting excess flow valve opens for maximum flow at  LISTED
minimum pressure drop when filling -- regardless of the type of
coupling in which the valve is installed.

» Excess flow seat is fully contained in the tank coupling for
maximum protection in the event of external damage to the valve.

A8016DP

» Resilient seat disc assembly is fully contained on three sides for
bubble-tight shut-off and long service life.

* “V"-ring spring-loaded stem seal design requires no repacking or
field adjustment.

» Specially machined break-away groove beneath ACME threads
will shear-off with excessive pull on the hose and leave the valve

body intact.
* Plugged ¥2" NPT boss accommodates vent valve or hydrostatic

relief valve. 41/4"

Approx.
|

Materials Break-away section
BOOY ..t Ductile Iron
BONNEL ... Steel

VP -RINGS ottt aees Teflon /
Stem Stainless Steel

SEAL DISC ..euveeiieeiiie et Resilient Synthetic Rubber HJSZ’/COHAI'EZ\SEOH

Excess Flow Valve...........cccccocoeveiiieeinns Stainless Steel--Steel Body 4 3/8"

SPIINGS .ot Stainless Steel Approx.
Closed

1" Diameter

3 5/8"

Inlet gREE

Ordering Information

Approximate Excess Flow
Closing Flows Accessories

Inlet Connection Filling Connection Filling Capacity At 20 PSIG Liquid* Vapor** Hydrostatic
Part Number (M. NPT) (M. ACME) Pressure Drop GPM/NH3* GPM/NH3 CFH/NH3 Relief Valve Vent Valve

A8016DP 1Y 19" 95 44 24,000 S$S8001J TSS3169

* Determined at 9.5 to 12 PSIG differential.
** Determined at 100 PSIG inlet.
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Multipurpose Valves for Liquid Withdrawal of NH3 Containers

A8017D & A8020D

Application

Designed especially for use as a high capacity liquid withdrawal valve
on anhydrous ammonia containers.

These valves incorporate an integral excess flow valve. When product
is required, the valve must be completely open and backseated to
allow the excess flow valve to function properly as explained in the
excess flow valve section of this catalog.

4%"
ApProx.

The A8017DH is equipped with a soft seated automatic differential
back pressure check valve in the seat disc assembly. This allows any
pressure build up in the liquid transfer line in excess of 10-15 psig
above the container pressure to flow back into the container. The
transfer hose is protected against excessive liquid or vapor pressure
entrapment, which adds materially to the useful life of flexible hose. —_
In addition to increasing hose service life, the equalizing valve adds  agpox.

substantially to the operating safety of liquid transfer systems. A8017DH

Features B A8017DP

LISTED

» Positive-acting excess flow valve opens for maximum flow at
minimum pressure drop when filling — regardless of the type of
coupling in which the valve is installed.

» Excess flow seat is fully contained in the tank coupling for
maximum protection in the event of external damage to the valve.

» Resilient seat disc assembly is fully contained on three sides for
bubble-tight shut-off and long service life.

* “V"-ring spring loaded stem seal design requires no repacking or
field adjustment.

* A8017DH has two plugged %" NPT ports, one on the top and the
other on the side, accommodate either a vent valve or hydrostatic
relief valve.

* A8020D has a plugged ¥2” NPT port that accommodates vent
valve, hydrostatic relief valve, or pressure gauge.

» A8017DH incorporates an automatic back check valve built into
the shut-off valve, eliminating the need for a separate hydrostatic

relief valve.

Materials

BOOY it Ductile Iron
BONNEL ... Steel
SEEM et Stainless Steel

. o . A8020D

SEAt DISC ...eeviirieiiiiiei e Resilient Synthetic Rubber
VP =RINGS vttt ettt et nane e Teflon

Excess Flow Valve.. Stainless Steel - Steel Body
SPIINGS vttt sttt et sneeaees Stainless Steel

Ordering Information

Accessories

Part Inlet Connection Outlet Connection Approximate Excess Flow Liquid Closing Flow** Hydrostatic Relief
Number (M. NPT) (F. NPT) (GPM/NH3) Valve Vent Valve
A8017DH* 17 44.1 Not Required
A8017DP 1vs” 49.5 TSS3169
SS8001J
A8017DLP 5z 41.1
A8020D 1V 1 70.2 SS8001J TSS3169

* Built-in back pressure check valve incorporated into shut-off valve.
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Excess Flow Valves for Liquid or Vapor Line Service

A1519 Series

Application

Designed for top installation, in any position, in liquid or vapor service
lines. They are intended for long lines or branch piping where tank
mounted excess flow valves cannot suffice.

Features
* Precision machined.
*» Generous flow channels provide low pressure drop.

» Cotter pin prevents loss of spring retainer due to vibration in
service.

* Stainless steel spring provides consistent closing flow and long
service life.

Materials

F:'-"-'i'!t%f,‘

A1519 Series
BOAY ..ot

Cadmium Plated Steel
Cadmium Plated Steel
Stainless Steel
Stainless Steel
Ductile Iron LISTED

A1519A2, A1519A4, A1519B4

Performance

SO0 B

400/ T T T |

ool Closing Flow Range

[l A-A1519A2 D-A1519A6
soo|| B-A1519A4 ]
C-A1519B4 L P

= L A
H |41 A1e
& 100 &
3
“2' 70 D
2 60
g s0 ]
& o= i

30 :

20 L J

A1 ol
////
%]7@531 2 3 4 5 87891 2 4 5678910 -
Drop Across Valve (PS) - -

Ordering Information

A1519A6

Typical Installation

Approximate Closing

*

A B D Flows

Inlet Connection Outlet Connection C Effective Length Liquid

Part Number Material NPT F. NPT Wrench Hex Flats (Approx) (GPM NH3)
A1519A2 1" 1" 19" 312" 22.5
A1519A4 90
Steel 2" 2" 3" 413"

A1519B4 120
A1519A6 3" 3" 4" 627" 203

* Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.

28

100 RegO Dr. P.. Box 247 Elon, NC 27244 USA www.regoproducts.com Phone (336) 449-7707 Fax (336) 449-6504  [IRBIEESIY



Excess Flow Valves for Liquid or Vapor A3272 Series, A3282 Series,

A3292 Series

Application
Designed for liquid or vapor use for filling, withdrawal and vapor
equalizing in container or line applications. They are intended for long

lines or branch piping where tank-mounted excess flow valves are
inadequate.

Features
» Precision machined.
e Generous flow channels provide low pressure drop.

e Stainless steel spring provides consistent closing flow and long

service life.
Materials uSTeD o
Series A3272, A3282, A3292
BOOY it Plated Steel
Seat Disc. .Plated Steel
Stem..... ....Plated Steel
SPING ¢ttt e e Stainless Steel
Typical Installation
Performance
60 - 1
50 Closing Flow Range aas
40| A-A3272G B - A3282C B ]
30 4/
20 L~ al
”/ ” AA . . .
g PRy // Container Service Pipe Line Service
19 i
€ = g
a 4 g
I~
/’/
2
&77.&3(.(:9.1 3 4 5 .6.7.891 2 B 4 5 6 78910

Drop Across \alve (PSI)

Ordering Information

Part
Number

Material

A3272G

A3282C

A3292A

A3292B

A3292C

Steel

D Approximate Closing
A B Effective Flow*
Inlet Connection QOutlet Connection C Length
(M. NPT) (F. NPT) Wrench Hex Flats (Approx.) Liquid (GPM NH3)

578 Ya" 1%" 18

1va" 1%4" 2" 1%" 45

3" 68

o o o 20
3"

110

* Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.
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Excess Flow Valves for Container Service

A7537 Series, A7539 Series, A8523 and A8525

Application

Designed for mounting in threaded full or half couplings in container
installations. They may be used for filling, withdrawal or vapor
equalizing applications. The exceptionally low pressure drop makes

A7537N4

them ideal for pump suction lines. If a riser pipe to the vapor space is P
used with these valves, the minimum inside diameter of the riser pipe
must be at least two times the valve thread size in order not to restrict
flow to the side inlet ports. |
"l
¥
Features ]
I
* Precision machined. {
b= % 4 A
* Generous flow channels provide low pressure drop minimizing - Ly i
cavitation in pump suction lines. - a
4 p V. C
» Cotter pin prevents loss of spring retainer due to vibration in p .
service. ‘ .
B
 Stainless steel spring provides consistent closing flow and long 7
service life.
« Separate models for installation in either half or full couplings. Typical Installation
Materials
BOY ..o Cadmium Plated Steel LISTED
Body (A7539 Series Only) ......cccceeieeeiiiiiieiiiienieeiee e Ductile Iron
Seat Disc Cadmium Plated Steel
Stainless Steel
Stainless Steel
Cadmium Plated Steel Half Coupling Full Coupling
Performance
k- HHHHH e e e e e
700 Closing Flow 70— Closing Flow Range
600) Range | 60— A - AB523
50 A-A7537L4 T
- A7537L4F[] jz:: B - AB525
B- A7537N4
30 h A7537N4F 30 I
s Pl C- A7537P4 [ 5
azoo J A7537P4F s
Y ]" e JO z
o A7539R6F| [ gl
§1o /’/T o m& E- A7539T6 | | s ] LT
2% 13 A7539T6F [ g1
= 99 T F- A7539v6 [] =8
60 = A7539V6F &
5
.
[ 3
20 2
Juge:Eochl 2 3 4 5 6.7891 2 3 4 5 678910 Jugeclech) 2 3 4 567891 2 3 4 5 678910
Drop Across Valve (PSI) Drop Across Valve (PSI)

Ordering Information

Approximate Closing

A B D
. n n ) . Flow*
Part For Use With This Inlet Connection Outlet Connection C Effective Length o
Number Type Coupling M. NPT NPT Wrench Hex Flats (Approx.) Liquid (GPM NH3)
A8523 Half 5 ¥" Male 1% 1% 14
A8525 Half 1Y4" 1¥4" Male 13" iz 32
AT7537L4 Half 68
AT7537L4F Full
2" Male
A7537N4 Half
m 2 and 2%" Yy 113
AT7T537N4F Fu 1%, Female
AT7537P4 Half
AT7537P4F Full 135
A7539R6 Half
AT7539R6F Full
3" Male
A7539T6 Half
m 3’ and 34" 3% 180
AT7539T6F Fu 2" Female
A7539V6 Half
225
A7539V6F Full

* Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.
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Excess Flow Valves for Vapor or Liquid

A2137 Series

Application

Designed especially for filling, withdrawing or vapor equalizing in
half and full coupling installations. Ideal for container service where
welded-in dip pipes are not provided. For vapor use, mount in the
bottom opening with a threaded dip pipe. For liquid use, mount in the
top opening with a threaded dip pipe. These may also be installed in
pipe lines provided the connection is made to the male inlet thread
and not the female dip pipe connection.

LISTED

Features

» Precision machined.

» Cotter pin helps prevents loss of spring retainer due to vibration in
service.

» Stainless steel spring provides consistent closing flow and long
service life.

» Generous flow channels provide low pressure drop.
Typical Installations

Materials
A2137 Series
BOAY ..o e Cadmium Plated Steel
DISC..utieiiie et Cadmium Elated Steel Container Service Pipe Line Service
SEEIM 1.ttt Stainless Steel
SPING .ttt Stainless Steel
GUIE ..o Cadmium Plated Steel
Performance
500 T 1T | ————
40071 Closing Flow Range |
GOO: A- A2137A I
200
s
S
g 80
@ 70
g F
E 40
30 A
20| l
L1
//
‘%TCBCW 2 3 4 5 6.7.891 2 3 4 5 6 78910

Drop Across Valve (PS)

Ordering Information

Approximate Closing

Fkk
A D Flows
Inlet Connection B C Effective Length Liquid
Part Number NPT Outlet Connection F. NPT Wrench Hex Flats (Approx.) (GPM NH3)
A2137 45
2" 2" Male and 1%4” Female* 276" 1%6"
A2137A 63

*1Y4" F. NPT Dip Pipe Connection
** 2" F. NPT Dip Pipe Connection
*** Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.
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Excess Flow Valves for Flange Mounting in Container Service

A3500 Series and A4500 Series

Application

Designed for mounting in flanged tank connections with internal
threads in the bottom of a container. They may be used in filling,
withdrawal or vapor equalizing application. They provide high
flow capacity with low pressure drop to minimize pump inlet line
cavitation.

If a riser pipe to the vapor space is used with these excess flow
valves, the minimum inside diameter of the riser pipe must be at least
two times the valve thread size in order not to restrict flow to the side
inlet ports.

Flange mounted excess flow valves are readily accessible for
servicing and completely enclosed and protected in event of fire.
Because there is no direct connection between external piping and
the valve, stresses imposed on piping will not affect the excess flow
valve.

Features

* Precision machined.

» Generous flow channels provide low pressure drop minimizing
cavitation in pump suction lines.

» Cotter pin prevents loss of spring retainer due to vibration in
service.

 Stainless steel spring provides consistent closing flow and long
service life.

Materials

BOAY ..ot e Cadmium Plated Steel
SEAL DISC ...uvvvviieeeeeeeciiireeee e Cadmium Plated Steel
£ (=1 Stainless Steel
ST o113 To [PPSR Stainless Steel
(U ][0 [P PP Cadmium Plated Steel

Flanged Installation In Container

NOTE: The opening in the tank flange should be machined with a
Y,"-45° chamfer at the outer edge. The thread should be tapped
one or two turns large as checked by a plug gauge. This and the
undersize thread on the valve should permit the valve to be installed
so that its outer face is at least flush with the outer edge of the flange.

The valve is screwed into this opening by fitting a %" flat metal piece
into the slot and turning until hand tight. A lubricant may be used, but
a luting compound is not necessary since this joint does not have to
be gas tight.

If any difficulty is experienced in “making up” the valve to fit flush, as
indicated, the thread in the tank flange can be tapped.

Design and construction of tank and flange must be in accordance
with the appropriate section of the ASME Pressure Vessel Code.
Ordering Information

A C

Specifications for
companion flanges,
gaskets, bolts and nuts
must meet the appropriate
codes, such as ASA B16.5.

B

.|

E
@ z
q B
d B
LISTED g B
¥ B
A3500L4
Performance
%0 FHHH
800
700 Closing FlowH
600 Range o
500 A-A3500L4 [
400 1 B - A3500N4 H
w00 H C - A3500P4 []
_ H h | |D-A3500R6 []
£ Ba A [ |E-A3500T6 []
g I AT F - A3500V6
H ]' 116 A¢s00¥8 ]
2 U
gwoc /’/ A T ° J LC
£ %0 F
& 80 I
70
60 T
50
40
30—
20
0708091 2 4 6.7.89 3 4 6 78910

Drop Across Valve (PSI)

Valve

Contriner

Approximate Closing Flows*

A3400L4, A3400L6,
A3500L4, A3500R6,
A3500N4, A3500T6,

A3500P4 A3500V6 A4500Y8

Description

Inlet B Effective D : - - .
Part  Connection For Thread  Threaded Liquid A _| Valve Size _(NPT) 2 3 4
Number NPT Installation (Approx.) End To Port (GPM NH3) B | Tank Opening 3%" 45" 55"
A3500L4 68 C Thiclfness'(min.) 1" iR7Z% 1%”
A3500N4 " 3 115/" 113 D O}ut5|de Diameter 6v% 84 10
A3500P4 E Pipe Thread (NPT) 2" 3" 4
A3500R6 Sé‘géid 135 . | Bolt Circle Dia. 5 6%" w
A3500T6 3" 17 1%s¢" 180 Number of Bolt Holes 8 8 8
e Eyr B
A3500V6 225 G |BoltHole Thread | 7o 0 | ¥ 10| %10
A4500Y8 4" 1%6" 11%6" 450 Bol Hole Thread
olt Hole Threay 3 ” .
H ol (min. eff) 7 B 14

* Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.
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Excess Flow Valves for Liquid or Vapor Withdrawal

A8013D Series

Application

These valves are designed for bottom mounting in consumer storage
tanks for liquid service. They may also be top mounted for vapor
service. These valves are designed especially for use with RegO®
globe and angle valves.

Features

» AB8013D Series features a 2-position floating valve disc for faster,
more efficient container filing.

e Precision machined.

» Stainless steel spring provides consistent closing flow and long
service life.

o

LISTED

» Generous flow channels provide low pressure drop.

s
Fi

N

Materials
A8013D Series _ A8013D
BOAY ..ot Cadmium Plated Steel
i Stainless Steel
Stainless Steel
Stainless Steel
Cadmium Plated Steel
........................................................................... Stainless Steel
E &
Performance :
ST
80
L[| Closing Flow Range D
50— A - AB013D
of-H B - AB013DA |
2 C - A813DB Eiradnl .
z 20 Zl
% panglan
z A AT
£ =sfad
&3
;/
s L=
p
3
20711819\ 2 3 4 56.7891 3 4 5678910

Drop Across Valve (PSI)

53
LW = E@/
U ELIS

Ordering Information

Approximate Closing
Flow**

Part Number

A

Inlet Connection M.
NPT

B.
Outlet Connection
NPT

C.
Wrench Hex Flats

D.
Effective Length
(Approx.)

E.
Threaded End To
Port

Liquid

A8013D

A8013DA

19"

A8013DB

3,

1"

1Y

13"

1%2"

1%6”

17"

(GPM NH3)
35.1

39.6

49.5

* %" F. NPT Dip Pipe Connection
** Based on horizontal installation of excess flow valve. Flows are slightly more when valves are installed with outlet up; slightly less when installed with outlet down.
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1v4” Threaded Internal Valve for Small Capacity Pumping Systems

and Vapor Equalization A3209D & A3209DT Series

Application

Designed primarily for use with anhydrous ammonia as a main valve /@\
on small capacity pumping systems, NH3 nurse tanks and in-line T
installations. It may also be installed in the vapor equalizing opening 1%
on delivery trucks. Installation is quick and easy, and it fits in both full
and half couplings, as well as, in-line applications. The valve may be

actuated manually by hand or cable.

LISTED

Features
» Valve is compact, with one piece body construction.
» Spring loaded V-packing with heavy duty wiper ring on operating

shaft for dependable leak-free construction.

. . . A3209DT

* Nylon bearing supported operating shaft provides smooth, easy

operation.
» Simple operating lever allows for easy connection of cable controls.
» Built in excess flow valve
* Return spring forces the valve to the closed position when the

lever is released. A3209PAF
» All critical operating components are located in the valve body

and inside the container coupling for maximum protection against

damage.
* Midway stem position allows for quick pressure equalization. 7
* Equipped with 212° F, UL listed fuse link for thermal protection.
Materials H /
12100 YR Ductile Iron |
Operating Lever. Cadmium Plated Carbon Steel Top View
SEEM e Stainless Steel
SPINGS .ottt et e e e e Stainless Steel
Seat Disc Resilient Synthetic Rubber
Shaft BEAINNG.....ccouiiiiiiiieiiieiie et Nylon A3209D

Seat disc fully retained and

/%\ field replaceable (ERID S
90 : : :
1% ‘ 80 Half Coupling
‘ 70
4y 60
] 50
s
S 40
a Full Coupling
o g >
4¢ Ve ' 20
(o1 4 6% —
10
© | o o
| 03 04 05 06 07 08 09 1 2 3 4 5 6 7 8
Drop Through Valve PSI

Cam attached with Allen
head fastener which is
accessed from the ¥4" pipe
plug on side of the body

Ordering Information

Inlet Connection M. Outlet Connection Closing Flow Accessories
Part Number :
NPT F. NPT NH3 Thermal Latch Pneumatic Actuators

A3209D050 1va” 1va” 45

A3209D080 1va” 1va” 72 A3209PA
A3209TL A3209PAF

A3209DT050 1v2” 192" 45 A3209RA

A3209DT080 v 1va” 72
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Product Update New Straight Through 1%%” Internal Valve

A3211D Series

Application

Designed primarily for use with Anhydrous ammonia as a main
valve on pumping systems, and in-line installations. Installation is
quick and easy, and it fits in both full and half couplings, as well as,
in-line applications. The valve may be opened manually by hand or

pneumatic actuator.
Features
» Valve is compact, with one piece body construction.

» Spring loaded V-packing with heavy duty wiper ring on operating
shaft for dependable leak-free construction.

* Nylon bearing supported operating shaft provides smooth, easy
operation.

» Simple operating lever allows for easy connection of cable controls.
» Builtin excess flow valve

* Return spring forces the valve to the closed position when the
lever is released.

» All critical operating components are located in the valve body
and inside the container coupling for maximum protection against
damage.

» Midway stem position allows for quick pressure equalization.

» Equipped with 212° F, UL listed fuse link for thermal protection.

Materials

BOAY ..ottt Ductile Iron
Operating Lever. Cadmium Plated Carbon Steel
Stem......coeeee Stainless Steel
Springs ....... Stainless Steel
Shaft Bearing. Nylon
SEAL DISC ..c.vievieiiieeiiie ettt Synthetic Rubber

7525B4

12.50

12.00

1150 [

Service Inlet
Pressure

25 PSIG
10.50 50 PSIG

——— 100 PSIG
1000 150 PSIG
9.50 \M

— Reserve Inlet

Pressure \
50 PSIG /

850 [— 100 PS| N

9.00 — 25 PSIG
150 PSIG

1100 |—

DELIVERY PRESSURE
INCHES WATER COLUMN

SCF/HR O 50 100 150 200 250 300
125,000 375,000 625,000

Ordering Information

LISTED

4.51)

| 91
r )

YR M)
[Slte

X !!!L

Closing Flow GPM

A3211D

(6.88)
OPEN

(6.56)
CLOSED

\

Accessories

Part Half Coupling Full Coupling
Number Inlet M-NPT Qutlet F-NPT NH3 NH3 Thermal Latch Pneumatic Actuator
A3211D080 1%” 134" 72 67 A3209PAF
A3209TL
A3211D110 1%" 15" 99 76 A3209RA
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Threaded Internal VValves For Delivery Trucks, Transports

and Stationary Storage Tanks A3212 Series

Application A3212R Series

Designed primarily for use with anhydrous ammonia for liquid 300
withdrawal; vapor transfer or vapor equalization of delivery trucks, Half Coupling
transports, stationary storage tanks, and in-line installations. The
valve may be operated manually by cable or pneumatically.

GPM -Propane
=
3

R
Features v ] ;
Full Coupling
50 —

* May be installed in full and half couplings.
* Nylon bearing supported operating shaft provides smooth, easy o 3 S B o

Operation U Drop Through Valve PSI
» Simple operating lever facilitates easy adaptation of all cable

controls.

* Midway stem position allows for quicker pressure equalization.

» All critical operating components are located in the valve body
inside the container coupling for maximum protection against
physical damage.

» Built in excess flow valve.

» Return spring returns the valve to the closed position when the
handle is released.

» Specify RegO® Internal Valves on your next new tank body or
when your tank is rebuilt.

» A3213PA pneumatic actuator provides a convenient means of
opening and closing the valve from a remote location, using either
air or nitrogen for both the A3212R & A3213A service valves.

Materials LISTED
BOOY ..ttt Ductile Iron
Operating LeVer........c.ccceeiiiiieiiiieeiiee e Cadmium Plated Steel
SEEM .o Stainless Steel
Springs ... Stainless Steel
SEAL DISC ..cvvvivieiiieeiiii e Resilient Synthetic Rubber
Shaft BEAINNG ... .couiiiiiiiieiiee sttt Nylon

A3212R Series

Internal Valve with

Pneumatic Actuator Internal Valve with

Rotary
. . Actuator
Ordering Information

Closing Flow (GPM) Closing Flow (GPM) -

Inlet Outlet Half Coupling Full Coupling
Part Number Connection Connection :
M. NPT F. NPT NH3 NH3 Thermal Pneumatic Rotary
Latch Actuator Actuator
A3212R105 2" 411/16"
95 59
A3212RT105 2" T-body 415)16"
A3212R175 2" 411)16"
" 158 90 e
A3212RT175 2 2" T-body 194" |4°1" | 3sje | A3213TL | A3213PA | A3212RA
A3212R250 2" 411f16"
225 117
A3212RT250 2" T-body 415/16”
36
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Threaded Internal Valves For Delivery Trucks, Transports

and Stationary Storage Tanks A3213D Series

Application

Designed primarily for use with anhydrous ammonia for liquid
withdrawal; vapor transfer or vapor equalization of delivery trucks,
transports, stationary storage tanks, and in-line installations. The
valve may be operated manually by cable or pneumatically.

Features
* May be installed in full and half couplings.

* Nylon bearing supported operating shaft provides smooth, easy
operation.

» Simple operating lever facilitates easy adaptation of all cable
controls.

* Midway stem position allows for quicker pressure equalization.

» All critical operating components are located in the valve body
inside the container coupling for maximum protection against
physical damage.

» Built in excess flow valve.

* Return spring returns the valve to the closed position when the
handle is released.

» Specify RegO® Internal Valves on your next new tank body or
when your tank is rebuilt.

» A3213PA pneumatic actuator provides a convenient means of
opening and closing the valve from a remote location, using either
air or nitrogen for A3213D service valves.

Materials

Body ... Ductile Iron
Operating Lever... Cadmium Plated Steel
SEEM e Stainless Steel
SPINDGS ittt ne e e enneas Stainless Steel
SEAt DISC ..ccvveiiiiiiicsiieeiee e Resilient Synthetic Rubber
Shaft BEAINNG.....ccouviiiieiiiieiie ittt Nylon

Ordering Information

Seat disc fully retained and field replaceable.

A32

Excess flow spring is independent from
return spring operation

13D Series

Cam attached with Allen head fastener which is
accessed from the ¥2" pipe plug on side of the body

A3213DT

B/,

D i
LISTED
A3213D Series

450

400

350

300 Half C uEIing
o "
c
3 250
5]
a
2' 200
o] /
© 150

/
100
50 Frll Coupling
0
02 0.5 1.2 2.2 3.6 5.2 7.4

Drop Through Valve PS|

Accessories

part Number Inlet Connection CorﬁlL:at(I:(taitons Closing Flow Half Closing Flow Full
M-NPT Coupling (GPM) NH3 Coupling (GPM) NH3 Pneumatic
F-NPT Rotary Actuator Thermal Latch
Actuator
A3213D150 135 113
A3213D200 180 144
A3213D300 270 225
A3213D400 360 293
3" 3 A3213PA A3213RA A3213TL
A3213DT150 135 113
A3213DT200 180 144
A3213DT300 250 225
A3213DT400 325 293
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3” Flanged Internal Valves for Delivery Trucks, Transports and Large

Stationary Storage Containers A3217A & A3217DA

Application

Designed primarily for anhydrous ammonia filling and/or withdrawal
on MC331 delivery trucks, transports and stationary storage tanks
with flanged pumps or piping. Installation is quick and easy, and the
valve may be operated manually by cable or pneumatically.

Lever available on right or left side to allow for installation without the
use of an extra pulley.

Features

Provides More Efficient Operation

» Flow passages designed to allow substantially higher without
cavitation or loss of efficiency--saving time and money.

» Simple operating lever facilitates easy adaptation of all cable
controls.

» Lever available on right or left side to allow for installation without
the use of an extra pulley.

* Nylon bearing supported operating shaft provides smooth, easy
operation.

Less Frequent-Easier Maintenance

» Stainless steel screws resist rusting and are easily removed
during valve disassembly.

* Heavy duty rod wiper helps minimize dirt and foreign material from
entering operating shaft and hampering operation.

Durable Construction
e Cadmium plating helps resist corrosion during storage and use.

» All ferrous materials with a temperature range of -40° F. to +165°
F. and a pressure rating of 400 psi.

» Sturdy retaining ring secures operating cam to provide for more
durable, slack-free operation.

» Built-in excess flow valve.

» Specify RegO® Internal Valves on your next new tank or when
your truck is rebuilt.

Ordering Information

LISTED

A3217AR

(>t

Closing Flow

GPM Accessories

Pneumatic Actuator

Operating
Part Lever Inlet Outlet Right Left
Number Position Connection Connection Operation Operation
Single Flange

A3217AR160 A3217AL160 145
AS2LTARZLD ASZLTALZLO :rilg?%i 3" 300# 190 A3217ARPA | A3217ALPA
A3217AR260 A3217AL260 Left or Right Modified ANSI RF 236 A3217RA A3217LA
A3217AR410 A3217AL410 Flange* Flange 372
A3217AR510 A3217AL510 459
A3217DAR160 A3217DAL160 145
A3217DAR210 A3217DAL210 :,:é?gf; 3" 300# 190 A1 7ARPA | AS217ALPA
A3217DAR260 A3217DAL 260 Left or Right Modified ANSI RF 236 A3217RA A3217LA
A3217DAR410 A3217DAL410 Flange* Flange 372
A3217DAR510 A3217DAL510 459

Furnished with mounting studs and nuts
**Modified bore=4%" diameter with 5%” diameter raised face.
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3” Flanged Internal Valves for Delivery Trucks, Transports, and

Large Stationary Storage Tanks

A3217FPA and A3217FLPA Pneumatic Actuators

These Pneumatic Actuators are designed specifically for use with the
A3217 Series 3" Internal Valves. The diaphragm design provides a
convenient means of opening and closing the valve from a remote  LISTED
location, using either air or nitrogen.

Features

» Diaphragm type—no seals to leak.

» Easily installed on internal valve “in-line.”

» Utilizes standard air brake chamber with proven performance over
many years of heavy-duty truck/trailer applications.

» Compatible with existing air interlock systems.
» Operates with pressures of 50-150 psig.

* Thermal Fuse installed complies with DOT thermal protection
requirements.

Materials
Body and Valve Cage.............cceeueee. Cadmium Plated Ductile Iron
SEAL....ceiiiiii Nickel Chrome Plated Steel

Stainless Steel
Stainless Steel
Stainless Steel
... Stainless Steel
............................. Stainless Steel
.... Cadmium Plated Carbon Steel
SEAt DISC..c.uveiiieiieiiiiiiie e Resilient Synthetic Rubber

Springs ....ccceeeeuveee.

Actuator Cam...

Typical Valve Installation

- _
'\\\'—
_\\
LBEaRaE |
T
) '
T~

N\ ) it e
. ~ ol RN e —
Valve——| B
i L= IIQI ;
Pump or Line Flange—-\_» — - 3" ANSI 300 Ib.
“é“l J“ roug RF Flange Modified

A3217A & FA Series

600
500
400
300

200

GPM -Propane

100

0.25 0.5 0.75 1 15 1.6 17 2 2.3 25 3 35
Drop Through Valve PSI

476"

3" 300 Ib. ANSI RF
5" Flange Modified
(4%" Dia. Bore & 5%" RF)

1%"

5o
\ 216"
\I N 1%
3" 300 Ib. ANSI
RF Flange
3" 300 Ib. ANSI RF
Flange Modified
(4%" Dia. Bore & 5%" RF)
5 U
l 7/ Thermal Fuse
3" 300 Ib. ANSI
RF Flange
4%"
2"
%"
8u"
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4” Flanged Internal Valve for Transports and Large Stationary

Storage Tanks A3219 Series

Application

Designed primarily for anhydrous ammonia service on MC331 @
transport pressure vessels and large stationary storage tanks. LISTED
Installation is quick and easy, and it fits in most existing tank flanges.

The valve may be actuated manually or pneumatically.

Use of the A3219RT Remote Thermal Release with this valve is
suggested to provide a remote means of mechanical closure along

with thermal protection, as required by DOT.

Features

Provides More Efficient Operation
* Flow passages designed to allow higher pumping rates without
cavitation or loss of efficiency—saves time and money.

* One piece, stainless steel pilot valve provides more accurate
alignment for dependable operation.

* Remote release lever allows cables to run directly to opposite
ends of vessel without pulleys or tubing. A3219FA

Protects Your Pump
* Main disc retaining screws are installed from the top down to help
minimize loose screws from entering and damaging the pump.

» Back-up cotter pin is designed to minimize the chance of a
loosened actuator nut and washer from entering and damaging
the pump.

Less Frequent-Easier Maintenance
» Easily replaceable chrome plated seat insert eliminates need for
expensive remachining of valve body when overhauled.

A3219RA

» Stainless steel screws resist rusting and are easily removed
during valve disassembly.

» Strainer completely covers the top of the valve to help keep out | L]
sediment and foreign material.
» Stainer seats at the top flange of the valve's seat insert, making ] Eﬁ I
removal of the valve easier. ] i
L] Y ([0
Durable Construction
» Cadmium plating helps resist corrosion during storage and use. -J E
» Taper pin lock secures the operating shaft to provide for more ]
precise,trouble-free actuation. .
Materials
» Built-in excess flow valve and thermal protection.
) Body and Valve Cage...........ccccceennee. Cadmium Plated Ductile Iron
* Specify RegO® Internal Valves on your next new tank body or HANAIE ..o Cadmium Plated Ductile Iron
rebuild. LST=T: L R Nickel Chrome Plated Steel
1= 1] = PP Stainless Steel

Stem..ccoeveeennne . Stainless Steel
Pilot Valve Plug.. . Stainless Steel
SPIINGS vttt e b siae e ae Stainless Steel
Roller Actuator ............ccccoeceeeniieene Cadmium Plated Carbon Steel
Lever Assembly . . Cadmium Plated Carbon Steel
SEAt DISC ..cc.veeiiiiiiiiiiietiesie e Resilient Synthetic Rubber

Ordering Information

Closing Flow GPM#*** Accessories
Part Number* Inlet Connection Outlet Connection
NH3 Pneumatic Actuator Remsge;t;irmal
A3219FA400L 4” 300# ANSI RF 4” 300# ANSI RF 360 A3219FPA A3219RT (2)
A3219FA600L Modified Flange** Flange 540 A3219RA ‘

* Valve supplied with 16 nuts and 8 studs for mounting.
** Modified bore = 5 7/8” diameter with 7” diameter raised face.
*** Other closing flows available
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4” Flanged Internal Valves for Transports and Large Stationary

Storage Tanks

Application 4" 300 Io. ANSI RF
@ = Flange Modified
A3219FPA Pneumatic Actuator (6%" Dia. Bore & 7" RF)
The A3219FPA Pneumatic Actuator is designed especially for use LISTED .
with the A3219FA Series Flanged Internal Valves. The diaphragm %
type A3219FPA provides a convenient means of opening and closing
the valve from a remote location, using either air or nitrogen, on NH3 a
transport trailers and stationary tanks. e
16
|
18/ "
Features |/
« Diaphragm type—no seals to leak. 4|%"
» Easily installed on internal valve “in-line,” / -
4" 300 Ib. AN
+ Utilizes standard brake actuator with time proven performance in RF Flange

heavy-duty truck/trailer applications.

6%"

» Compatible with existing air interlock systems.

» Operate with pressures of 50-150 psig.

» Thermal fuse installed in actuator complies with DOT thermal
protection requirements.

Typical Valve Positioning

1"

5o
Typical Valve Installation Flange Modified

4" 300 Ib. ANSI RF

(6%" Dia. Bore & 7" RF)

77" t

4%" of © |9|©

_ ©

3% B ' \

: Thermal Fuse
4" 300 Ib. ANSI /

RF Flange

A3219FA600L
700 75"
600
500
2 400
©
Q
S 300
* I
s 200
5 3%"
100 54" |
0 ‘ ‘ ‘ ‘ ‘ ‘ ‘ I
0.9 1.8 2 2.5 3 35 4 42 2%"
Drop Through Valve PSI o
2|%"
1]
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Remote Thermal Release for DOT MC331 Pressure Vessel

A3219RT

Application

Designed especially for use with Internal Valves installed in DOT
MC331 pressure vessels. The A3219RT provides a remote means
of mechanical closure along with thermal protection, as required by
DOT MC331.

The A3219RT is connected by cable to the internal valve(s) on the
vessel. In the event of extreme heat (over 212° F.), the fuse link will
melt, causing the spring to contract and pull the cable. When properly
installed the cable will trip the internal valve release lever(s) allowing
the connected handle(s) to move to the closed position.

Materials

BOAY ..o Galvanized Steel

Stainless Steel

SPFINGS vttt
Ordering Information

AT oo To other A3219RT

LISTED

A3219RT
Features

* Meets DOT MC331 requirements.

« Easily installed, rugged formed steel bracket has open bottom to
minimize dirt and water build-up.

« Heavy, shouldered pins lock into position.

» Stainless steel spring provides dependable performance with 100
Ib. load.

* Heavy-duty chain adapts easily to standard cable and fittings.
» Fuse link has 212° F. release temperature.
« Adapts easily to standard cables and fittings.

27 A3219 Series
' 1 Internal Valve

1 [

Spring Load Minimum
Number
Part For Use Release Fully After 4  Required
Number With Temperature Extended Travel By MC331
Internal o _ _
A3219RT Valves 212° F. =100 Ibs. =50 Ibs. 2
Typical Mounting Side View
o
1" i BRI Connecting Fender, Clip,
Spacers Bracket Chain Brace, etc ...
J—f
il =] I
S \ Support  Cable
indow Clamps i
Thimble PS Ring
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Flomatic® Internal Valve Operation

—Screen Mesh Filter

__—X-Ring Seal

—_ ‘
Visual Indicator Internal Filters

Inlet Port

Priming Channel
External Filter

1. Normally Closed

When the valve is closed, liquid flows into the INLET PORTS, through
a channel in the PISTON, and into area A. It also flows down through
the PRIMING CHANNEL in the valve body, into area B beneath the
valve seat, and into area C to prime the PUMP.

2. Pump On — Valve Opening

When the pump is started, differential pressure transmits through the
¥ piping into chamber D. lifting the PILOT STEM. This opens the
seat between the stem and piston at E. Pump suction then evacuates
the tank pressure in area A, which becomes equal to the pump
suction pressure.

Pump
Discharge
Line

General Information

RegO® piston type Flomatic® Internal Valves are normally closed
and use pressure differential to provide completely automatic service.
Mounted directly between the tank body and pump, the Flomatic®
uses the pressure differential developed by the pump to open the
valve and it closes automatically when the differential no longer
exists.

This means the RegO® Flomatic® opens when the pump is on and
closes when the pump is shut off — fully automatic.

3. Pump On — Valve Open

The force below the pilot stem forces the piston up to open the valve;
rotating the INDICATOR SLOT to its vertical (valve open) position.
Pump differential pressure in area D holds the PILOT STEM and
PISTON open. Approximately 20 psig pump differential pressure is
required to open the valve; approximately 8 psig differential pressure
will hold the valve open.

3

4. Pump Off — Valve Closes

With the pump shut off, the pressure in area D which holds the
valve open, bleeds out through the #60 DRILL ORIFICE. This loss
of pressure permits the SPRING to push the PILOT STEM down to
reseat at point E. Since pressures are equal above and below the
PISTON, with no sustaining pressure in area D, the SPRING forces
the valve closed. The INDICATOR SLOT rotates to the horizontal
(valve closed) position.

Piston i
Spring !
]

Indicator
Slot ‘l

No. 60
Drill
Orifice

e
A nact s p pt 6 i 8 Rty =
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Flomatic® Internal Valves for Delivery Trucks, Transports and

Large Stationary Storage Tanks A7883FK and A7884FK

Application

Designed primarily for anhydrous ammonia liquid withdrawal on @
MC331 delivery trucks, transports and large stationary storage |jsTEp
containers with flanged connections. The valve is fully automatic,

opening and closing as the pump is turned on or off.

Features

Fully Automatic

* Operates on pressure differential from the pump to open and
close.

» Automatically closes should downstream line rupture causing loss
of pump differential pressure required to keep the valve open.

» Problems of improperly sized excess flow valves slugging shut
during liquid transfer are eliminated.

Faster Unloading

» Straight through flow design provides minimum pressure drop and
large flow capacity to the pump, resulting in higher flow rates and
greater pump efficiency.

. UnI(_)admg is qglcker and turn-around faster to provide more A7883FK
profitable operation.

Greater Protection

* Fully automatic operation virtually eliminates operator errors such
as forgetting to close the valve after product transfer.

* Fully internal design reduces possibility of spillage that may result
from a collision.

* Built-in visual indicator lets the operator know whether the valve
seat is in the open or closed position.

* Never a cable problem. These valves must NEVER be held open
by wire or any other means as the valve will not close as expected
when the pump is shut-off.

Less Maintenance
» Easily replaceable, high efficiency external filter removes

contaminant’s as small as 20 microns. Filter virtually eliminates
orifice clogging, excessive internal filter maintenance and service
downtime.
* No need to check or replace air lines, cables or cable
connections.
Economical Y
» Completely equipped with mounting bolts, flange gaskets, quick
acting valve and filter - all in one purchase price.
* No need to purchase additional mounting equipment or actuating @I
accessories.

» Specify RegO® Internal Valves on your next new tank body or
when your tank is rebuilt.

Materials

BOOY .o Cast Steel
ValVe SEM ...ooiiiiiiiiiie e Stainless Steel
Operating Stem ........ccveviiiiiieiiiiie e Stainless Steel
PISTON. ...ttt Aluminum
Cylinder Stainless Steel

Screen .... Stainless Steel
SEALS ..eiiiiie e Resilient Synthetic Rubber

Ordering Information

Part Inlet Connection Outlet Connection Strainer Base Overall Height Height from Indicator Accessories (included with Flomatic®)

Number ANSI Flange ANSI Flange Width Width (Approx.) to Base Filter 3-Way Valve
A7883FK 3”-300#** 3"-300# 4" 84" 10%" 416" A7884-201 A7853A

*Supplied with A7853A 3-way valve, A7884-201 filter, studs, nuts and gaskets.
**With 4'%s" diameter bore.
***\\ith 5%" diameter bore.
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Ys” Three-Way Quick-Acting Valve

A7853A

Flow Characteristics
5000

4000 LISTED
3000

2000

1000
800

600

400
300
Z

1
200 ¢7

Flow Rate (GPM)

10(,)07 Al 2 3 45 79 2 3 45 79 20 30 40
.08 6 81 6 810

Pressure Drop (PSIG)

A7853A ¥4" Three-Way
Quick-Acting Valve

Flomatic Valve

Typical Installation —

Tank Flange

Flomatic filte Tank Gasket Flange

(To Pump Station
Y," Vent Line
¥4 High
Pressure
Hose

Tee

AT7853PAF

Control Cable Pump

(with Fuse link—
and return spring)

A7853A Three Way Valve

Flange Dimensions
Specify Shell .D.

Specify Shell ID and Thickness

. 1/4" x 45° CSK
1-1/8" Min.

Eff. Thread -

1" Min.
1/2" Radius Eff. Thread

]

Min. Bore

B
8)3/4"-10C-20n

T-1 Steel Flange

[
B.C. to Straddle C.L.

D
AT7853PA

Ordering Information

Accessories

Pneumatic
Part Number Flange Type Actuator 3-Way Valve
T-1 Steel 134, 3/ 5/ ”
A7883FK Carbon Steel 43316 5% 6% 8Y4 A7853PAF A7853PA

*Supplied with A7853A 3-way valve, A7884-201 filter, studs, nuts and gaskets.
**With 4'%s" diameter bore.
***\\ith 5%" diameter bore.
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Extended Type Hose Couplings for Vapor and Liquid Service

A7571 and A7575 Series

Application

Designed especially for liquid filling and vapor equalization of
anhydrous ammonia. The limited travel of the handle on the tailpiece
minimizes spin-off, encouraging cautious removal to properly bleed
off trapped product to assure closure of the filler valve and hose end
valve. The ACME threads are machined on a rugged steel insert
which is permanently cast in the aluminum handle, providing for
durability under repeated use.

Features

)Lf

-

e Lightweight aluminum handle is contoured and ribbed for added
comfort, easy handling allows for easy make-up.

* Free swivel action between tailpiece and handle allows for easy

make-up. =
o - - _ A7571 Series s A7575 Series "o

» Simplified design eliminates an extra joint and provides smooth, quatizing

uninterrupted flow.
Materials
HaNdIe ... Aluminium
ACME.T.hreaQS ................................................................... . Steel Inlet LISTED
Restraining RiNg .......cooovieiiiiiieiie e Stainless Steel

Ordering Information

A. B. C.
Type Hose Connection Coupling Connection Approx.
of Service (M. NPT) (F. ACME) Length
A7575L2* Yo"
A7575L3 Liquid Y 19
A7575L4 1 )
AT7575L5** 1va” !
A7571LA Yo"
Vapor v
A7571LB Y

* Includes 7199-33 adapter, shipped loose.
** Includes A7575L5-1 adapter, shipped loose.

Short Type Hose Couplings for Vapor and Liquid Service
A3175, A3185 and A3195 Series

q Style A B LISTED Style B
s setlizs For Liquid Filling A3185 Series For Liquid Filling

Ordering Information

A. B. C. D. E.
Part Number Material Style Hose Connection (M. NPT) Coupling Connection (F. ACME) Tailpiece Bore Hose End To Nut Overall Length
A3175 EZ4 EZ4 2" 2%
A 8 1% - s
A3175A Steel 1" ¥4 YAZs 3%
A3185 B 1va" 2y 1Ya" 2% 3%s6”
A3195 2" 3va” 1% 2y 3%
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Caps and Reducers

Ordering Information
Cap With Chain & Ring

Part Ring Fits Pipe Cap Only Part Thread

Number Size Up To: Number WECHE] Connection

A8016-93 1Y, A8016-9P Nylon 1% F. ACME

A3184-90 ) Steel 2Y," F. ACME

A3194-90 3¥4" F. ACME
A3194-91L -
A3194-91S | Adjustable Cable

Steel 3Y," ACME
A3194-91V
- - A5776
1%2” ACME Steel Cap For NH3 A3175P )
e ‘\&e\N g)@)
Application > A
. : Ty ot

The A3175P is a 1%” ACME cap for use with 1%” ACME ‘

connections for Anhydrous Ammonia service.

Features

» Adjustable plated steel ring fits any Pipe.

¢ Durable 17" plated steel chain.

« High quality stamping. Egzé)fo

— ~A

TN\

2 Qﬁg ©
L Ty =

» Ships in protective plastic sleeve to prevent damage.

Materials
BOOY et Steel 134" F. ACME
Chain & RING «..vveiiiiiiiiiiesiee e Plated Steel

A3175P Series
Ordering Information

Thread Outside
Connection Diameter Height Material

A3175P 1% ACME 2" 15/16” Steel

ACME Adapters _—

- - 1 D
Ordering Information .
D For Spare \\V
Part A B Overall E Gasket Order W T
Number  Material M. ACME FENPT Length  Diameter Part No. VIANN T
B C
A5764D ¥ A E
1% : 1% 2%hs6” 7% A2697-20R OV AN ]
A5764E Steel 1" Nl
A5768H 3va" 2" 3v4" 113/16" 115/16" A3194-8R \\é\\
Orderin g Information Gasket (Furnished with adapter)
For Spare ACME x Female NPT
D Gasket D
Part A B Overall E Order
Number  Material M.ACME M. NPT Length  Diameter Part No.
A5765C " [z I —[
A5765D 5z /16" A
19 : 19 295" © | A2697-20R E P
A5765E 1 57/o" l
A5765F | Steel 17 o
A5767F Yy 1vs" 24" 2%" 1va" A3184-8R | — | —
AS5769H 3 2 Vi 2% 115)5" A3194-8R Gasket (Furnished with adapter)
A5769K 3" 4" 313/16”
- : ACME x Male NPT
Ordering Information D
For Spare
C Gasket
Part A B Overall D Order )
Number  Material M. ACME F. NPT Length Diameter Part No. ACME x Miscellaneous
(Recommended for securing
A5764W Steel 19" 3 74 194" 2697-20 hose-end valve when not in use).
* 3" -16 UNC Thread. 47
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1” Rotogages® for Large Mobile and Stationary Containers

A9090 Series

Application

Rotogages® are designed to provide an accurate determination of
anhydrous ammonia container contents. They mount in a standard 1"
NPT coupling on large mobile or stationary containers.

To operate the Rotogages®, the vent valve is opened and the dip
tube rotated slowly from the container vapor space to the liquid
space. The difference in appearance of the discharge indicates when
the liquid level is reached. Dial readings then indicate the percentage
of product in the container.

Features

» Supported design (TS Models) eliminates whipping and the need
for internal support hangers.

* Resistance-free nylon bearing inserts reduce friction and promote
operating ease. Rotogage® Assembly

» Dial face is dual calibrated to provide greater accuracy in reading
contents in containers which are not level.

Materials

BOOY i Steel
1] (=1 PSP Steel
DIp TUDE ... Seamless Steel
Indicator Malleable Iron
(DT L = = | (<SPS Aluminium
VENE STEM ...oeiiiiiiieeeie et e ee e Stainless Steel

Tubes for use with A9090 Series Roto Gauges
Cut to length required.

Service Part Number

Up to 48” A9091-M24.0
Upto 727 A9091-M36.0
Up to 96" A9091-M48.0
Up to 120" A9091-M60.0
Up to 144" A9091-M72.0

LISTED
Rotogage® Dials
Ordering Information
Part Number Service Container Size
A9091-18N NH3 All Sizes
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1” Rotogages® for Large Mobile and Stationary Containers

For Small Mobile or Stationary Containers
A9091R and A9092R Series

1" NPT LISTED
o Ty G
TV T Ak P NS
-I|| .' I iy —
! iy il

For Large Stationary Containers
9093RS, 9094RS and 9095RS Series

496" 9091 - 19'%” Approx.

— Approx. 9092 - 27" Approx. —

! QDIa'DE[ ! ”
Dip Tube Length = ( 2 ) - 5%” 1" NPT

Vg
T S AR
f |

T /1)
For Large Mobile or Stationary Containers
A9093TS, A9094TS and A9095TS Series
17 NPT
14 ” A9093 - 36” Approx.
[ e A9094 - 451" ADPIOX.
pprox. A9095 - 56” Approx.
Dip Tube Length = ( 2 ’ - 5%
A9093 - 36” Approx.
4%¢” A9094 - 454" Approx. b
AppIox. A9095 - 56” Approx. £ ) ISV aSe =)
, ~Ep e
Dip Tube Length = (Jhﬂlalgﬁﬂﬂ—) - 5%" O =)

Ordering Information

For Container Inside Diameter

L] L] n
Part Number Ellipsoidal Heads Hemispherical Heads
For Stationary Side End Side End
For Mobile or Stationary Containers Containers Only Mounted Mounted Mounted Mounted
A9091R - 30" - 45” 30" - 75" 30" - 45” 30" - 45”
A9092R - 46" - 61" 76" - 108" 46" - 61" 46" - 61"
A9093TS* A9093RS 62" - 79" 109" - 147" 62" - 79" 62" - 79"
A9094TS* A9094RS 80" - 99" - 80" - 99" 80" - 99"
A9095TS* A9095RS 100" - 147" - 100" - 147" 100" - 147"

* Supported Design
NOTE: The dip tube must be cut to the required length(¥2” of container inside diameter minus 5%").
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Pull-Away Valves for Transfer Operations

A2141 Series

Application Materials

Designed especially to provide pull-away protection for anhydrous BOdY (34", 17)eciuieeiieiieeiiee e Cadmium Plated Steel
ammonia transfer operations including transport and delivery truck Body (1%4", 2"). ... Cadmium Plated Steel
loading and unloading, engine fuel container filling and miscellaneous SAIS. .. et Buna-N Rubber
cylinder filling operations. When properly fastened to the inlet end CaADIES oo Nylon Coated, Galvanized Steel

of the discharge hose, the valve is designed to stop gas escape
from both upstream and downstream lines in the event of a pull-
away. An excessive tension pull causes the valve to automatically
separate, closing two internal back pressure checks. Only a few cubic
centimeters of gas escape at the instant of separation.

It is recommended that a convenient means be provided to safely
remove the pressure from the line upstream of each coupling half to
enable reassembly of the valve. To reassemble, simply push the male
half firmly into the female half until the retaining balls slip into the
retaining groove. Check for leaks after reassembly.

NOTE: It is recommended that pull-away valves be maintained and A2141A6

safety tested periodically to confirm that they will separate properly in

the event of a pull-away. Lubrication every six months is essential to

the pull-away’s operation. Dry nitrogen or other inert gas is suggested

as a source of pressure for pull-away tests. T
L

©

If the A2141 pull-away valve is going to be stored for a period of time, A U

A2141 Series such as in seasonal applications, it is recommended
that it be sprayed with a good grade of rust-preventive machine oil,
and covered to protect it from moisture.

LISTED

Features

» Heavy-duty construction for long service life.

» A*true” pull-away type valve which simply reconnects by snapping
together without unnecessary downtime or need for new parts.

* Buna-N seals provide leak tight operation.

* 400 PSIG operating pressure.

A2141A6L

A2141A6
A2141A8 A2141A8L

@)
= A
Q/: -/ u\;\éw
o) REE e
ﬁgx
(D
S

221210 A2141A10

Ordering Information

Inlet/Outlet Disconnect Reconnect NH3 Flow Capacity at Various Differential Pressures (GPM)*

Part Number Connections Force Force el @i
b b Valve
NPT F. Approx-lbs Approx-lbs 5PSIG 10 PSIG 25 PSIG 50 PSIG
A2141A6
$Z8 130 80 3% 9.9 14.4 225 324
A2141A6L**
A2141A8
1" 75 50 4%16" 18.9 27 42.3 60.3
A2141A8L**
A2141A10 1va" 160 25 5%" 46.8 67.5 108 153
A2141A16 2" 300 50 14%6™ 225 315 495 675
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2” & 3” Swing-Check ESVs for Bulk Plants

AB016 Series and A6024 Series

A6016

Application

Designed for installation in liquid transfer lines at anhydrous ammonia  LISTED
bulk plants to provide for quick shut-off of liquid or vapor flow in the
event of an accidental pull-away, line break, or hose rupture.

Features

» Fusible Element is located in the thermal fuse assembly which
acts at the latch open and close trigger. When exposed to fire, the
element melts at 212 degrees F. allowing the shaft to return to the
closed position.

» Valve can be opened by use of operating lever, if a pneumatic
actuator is used it will open with the actuator.

» Valve can be closed by remote cable or pneumatic actuator.

» Valve can be closed by simply pushing the operating lever down,
it is not necessary to trip the close trigger.

» Seat Disc is retained by a metal seat to minimize leakage in case
direct fire impingement.

* Quick closing regardless if the pump is running or not.

Sturdy Rugged Construction

»  Will withstand hydraulic shock of sudden closings, piping strains,
and temperature variations.

» Valve has only two moving parts, stem and close/thermal trigger.

» Stem seals are spring loaded for leak free performance at low
temperatures/pressures.

Materials

BOAY .o Ductile Iron Cad Plated
SEEIM .ttt Stainless Steel
SEAL ...t Stainless Steel
Seat Disc (A6016) ... Synthetic Rubber
SPrings .....cccoeevveeenne .. Stainless Steel

GASKELS ...t a e Teflon

Ordering Information o T T f—
Part Number Inlet and Outlet Connections Liquid Flow Capacity at 10 PSIG Drop (GPM)
A6016 2" F-NPT 640 (NH3)
A6024 3" F-NPT 1173 (NH3)
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1v4” Swing-Check ESV for Bulk Plants

A6010

Application

Designed for installation in liquid or vapor transfer lines at Anhydrous
Ammonia bulk plants to provide for quick shut-off of liquid or vapor
flow in the event of an accidental pull-away, line break, or hose
rupture.

Features
Meets NFPA 58 and UL requirements

» Fusible Element is located in the thermal fuse assembly, which
acts at the latch open and close trigger. When exposed to fire, the
element melts at 212 degrees F. allowing the shaft to return to the
closed position.

A6010

6010

» Valve can be opened by use of operating lever, if a pneumatic
actuator is used it will open with the actuator.

» Valve can be closed by remote cable or pneumatic actuator.

» Valve can be closed by simply pushing the operating lever down;
it is not necessary to trip the close trigger.

Sturdy Rugged Construction

»  Will withstand hydraulic shock of sudden closings, piping strains,
and temperature variations.

» Valve has only two moving parts, stem and close/thermal trigger.

* A6010is UL Listed for use in NH3 as an emergency and operating
shutoff valve.

» Stem seals are spring loaded for leak free performance at low
temperatures/pressures.

» Seat Disc is retained by a metal seat to minimize leakage in case
direct fire impingement.

* Quick closing regardless if the pump is running or not.

Materials

Ductile Iron Clad Plated
Stainless Steel
Stainless Steel

SEat DiSC ....vvevvieeiiiiiieiieeieesiee e Synthetic Rubber (AA6010 only)

Springs Stainless Steel

GASKELS ...ttt et Teflon
6016RA

Ordering Information

Accessories

Part Number Inlet and Qutlet
Connections

Remote Pneumatic Remote Pneumatic

Rotary Actuator

6016-60C

Liquid Flow Capacity @ 10 PSIG Pressure Drop (GPM)

Close

6016-60D

Open/Close

A6010 1¥4" F. NPT 6016-60C

6016-RA

233 (NH3)
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ESV Pneumatic Controls

Application

RegO® Emergency Shut-Off Valves modified for remote pneumatic  LISTED
shutdown operation retain all the operating features of the standard
valves.

Once equipped with pneumatic cylinders and then pressurized,
the pneumatic cylinder piston rod disengages from a striker plate,
allowing the ESV to be manually opened and the striker plate to act
as a latch and hold the valve open. Release of the control system
pressure for any reason closes the ESV for fail-safe operation.

Features

Convenience A6016 with 6016-60D Remote Close Actuator

* Closes the liquid and vapor ESV from a convenient remote
location.

* Independent closed loop system allows the ESV to be
pneumatically charged, but opened or closed manually or with
cable controls to conserve pressurized gas.

Reliability

* Independent closed loop system will continue to hold pressure
and close ESV in an emergency - even if supply pressure is cut
off.

Security

* Any loss of pressure from the control line, such as accidents or
the line melting from fire, automatically shuts down the liquid and
vapor ESV.

* ESV must be reset after automatic shutdown.

6016PN-50 Pneumatic Remote Control Kit

Control kit with components for connecting and charging the
pneumatic controls from a source of compressed gas (air or nitrogen)
to a RegO® liquid or vapor ESV. Includes charging valves with low
pressure indicator, operating valves, 100 feet of %" plastic tubing and
tube fittings.

Ordering Information

Part Number Description

6016-60D Cylinder assembly kit to convert 6016 ESVs to pneumatic shutdown.
6016PN-50 Pneumatic Remote Control Kit.
7605APN-8A | Extra shutdown valve assembly.
7605A-BT 100’ roll of ¥4” pneumatic tubing.
7605AP-16 | ¥4 tubing tee, with nuts.
7605AP-15 | %" NPT x 4" tubing, straight connector.
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3” Heavy Duty Swing Check with Flow Indicator A7624

Application _ AT624

This back check valve is designed to provide required back flow
protection for the unloading riser in the bulk plant's transfer area.
It is designed specifically for pipeline installation and is suitable for
anhydrous ammonia service. Product flow moves the swing check to the
open position, when flow stops the spring loaded swing check closes.

Features

e Easy to read flow indicator

e Heavy duty spring loaded swing check design

* Resilient synthetic rubber seat disc

* High flow rates with low pressure drop

e May be installed either horizontally or vertically

e Y" F-NPT pl db t f bod
2 plugged boss on top of body Ll
7.5 Inlet
Materials
.................................................................................. Ductile Iron
... Stainless Steel
Stainless Steel
SEAL DISC ..t Resilient synthetic rubber
RELUMN SPIHNG +.vveveeiieitieiesieeiese e se e sie e saeaneens Stainless Steel Flow Direction
Ordering Information 9.9"

Part Number For Use With: Inlet & Outlet Connections Liquid Capacity at 10 PSIG Drop GPM

AT7624 NH3 3" F-NPT 1173-GPM(NH3)

2” Heavy Duty Swing Check with Flow Indicator A7616
Application

AT7616
This back check valve is designed to provide required back flow
protection for the unloading riser in the bulk plant’s transfer area.
It is designed specifically for pipeline installation and is suitable for
anhydrous ammonia service. Product flow moves the swing check to the
open position, when flow stops the spring loaded swing check closes.
Features
e Easy to read flow indicator
e Heavy duty spring loaded swing check design
¢ Resilient synthetic rubber seat disc
¢ High flow rates with low pressure drop
¢ May be installed either horizontally or vertically

Outlet

» 12" F-NPT plugged boss on top of body Inlet
Materials
BOAY ..o Ductile Iron
SEEIM ittt Stainless Steel
SEAL ...ttt Stainless Steel

Seat Disc....... ...Synthetic Rubber _
Return S;_)rlng ......................... R Stainless Steel Flow Direction =
Ordering Information

Part Number For Use With: Inlet & Outlet Connections Liquid Capacity at 10 PSIG Drop GPM

AT7616 NH3 2" F-NPT 640-GPM(NH3)
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Sight Flow Indicators for Bulk Plants

A7794 and A7796

Application

Designed to promote maximum pump efficiency, these indicators
enable bulk plant operators to visually inspect liquid flow conditions.
With glass on both sides of the indicator, flow can be observed from
either side, even under some poor light conditions. The integral swing
check also serves as a back-check valve to prevent reverse flow and
product loss if the hose fails in a loading operation.

By installing an indicator on the upstream side of the plant pump,
suction conditions can be observed and the pump speed adjusted to
obtain the maximum possible flow rate without cavitation. Additionally,
if an indicator is installed in the piping at the loading rack, just ahead
of the loading hose, the operator can maintain a constant check on
pump conditions.

Both installations are designed to allow for observation to provide
maximum pump efficiency and assure safe plant pump operation.

In compressor operations a sight flow indicator installed in the liquid
line will give a visual indication when the tank car or transport is
emptied. Compressor operation can then be immediately reversed to
start recovery of the vapor A7794

Features

* Durable ductile iron body assures long, trouble-free operation with
design working pressure of 400 PSIG.

* Glass is polished, ground and tempered after fabrication for
maximum strength up to 2,500 PSIG.

» Set screws minimize loosening of glass retainer rings.

» O-ring glass seals provide for leak-tight operation. J—

Materials /e ‘ \ '

\\\ Ji / /’ ‘\‘ ‘\‘\ //
BOOY .ttt Ductile Iron A 1:1 Lo l | t:( A
S I G 1 KA Stainless Steel / \‘l \ TN
Check Seat DiSC.........ccccevvveveevereeirerennans Resilient Synthetic Rubber / \ \'\ /) \
GlASS ..ot Polished, Ground and Tempered N / !

Tested to 2,500 PSIG. BN .
\Q\, - — T g
B

Ordering Information

A
Inlet/Outlet
Part Number Connections
A7794 2" F. NPT 59"
A7796 3" F. NPT %"
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Combination Valve for Bulk Storage Containers

A2805C

Application

Designed for installation on bulk storage containers, this valve
combines a pressure gauge mounting and provision for a fixed tube
liquid level gauge.

The shut-off valve prevents the pressure gauge from being subjected
to constant pressure, thereby prolonging its life and accuracy. The
valve may be closed, and the vent valve opened to vent pressure
from the gauge to permit replacement.

For fixed liquid level gauging, the valve can be mounted at the
maximum permitted filling level. When equipped with a dip tube
threaded 18” M.NPT, it can be installed at any convenient level.

Materials A2805C
.................................................................... Ductile Iron

........................................................................................ Steel :
Valve Stem .. ... Stainless Steel ApproX. i S NPT
VENE SEEM ...t Stainless Steel 2%iet for Pressure
Valve Stem Seal ..........cccooeeveiiieiciiiennne Resilient Synthetic Rubber \ Gauge
Vent Seal ......cccooveeiieciiieeeee Resilient Synthetic Rubber SN LISTED
VAIVE SEAL ....oiiiiiiiiiee e Nylon | ___J

Instruction Plate Maximum Engagement

in Coupling
%" NPT

No. 54
Drill Orifice
%" NPT

Ordering Information

Part Number Container Connection Service Connection Liquid Level Vent

A2805C 4" M. NPT Y4" F. NPT for Gauge Mounting Tee Handle
* Has %" F. NPT opening for installing separate dip tube.

Pressure Gauges

Application

Especially designed in a variety of sizes and construction for the
Anhydrous ammonia industry.

LISTED

All RegO® pressure gauges have a %" M. NPT connection unless
otherwise noted.

Materials

BOdY (TSS3169) .....ccciueeiiiiieeiiiieeiiiiee e Stainless Steel
Seat Disc (3165).. Resilient Synthetic Rubber
SeaAt DISC (BL69)....ueeeeiuiieeeiiiiie et e eieee et e et e e e e Teflon

A8400

Ordering Information

Part Number Service Case Material Maximum Pressure Case Size Increment Divisions
A8060 60 PSIG
A8150 NHs Steel 150 PSIG 215" 5lb.
A8400 400 PSIG
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Vent Valves TSS3169

Application

Especially designed to bleed off liquid or vapor pressures trapped
in transfer lines. When installed in the downstream boss of RegO®
globe and angle valves used at the end of a liquid transfer hose,
the bleeder valve allows for the controlled venting of the product
and indicates to the operator that the valves are closed and he can
disconnect the coupling. They may also be used as a fixed liquid level
gauge where the dip tube is part of the container.

An optional instruction plate with “Stop Filling When Liquid Appears”
may be ordered for use with these valves.

Materials

Body (TSS3169) ....ccueeiiiiiiiiiiiniieaiie it Stainless Steel

S LTy O Teflon TSS3169
LISTED

Ordering Information

Accessories

Part Number Service Connection Actuation Warning Plate Kit
TSS3169 NH3 Ya" M. NPT Tee Handle 2550-40P

Fixed Liquid
Application

Especially designed to provide a visible warning when containers
are filled to the maximum permitted filling level. At the start of the
filling operation, with the vent stem opened, the valve discharges
vapor. When the maximum permitted filling level is reached, the valve
discharges liquid. The TA3169F12.0 incorporates a No 54 drill orifice;
they all are normally furnished with a 12” 3/16” OD dip tube.

y

An optional instruction plate with “Stop Filling When Liquid Appears” NPT _:'

may be ordered for use with these valves.

LISTED v=12"

i TA3169F12.0
Materials

BOdy (TA3L169)......ceiiiiieeiiiieeiiiie et e e Stainless Steel eq
Seat DISC (TA3169) .....ueeieiiiieiiiiee e Teflon

TA3169F12.0

Ordering Information

Accessories
Part

Number Service Connection Actuation Dip Tube Length Warning Plate Kit

TA3169F12.0 NH3 Y4 M. NPT Tee Handle 127 2550-40P
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General Properties of NH3

There’s nothing like ammonia. Anyone who has smelled it, even in small
concentrations, will know ammonia when he encounters it again. The
odor of this colorless gas is characteristically sharp ...pungent ...biting.

Ammonia is one of the most water soluble of all gases. Under
atmospheric pressure and at a temperature of 32° F., one volume
of water will dissolve 1,150 volumes of ammonia. Such a saturated
aqueous solution contains 47.3% ammonia by weight.

“Dry ammonia “, which contains no water, is called anhydrous ammonia (NH3).

Ammonia vapor is lighter than air. Considering the specific gravity of air to be 1.0,
the specific gravity of ammonia is 0.589. Under atmospheric pressure, ammonia
has a vapor density of 0.0556 pound per cubic foot at its boiling point.

For most industrial purposes, ammonia is shipped and stored as a
liquid. Ammonia gas liquefies easily, and in its liquid state is a colorless,
mobile fluid. At atmospheric pressure, liquid ammonia boils at -28° F.
As the temperature rises, the vapor pressure of ammonia increases
rapidly. Liquid ammonia has a density under atmospheric pressure of
42.6 pounds per cubic foot, approximately two-thirds that of water.

Flammability of ammonia vapor in air is limited-the heat of combustion
is insufficient to maintain a flame. But the flammability increases with
the degree of concentration. At a concentration range of 16% to 27%
ammonia by volume with air, the mixture can be ignited by a source
of ignition at about 1,200° F. If the vapor is contaminated with oil,
the ignition temperature would be lower. In an atmosphere of pure
oxygen, ammonia burns vigorously producing nitrogen, water, a small
proportion of ammonium nitrate, and a trace of nitrous oxide.

Many metals are not affected by dry ammonia. Moist ammonia will
not corrode iron, steel or aluminum, but will react rapidly with copper,
silver, zinc and their alloys. Mercury should never be used with
ammonia, since explosive chemical compounds may be formed. For
this reason, mercury should not be used as the liquid in a manometer |
in measuring rates of flow of ammonia.

Refer to ANSI Standard K61.1, Safety Requirements for the Storage
and Handling of Anhydrous Ammonia, as well as state and local codes

Temperature F° Approximate Pressure (PSIG)

-28 0
-20 3
-10 9
0 15
10 23
20 33
30 45
40 58
50 74
60 92
70 114
80 138
90 165
100 197
110 232
120 271
130 315

NH3 Safety Commandments*

ALWAYS have ample water available.

ALWAYS stay clear of hose and valve openings.

ALWAYS wear gloves and goggles when transferring NH3.
ALWAYS close valves and disconnect hoses when plant is unattended.
ALWAYS be sure pressure is relieved before disconnecting hoses or parts.
NEVER fill a tank over 85% of capacity.

NEVER leave transfer operations unattended.

NEVER tamper with relief valves or safety devices.

NEVER try to "get by"-use only approved NH3 equipment.

10 NEVER tow a trailer without secure connecting parts and safety chains.

CENOOA®NE

*Courtesy of Operational Safety Manual for Anhydrous Ammonia,
Agricultural Ammonia Institute.

Chart — Minimum Required Rate of Discharge for Anhydrous Ammonia Pressure Relief
Valves Used on ASME Containers

Minimum required rate of discharge in cubic feet per minute of air at 120% of the maximum permitted start-
_ f to-discharge pressure for pressure relief valves to be used on containers other than those constructed in
FrEn ANIS] ST, ApEaehis [, accordance with United States Department of Transportation cylinder specifications.

Surface Surface Surface Surface Surface Surface
Surface Flow Rate Area Sq. Flow Rate Area Sq. Flow Rate Area Sg. Flow Rate AreaSg. Flow Rate Area Sq. Flow Rate Area Sg. Flow Rate
Area Sg. Ft. SCFM Air Ft. SCFM Air Ft. SCFM Air Ft. SCFM Air Ft. SCFM Air Ft. SCFM Air Ft. SCFM Air
20 258 95 925 170 1500 290 2320 600 4200 1350 8160 2100 11720
25 310 100 965 175 1530 300 2380 650 4480 1400 8410 2150 11950
30 360 105 1010 180 1570 310 2450 700 4760 1450 8650 2200 12180
35 408 110 1050 185 1600 320 2510 750 5040 1500 8900 2250 12400
40 455 115 1090 190 1640 330 2570 800 5300 1550 9140 2300 12630
45 501 120 1120 195 1670 340 2640 850 5590 1600 9380 2350 12850
50 547 125 1160 200 1710 350 2700 900 5850 1650 9620 2400 13080
55 591 130 1200 210 1780 360 2760 950 6120 1700 9860 2450 13300
60 635 135 1240 220 1850 370 2830 1000 6380 1750 10090 2500 13520
65 678 140 1280 230 1920 380 2890 1050 6640 1800 10330
70 720 145 1310 240 1980 390 2950 1100 6900 1850 10560
75 762 150 1350 250 2050 400 3010 1150 7160 1900 10800
80 804 155 1390 260 2120 450 3320 1200 7410 1950 11030
85 845 160 1420 270 2180 500 3620 1250 7660 2000 11260
90 885 165 1460 280 2250 550 3910 1300 7910 2050 11490

Surface area = Total outside surface area of container in square feet.

When the surface area is not stamped on the name plate or when the
marking is not legible, the area can be calculated by using one of the
following formulas:

1. Cylindrical container with hemispherical heads. Area (in sq. ft.) = overall
length (ft.) x outside diameter (ft.) x 3.146.

2. Cylindrical container with other than hemispherical heads. Area (in sq.
ft.) = overall length (ft.) + .3 outside diameter (ft.) x outside diameter (ft.)

Flow Rate SCFM Air = Required flow capacity in cubic feet per minute
of air at standard conditions, 60°F. and atmospheric pressure (14.7 psia).

The rate of discharge may be interpolated for intermediate values of
surface area. For containers with total outside surface area greater than
2,500 square feet, the required flow rate can be calculated using the
formula, Flow Rate—SCFM Air = 22.11 A°® where A = outside surface area
of the container in square feet.

Conversion Factor

x 3.1416. ft? x 0.092 903 =m?
— 3/
3. Spherical container. Area (in sq. ft.) = outside diameter (ft.) squared x SCFM x 0.028 317 = m*min
3.1416. ft x 0.304 8 =m
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Limited Warranty and Limitation Of Liability

LIMITED 10 YEAR WARRANTY AND LIMITATION OF LIABILITY
LIMITED 10 YEAR WARRANTY

REGO® warrants to the original purchasers the products and repair
kits manufactured by it to be free from defects in materials and
workmanship under normal use and service for a period of 10 years
from the date of manufacture. If within thirty days after buyer’s
discovery of what buyer believes is a defect, buyer notifies in writing
and ships the product to REGO® at 100 Rego Drive, Elon, NC 27244,
REGO®, at its option, and within forty-five days of receipt , will repair,
replace F.O.B. point of manufacture, or refund the purchase price of
that part or product found by REGO® to be defective. Failure of buyer
to give such written notice and ship the product within thirty days
shall be deemed an absolute and unconditional waiver of any and all
claims of buyer arising out of such defect.

This warranty does not extend to any product or part that is not
installed and used continuously after installation in accordance
with REGO®'’s printed instructions, all applicable state and local
regulations, and all applicable national standards, such as those
promulgated by NFPA, DOT and ANSI. This warranty does not
extend to any product or part that has been damaged by accident,
misuse, abuse, failure to maintain, or neglect, nor does it extend to
any product or part which has been modified, altered, disassembled,
or repaired in the field. This warranty does not cover any cosmetic
issues, such as scratches, dents, marring, fading of colors or
discoloration.

Except as expressly set forth above, and subject to the limitation of
liability below, REGO® MAKES NO OTHER WARRANTY, EXPRESS
OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A
PARTICULAR PURPOSE, with respect to its products and parts,
whether used alone or in combination with others. REGO® disclaims
all warranties not stated herein.

LIMITATION OF LIABILITY

REGO®'s total liability for any and all losses and damages
arising out of any cause whatsoever shall in no event exceed
the purchase price of the products or parts in respect of which
such cause arises, whether such cause be based on theories of
contract, negligence, strict liability, tort or otherwise.

REGO® shall not be liable for incidental, consequential or
punitive damages or other losses. REGO® shall not be liable
for, and buyer assumes any liability for, all personal injury and
property damage connected with the handling, transportation,
possession, further manufacture, other use or resale of
products, whether used alone or in combination with any other
products or materials.

From time to time buyers might call to ask REGO® for technical
advice based upon limited facts disclosed to REGO®. If REGO®
furnishes technical advice to buyer, whether or not at buyer’s
request, with respect to application, further manufacture or
other use of the products and parts, REGO® shall not be liable
for such technical advice or any such advice provided to buyer
by any third party and buyer assumes all risks of such advice
and the results thereof.

NOTE: Some states do not allow the exclusion or limitation of
incidental, consequential or punitive damages, so the above
limitation or exclusion may not apply to you. The warranty gives
you specific legal rights, and you may have other rights that
vary from State to State. The portions of this limited warranty
and limitation of liability shall be considered severable and all
portions which are not disallowed by applicable law shall remain
in full force and effect.

NOTICE TO USERS OF PRODUCTS

The Limited Warranty stated above is a factory warranty to the first
purchasers of REGO® products. Since most users have purchased
these products from REGO® distributors, the user must within
thirty (30) days after the user’s discovery of what user believes is a
defect, notify in writing and return the product to the distributor from
whom he purchased the product/part. The distributor may or may
not at the distributor’s option choose to submit the product/parts
to REGO®, pursuant to this Limited Warranty. Failure by buyer to
give such written notice within thirty (30) days shall be deemed an
absolute and unconditional waiver of buyer’s claim for such defects.
Acceptance of any alleged defective product/parts by REGO®'s
distributor for replacement or repairs under the terms of REGO®'s
Limited Warranty in no way determines REGO®'s obligations under
this Limited Warranty.

Because of a policy of continuous product improvement, REGO®
reserves the right to change designs, materials or specifications
without notice.

59

IRPELG. 100 RegO Dr. P.O. Box 247 Elon, NC 27244 USA www.regoproducts.com Phone (336) 449-7707 Fax (336) 449-6594









IRPELGLDY £INLINE - Dstiburorinformation sService Manuals

» Application Guides * Product Literature
www.regoproducts.com . product Updates - Technical Guides

Catalog NH3-102
Printed in the USA 01-0116-0116

100 RegO Drive PO Box 247 Elon, NC 27244 USA Telephone (336) 449-7707 Fax (336) 449-6594



