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Switching Light—Grid Type
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shielded cable with 12 cores (max. 20m); .
connect each No. of terminal ) Scale 1:5 Order No.:
shield to be connected with trerminal No.23 ( between receiver and transmitter)
Do not install connection cable in parallel with frequency
converter or power supply cable.
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All dimensions in mm!

Technical Characteristics: terminal connections: receiver 5861MO1
Housing Al—Cast
Weight approx. 4,8kg = .Hﬁ
Protection mode P65 AN
Connection terminal block T12[3] [23[22]21]20[19]18]17[16[15[14[13]12[ 11
Output pnp 60mA s.c.—prot., e2 < O oot
Signal mode bright— /darkswitching > ER- S5 EEE T L L
selectable 23 5333383388888

Switch indicator LED green in receiver b . e ” 4
Level indicator LEDs red in receiver (DIANA, i) connection cable fo fransmitter
Resolution >38mm
Operational mode Multiplex
Interference suppress. Forced synchronization terminal connections: transmitter
Access time <12ms/Switch transition
Switching rate approx. 40/s HESEEEEEEN
Transmitter light IR 880nm, invisible

2 Steady light resistance >80kLx 0|2 D\0( 200|022\ D\

8 Ambient temperature —25...60°C 23122 212001918171615141“2 !
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gﬁ O‘%Output ﬂpﬂ 60mA S.C.*prot., 63 connection cable to receiver
5508 Optocoupler 60V/50mA, el
0O T
%L()%;Heot protected optical system, pl Note:
BLSN Accessories (optional): Please use supplement No. 8600 D
(Assembly instruction for transmitter and

Heavy adjustment flange R153SH receiver light barriers) for adjustment.

power unit PP84201/2

The design and make of the devices and their electronics are intellectual property of the company "Fotoelektrik Pauly GmbH & Co. KG". Interndl circuit diagrams can,
for copyright reasons, not be given therefore. Subject to technical alterations. Errors excepted. The reprinting of this data sheet or the copying of extracts from it are
allowed only with the approval of the "Fotoelektrik Pauly GmbH & Co. KG” and with an indication of the sources used. Infringements are punishable by law.
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